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1.0 PURPOSE

The purpose of this action memorandum is to request and document approval of a non-time-critical
removal action at Site [R-03 Waste Oil Reclamation Ponds at Hunters Point Shipyard (HPS) in San
Francisco, California. As the lead agency, the Department of the Navy (“Navy”) has authority over
the selection of the removal action alternative, the risk evaluation, and overall public participation
activities. The Navy is working in cooperation with the U.S. Environmental Protection Agency (EPA)
Region IX; the State of California Department of Toxic Substances Control (DTSC) Region II; and the
California Regional Water Quality Control Board, San Francisco Bay Region (RWQCB) to develop and

implement the removal action.

This action memorandum has eight sections including this one. Section 2.0 discusses site conditions
and background information for HPS; Section 3.0 discusses threats to public health and welfare and to
the environment from the waste oil reclamation ponds; Section 4.0 presents the endangerment
determination; Section 5.0 discusses the proposed removal action and estimated cost; Section 6.0
discusses the effects should the removal action be delayed or not taken; Section 7.0 discusses
outstanding policy issues; and Section 8.0 discusses the recommended removal action alternative.
Attachment A presents the final engineering evaluation and cost analysis (EE/CA) report dated October
18, 1996, including figures, tables, and cost estimates, and Attachment B presents the administrative |

record index for this action.
2.0 SITE CONDITIONS AND BACKGROUND

This section discusses (1) the site description, (2) other actions conducted to date at HPS, and (3) the

state and local agencies’ roles.
2.1 SITE DESCRIPTION

This section discusses the removal site evaluation, the physical location of HPS, Site IR-03
characteristics, release information, the National Priorities List (NPL) status of HPS, and Site IR-03

figures.



2.1.1 Removal Site Evaluation

Site IR-03 (“the Site”) is the location of two Navy-operated former waste oil reclamation ponds which
were in use from 1944 until 1974 at HPS. The Site is located in Parcel E, along the southeastern
shoreline of HPS, and is completely surrounded by IR-02 (Attachment A, Figures 1-1 and 1-2). The
unlined ponds were constructed from fill material and located approximately 30 feet from the San
Francisco Bay shoreline. An Initial Assessment Study (IAS) estimated that approximately 0.6 to 2.0
million gallons of oily wastes were received annually at the reclamation ponds. Reclaimed oil was
removed periodically by a private contractor who sold much of it for road oil. Recent sampling events
have confirmed the presence of hazardous substances and oily waste including free-phase petroleum
products near the former waste oil ponds from existing surface levels to approximately 25 feet below
ground surface (bgs). Hazardous substances (including metals, semivolatile organic compounds
[SVOCs], and volatile organic compounds [VOCs]) appear to be commingled with, or constituents of,

the oily waste.

Samples contained hazardous substances as defined by the Comprehensive Environmental Response,
Compensation, and Liability Act (CERCLA), including metals, SVOCs, and polychlorinated biphenyls
(PCB), at concentrations exceeding screening levels. Due to the close proximity of the ponds to San
Francisco Bay and the results of the site investigation, the primary concern is the potential migration of
contaminants in groundwater to the Bay. The EE/CA report, which is Attachment A of this action

memorandum, presents site-specific information for IR-03.

2.1.2 HPS Physical Location

HPS is in southeastern San Francisco at the tip of a peninsula extending into San Francisco Bay (see
Figure 1-1 of Attachment A). HPS encompasses 936 acres, 493 of which are on land and 443 of which
are below the waters of the bay. HPS has been divided into five parcels of land, Parcels A through E,
and Parcel F, which includes the subtidal areas. Site IR-03 is located near the shoreline in the

southeastern portion of Parcel E (Figure 1-2 of Attachment A).

HPS is bordered by San Francisco Bay to the north, east, and south. A mixed-use residential and
industrial area is located west of HPS. The northern and eastern shores of HPS were developed for

ship repair and are equipped with drydock and berthing facilities. The Navy used HPS from 1939



through 1976 for ship repair. Triple A Machine Shop (“Triple A”) operated HPS as a commercial ship
repair facility from 1976 to 1987. Currently, the Navy and private businesses use HPS for limited

commercial and light industrial activities.
2.1.3 IR-03 Site Characteristics

This section summarizes the nature and extent of chemicals found in soii and groundwater at the Site.
The information is based on previous investigations that have been conducted in the IR-02 and IR-03
areas over the past decade. Hazardous substances and petroleum products are present in the vicinity of
the former waste oil ponds, including floating product. The ponds have been covered with fill material
which eliminates any visible surface expression of floating product or oily waste. This removal action
will use the visibility of both floating product and product-affected soils as the indicators for the extent

of hazardous substances.
2.1.3.1 PREVIOUS INVESTIGATIONS

For the past ten years, an ongoing series of assessments has been conducted to investigate the former

waste oil reclamation ponds. The main investigations in chronological order are as follows:

. An Initial Assessment Study (WESTEC 1984) was completed in 1984 that focused on
the history and work practices at the HPS.

. Soil and groundwater sampling were first completed in 1986 when five borings were
drilled and sampled (EMCON 1987). Wells IR-03MWO-1 through -0-3 were installed
in three of these borings.

. A series of site investigations commenced in 1989 with reconnaissance and preliminary
phase investigations conducted as part of the OU-1 RI by Harding Lawson Associates
(HLA) in 1993. These investigations included geophysical and soil gas surveys, boring
and test pit installation and testing, and shallow A-zone and deeper B-zone well
installation and sampling. In late 1992, HLA completed contingency work to provide
additional information for the RI.

) In October 1995, monitoring wells IR-03MW369A, -370A, and -371A were installed
adjacent to the shoreline.



2.1.3.1.1 Aquifer Characteristics

The A-aquifer is generally unconfined and consists primarily of saturated artificial fill. The top of the
A-aquifer is defined by the groundwater table, which is generally 7 to 12 feet bgs. The bottom of the
aquifer is defined by the upper surface of Bay mud deposits. The B-aquifer is generally confined and
consists of undifferentiated sedimentary deposits. The top of the B-aquifer is defined by the bottom
surface of the Bay mud deposits; its bottom is defined by the upper surface of the Franciscan Complex

bedrock.

2.1.3.1.2 Water-Level Elevations

Groundwater flow in the A-zone is complex because of the heterogeneity of the subsurface fill
materials, tidal influences, and, possibly, effects of storm drain and sanitary sewer systems. The
groundwater flow direction in the A-aquifer, along the south shore of IR-03, is generally inland in a
northeasterly direction. The regional groundwater flow is likely controlled by the storm drain and/or
sanitary sewer systems, which are reportedly in very poor condition and may be acting as sinks. This
flow direction may change in the future if these systems are modified or abandoned. Vertical gradients

between the B- and A-waterbearing zones are consistently upward, despite tidal fluctuations.

2.1.3.1.3 Extent of Chemicals in Groundwater

The EE/CA (Attachment A) summarizes the analytical results for groundwater samples collected at
IR-03. The majority of sampling was conducted during historical RI activities between 1990 and 1992
(Appendix B of Attachment A). A few wells were sampled in 1995 and the three new wells installed
near the shoreline were sampled in 1996. VOCs, SVOCs, PCBs, total petroleum hydrocarbons

(TPHs), pesticides, and metals have been detected in groundwater samples at IR-03.

The criteria used to screen the detected organic and inorganic chemicals in groundwater are the water
quality objectives for protection of human health and aquatic life given in the Enclosed Bay and Estuary
Plan (SWRCB 1993). These screening criteria were chosen to be consistent with the approach
presented for the Site IR-1/21 EE/CA Industrial Landfill Groundwater Plume evaluation (PRC 1996b).
The IR-1/21 site is also located in Parcel E, HPS, and borders on San Francisco Bay, as does IR-03.



Organic compounds were detected in groundwater samples collected from wells throughout the site.
The organic chemicals detected at concentrations exceeding screening criteria [presented in the
Enclosed Bay and Estuary Plan (SWRCB 1993)] are shown on Figure 3-7 of Attachment A. The most
frequently detected chemicals exceeding screening levels are PAHs and Aroclor-1260. No organic
compounds exceeding screening criteria were detected in the wells located closest to the shoreline. No

organic chemicals were detected in the B-zone well in IR-03.

Inorganic chemicals dissolved in groundwater exceeding the screening criteria are shown on Figure 3-9
of Attachment A. Metals detected in groundwater at IR-03 at concentrations exceeding screening
criteria include arsenic, beryllium, cadmium, copper, lead, mercury, nickel, silver, thallium, and zinc.
The most frequently occurring inorganic chemicals in groundwater are copper, lead, and beryllium.
No inorganic chemicals exceeding screening criteria were detected in the wells located closest to the
shoreline in the vicinity of IR-03. This figure was developed to be consistent with the IR-1/21 EE/CA
technical approach but may not present all relevant data since the detection limits are higher than the
low screening criteria. However, this action will use the presence of TPH compounds as the indicators
for the hazardous substances and the presence of TPH compounds will be used to define the extent of

affected soil and groundwater.

TPH compounds detected in groundwater and the maximum concentration detected are shown in Figure
3-8 in Attachment A, which also presents the historical measurements of floating product in the wells at
IR-03. Screening criteria for TPH in groundwater are not available. No TPH compounds were

detected in the wells locatéd closest to the shoreline in the vicinity of IR-03.
2.1.3.1.5 Characteristics of Oil

The oily waste product in IR-03 is an aged, light non-aqueous phase liquid (LNAPL) with physical
characteristics similar to those of a used motor oil. Grab samples of the free-phase product floating on
the water table have been collected from four wells in the vicinity of IR-03 and analyzed for metals,
VOCs, SVOCs, PCBs/pesticides, total recoverable petroleum hydrocarbons (TRPH), TPH as diesel,
density, and ignitability. The minimum and maximum concentrations of these compounds are
summarized in Table 3-1 of Attachment A. As shown, the oil contains several hazardous substances
including SVOCs, PCBs, and metals constituents. The historically measured depths of floating product

are shown on Figure 3-8 of Attachment A.



Data from a product sample collected in February 1996 indicate that less than 10 percent of the oil
product has a boiling point less than SO0°F. In contrast, 100 percent of gasoline, approximately 50
percent of diesel, and approximately 20 percent of Bunker C oil has a boiling point less than 500°F.
These data indicate that only a small fraction of the oil has potentially significant volatility. This trait
has a favorable effect on the health risk associated with inhalation pathways, but also strongly limits the

ability to recover waste oil product by processes such as soil-vapor extraction.
2.1.3.2 Previous Oil Recovery Efforts

An oil recovery pilot study was conducted in early 1991 to assess whether oil could be pumped from
the subsurface at IR-03 under ambient conditions (HLA 1991b). This test entailed pumping four wells
that initially contained over 6 inches of floating product. The wells were pumped every few weeks
with a total of six pumping events over three months. Total product recovery from all of the wells was
approximately 25 gallons and ranged from less than 1.2 gallons recovered from well IR-03MW218A1
to 17.3 gallons from well IR-03MWO0-3. Results of the test indicate that removing product by pumping
from wells is relatively inefficient. However, with intermittent product recovery, it may be possible to

remove at least a small portion of the oil from the subsurface.

2.14 Release Or Threatened Release Into The Environment Of A Hazardous Substance,
Pollutant, Or Contaminant

Contaminants associated with IR-03 include heavy metals such as arsenic, chromium, lead, and

mercury; SVOCs; and PCBs. These contaminants are hazardous or toxic substances as defined by

CERCLA, Section 101(14), or the Toxic Substance Control Act (TSCA).
2.1.5 National Priorities List Status

Because the past shipyard operations had left hazardous materials on site, HPS was placed on the NPL
in 1989 as a Superfund site pursuant to CERCLA as amended by the Superfund Amendments and
Reauthorization Act (SARA). In 1991, HPS became slated for closure pursuant to the terms of the
Defense Base Realignment and Closure Act of 1990 (Public Law 101-510). Closure activities at HPS

include environmental remediation and making the property available for nondefense use.



2.1.6 Maps, Pictures, and Other Graphic Representations

The EE/CA report, Attachment A of this action memorandum, presents Figures 1-1 through 6-1 and
Tables 2-1 through 7-2. Section 3.0 of the EE/CA characterizes the contaminants associated with Site
IR-03.

2.2 OTHER ACTIONS TO DATE

Previous removal activities conducted at HPS include (1) PCB cleanup at IR-08, (2) the Tank S-505
removal action, (3) underground storage tank (UST) removals, (4) sandblast grit fixation, and (5) the
IR-06 Tank Farm removal action. These actions are discussed in the Exploratory Excavations EE/CA

report (PRC 1996a).

Current or recently completed removal activities include:

the pickling and plating yard (PPY) removal action

. the exploratory excavation removal action

. the storm drain system removal action

. the IR-1/21: Industrial Landfill Groundwater Plume removal action
° the IR-06 soil removal action.

The PPY removal action is complete and consisted of the removal of hazardous materials and the
decontamination and removal of structures at the PPY. The exploratory excavation removal action will
involve excavation and off-site disposal of contaminated soil at 18 sites across HPS. The storm drain
system removal action will involve cleaning out and disposing of sediments from lines, manholes, and
catch basins of the storm drain system at HPS. The IR-1/21 removal action will include source control
and remediation or isolation of groundwater. The IR-06 removal action will involve excavation and
treatment or disposal of affected vadose-zone soil. No other removal actions have been conducted at

Site IR-03.

23 STATE AND LOCAL AGENCY ROLES

Federal Executive Order 12580 delegates the President’s authority to undertake CERCLA response

actions to the Department of Defense. Congress further outlines this authority in its Defense



Environmental Restoration Program (DERP) Amendments, which are presented in 10 United States
Code (U.S.C.) 2701-2705. Both CERCLA 120(f) and 10 U.S.C. 2705 require Navy facilities to
ensure that state and local officials be given the timely opportunity to review and comment on Navy

response actions.

Accordingly, DTSC and RWQCB are representing the state during activities that are part of the Navy’s
CERCLA response program at HPS. State input was solicited by providing DTSC and RWQCB with

the opportunity to review and comment on the draft EE/CA report.

As lead agency, the Navy has authority over overall public participation activities. To foster
community awareness and public input, the Navy has an established community relations program at
HPS. The Navy regularly publishes fact sheets and public notices to announce environmental
restoration activities at HPS. An important part of the community relations program is the HPS
restoration advisory board (RAB). The HPS RAB meets on a monthly basis as a forum for interested

parties to receive information and provide comment on HPS documents and environmental activities.

For this removal action, the Navy’s community relations activities included publishing a public
summary and holding a public comment period for the EE/CA report. In April 1996, the Navy
distributed a public summary summarizing the removal action process and the EE/CA report. The
EE/CA report (Attachment A) was released for public review and comment. The public comment
period on the EE/CA was announced in the Independent and started on July 16, 1996, and continued
until August 12, 1996. A summary of the public comments received and the Navy’s responses to these

comments are included in the responsiveness summary (Attachment C).

3.0 THREATS TO PUBLIC HEALTH, WELFARE, OR THE ENVIRONMENT
AND STATUTORY AND REGULATORY AUTHORITIES
Because hazardous substance-affected soil, groundwater, and oily waste are present at IR-03, the Navy
determined, based on the eight removal action factors set forth in the 1990 National Oil and Hazardous
Substances Pollution Contingency Plan (NCP), that Site IR-03 at HPS poses a substantial threat to
human health or the environment and that a removal action is appropriate to mitigate the potential for
exposure to hazardous substances at the Site. Two of the NCP removal factors are discussed in

Sections 3.1 and 3.2 below.



31 THREATS TO PUBLIC HEALTH OR WELFARE

NCP Section 300.415(b)(2)(i): Actual or potential exposure to nearby human populations,

animals, or the food chain from hazardous substances or pollutants or contaminants.

A potential indirect human exposure pathway to groundwater contaminants exists via ingestion of fish

and other aquatic life from the Bay. Contaminated groundwater from Site IR-03 could migrate into the

Bay, where aquatic organisms could bioaccumulate contaminants and, later, human receptors could

ingest the organisms. There are no direct pathways for human exposure to contaminated groundwater

at HPS. Access is restricted to the IR-03 area so human exposure pathways are eliminated. Human

exposure through the ingestion of drinking water is not a pathway since groundwater and surface water
at HPS are not used for domestic drinking water; nor are they considered a likely future source of

drinking water.

Typically, a site-specific fate and transport analysis, ambient level comparison, and health assessment
would be conducted to evaluate contaminant levels that present a threat to receptors. This type of
analysis is beyond the scope of this removal action and will be addressed in the RI/FS program.
Therefore, as recommended by the regulatory agencies, the threat posed by the contaminated
groundwater was evaluated qualitatively. Two factors were used for this evaluation: (1) contaminant

toxicity, and (2) proximity of contaminants to the Bay.

Relative contaminant toxicity was evaluated by screening the groundwater data against published water
quality objectives for protection of human health and aquatic life. The screening criteria were derived
by use of the lowest value of the water quality objectives contained in the Enclosed Bay and Estuary
Plan for protection of human health and aquatic life. At Site IR-03, VOCs, PAHs, PCBs, and
inorganic (metal) constituents in groundwater exceed screening criteria. The highest threat is posed by
groundwater with contaminant concentrations that consistently exceed screening criteria by a significant
amount (more than 5-10 times). These contaminants are more likely to migrate into the Bay at elevated
concentrations and may pose a threat to receptors. Additionally, the evaluation also considered the
close proximity of IR-03 to the Bay. In that IR-03 is next to the Bay, migration of the contaminants
into the Bay is more likely than from the other sites. The Navy believes that published values do not
take into account site-specific fate and transport mechanisms or ambient levels; therefore, they may be

conservative indicators of potential human health and environmental threats.



3.2 THREATS TO THE ENVIRONMENT

NCP Section 300.415(b)(2)(i): Actual or potential exposure to nearby human populations,

animals, or the food chain from hazardous substances or pollutants or contaminants.

Site IR-03 is adjacent to San Francisco Béy. Therefore, a higher risk pertains than at other sites of
environmental effects from migration of groundwater contaminants into the Bay. As indicated in the
previous section, the site-specific evaluation of the threat posed by contaminants will be conducted in
the RI/FS process. For this removal action, the factors evaluated were contaminant toxicity screening
criteria and proximity to the Bay. These same factors were evaluated for threats to public health, and

they are described in section 3.1.

4.0 ENDANGERMENT DETERMINATION

Qualitative risk evaluations for the removal action and other information contained in the administrative
record indicate that current conditions in the groundwater at IR-03 may present imminent threats to the

aquatic ecosystem, public health, welfare, or the environment.

If the removal action described in this action memorandum is delayed or not implemented, actual or
threatened releases of hazardous substances from Site IR-03 may present an imminent and substantial

endangerment to the environment.
5.0 PROPOSED REMOVAL ACTIONS AND ESTIMATED COSTS

This section discusses the proposed removal action, its contribution to remedial performance, a
description of alternative technologies, the EE/CA report, applicable or relevant and appropriate

requirements (ARARs), the removal action schedule, and estimated costs.
5.1 PROPOSED ACTION DESCRIPTION

The preferred alternative is Alternative 1 based on the discussion and analysis presented in Chapters
6.0 and 7.0 of the EE/CA (Attachment A). This alternative reduces the threat of migration of IR-03

contaminants to San Francisco Bay, is consistent with future remedial actions, and meets ARARs. This

10



alternative includes the installation of sheet piles to reduce the‘threat of contaminant migration to the
Bay. Sheet piles are interlocking steel sheets that are driven into the ground to form a subsurface
barrier between IR-03 and the San Francisco Bay. The piles will be driven into the ground until they
reach an underground natural layer of clay (Bay mud). This layer will limit the amount of
contamination that can migrate under the wall. Near the shoreline at IR-03, clay exists at about 18 to
25 feet bgs and the sheet piling will extend approximately 2 feet into the Bay mud to establish an

effective seal.

Implementation of Alternative 1 consists of the activities summarized in the following list, and

described in more detail in the next few paragraphs.

. Sample soil, as a pre-installation measure, from ground surface to 25 feet bgs to verify
the lateral and vertical extent of soil contamination. This sampling will verify the
lateral length of the sheet pile barrier.

J Conduct “geo-probe” or cone penetration testing (CPT) along the proposed wall
location to check for obstructions in the fill material, and to delineate the Bay
mud/artificial fill interface.

. Drive interlocking steel sheet pile sections approximately 2 feet into Bay mud using
resonant, vibratory, or hydraulic hammering equipment.

. Grade and place a 6-inch layer of clay material over the entire known area of affected
subsurface. Top it with a 1-foot layer of seeded, fertilized topsoil.

A pre-installation investigation will be conducted before installation of the wall along the proposed wall
length (Figure 6-1 in Attachment A) to verify the lateral and vertical extent of affected soil, to identify
potential obstructions in the fill material and delineate the Bay mud/artificial fill interface. The
proposed wall alignment is preliminary and will be revised based on data gathered in the pre-
installation investigations. Soil borings will be drilled to depths of approximately 25 feet bgs according
to a systematic grid sampling approach for approximately every 50 linear feet of sheet pile, resulting in
a total of approximately 16 soil borings. Soil borings will be drilled using a “geo-probe rig” or CPT

methods.

The sheet pile barrier will be approximately 800 feet long, to a maximum depth of approximately 27
feet bgs, just inside the riprap shoreline of the Bay. While the sheet pile barrier will not completely

surround the IR-03 former waste oil ponds, its placement will better isolate the area from the Bay

11



assuming that groundwater flow will eventually return to a natural direction from inland to the Bay.
The wall will be installed to curve around the sides of the former oil pond perimeter in a half-ellipse
shape. The wall will be installed down through the saturated soil to the Bay mud which occurs about
18 to 25 feet bgs. The wall will be installed approximately 2 feet into Bay mud to form a continuous

low permeability barrier.

As an option for any future final remedial action involving soil excavation proposed for Parcel E, the
sheet pile barrier may be designed for use as shoring utilizing a series of tiebacks and passive resistance
derived from the depth of the wall. Additionally, the sheet piling may be extended horizontally through
installation of additional interlocking sheet piles should a future final remedial action proposed for

Parcel E include such a barrier.

Site restoration activities under this option would include scraping and grading operations to place a 6-
inch clay layer covered with a 1-foot topsoil layer over the entire known area of affected subsurface.
The clay layer will be placed to minimize rainfall infiltration over the area and to limit the effects of
contaminated groundwater and contaminated soils left in place. The topsoil will be placed and seeded
with native grass (with consideration given for listed California plants) to complete the site restoration.
Seeding is recommended for erosion control purposes until such time as a final remedial action is
implemented for Pércel E. The backfill shall be appropriately graded to allow for proper surface
runoff/drainage over the area. The size of area to be covered will be the area where affected soils
were identified in previous investigations. This area will approximately cover the limits of proposed

excavation 0-15 bgs as identified in Figure 6-1 of Attachment A.
5.2 PROPOSED ACTION CONTRIBUTION TO REMEDIAL PERFORMANCE

As part of the remedial investigation process for each parcel, a detailed risk evaluation will be
conducted on the soil, groundwater, and oily waste. If risk exists, remediation will be addressed in the
Parcel E Feasibility Study. The removal action is intended to advance the status of Site IR-03 toward
remediation and address immediate contaminant migration concerns. This action is consistent with the
final action at the Site because it can accommodate soil removal as well as subsurface barrier extension,

described above, if needed.

12



53 DESCRIPTION OF ALTERNATIVE TECHNOLOGIES

Three removal alternatives were developed to meet the RAOs for the Site IR-03 removal action, and
those are summarized in the following paragraphs. The summaries highlight the effectiveness,

implementability, and cost effectiveness of the alternative technologies.

Alternative 1: Installation of a Sheet Pilihg Subsurface Barrier. This alternative provides a low
permeability barrier between the former waste oil ponds and the San Francisco Bay. This alternative is
not complex and can be rapidly implemented, although sheet piling installation may be problematic
because of the potential for encountering subsurface obstacles. The pre-installation investigation will
assist in assessing subsurface lithology and presence of rubble and other obstacles. This technology
does allow for construction around limited obstructions. Additionally, the top surface of the entire site
will be regraded with a 6-inch clay layer and covered with 1 foot of topsoil. This surface replacement

will reduce surface-water infiltration, control dust, and improve surface drainage characteristics.

Alternative 2: Excavation Below Water Table, Off-Site Disposal, Product Removal and
Recycling, Backfill with New Fill. Alternative 2 includes excavating all affected soils and product to
25 feet bgs with disposal of excavated affected soil and recovered product off site. This alternative
provides the highest degree of removal; however, it is relatively problematic to implement in the Site’s
saturated soils, and it is much more costly than excavating to just below the water table surface. This
alternative provides the highest degree of protection of San Francisco Bay and is consistent with future
remedial action because it removes most of the contaminants associated with IR-03. However, because
of the saturated excavation conditions, it will be difficult to verify that all product and product-affected
soils have been removed. Since the excavation will remove most of the contaminants associated with
IR-03 and replace them with clean fill, it would greatly reduce the potential for human exposures,

including potential exposures to soil containing hazardous substances.

Alternative 3: Excavation to Water Table, Off-Site Disposal, Product Removal and Recycling,
Backfill with New Fill, Installation of a Sheet Piling Subsurface Barrier. Alternative 3 includes
excavating hazardous substances, product, and product-affected soil to just below the water table,
disposing of the excavated soil and recovered product off site, and placing clean overburden and new
fill. This alternative also includes installation of a sheet piling subsurface barrier to provide a low

permeability barrier between the residual product below the water table and San Francisco Bay. The
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sheet pile barrier will also serve as shoring during excavations next to the Bay. This alternative would
be effective in removing accessible soil and free product above the water table, and provide
containment of affected materials not removed below the water table. This alternative is readily
implemented using traditional construction techniques. Since the excavation will be restored with clean
fill, it would greatly reduce the potential for human exposure, including potential exposures to soil
containing hazardous substances. This alternative is compatible with future remedial action since the

sheet piling can be extended horizontally if additional barriers are part of the final remedial action.

Sections 6.0 and 7.0 of the EE/CA (Attachment A) provide a more detailed description of removal

action technologies and alternatives.
54 EE/CA REPORT

An EE/CA report (Attachment A) has been developed for this non-time-critical removal action. The
EE/CA report identifies and compares several cleanup alternatives for the oily waste and hazardous
substances at Site IR-03. The preferred alternative proposed in the EE/CA was Alternative 1. The
EE/CA report was released for public review and comment on July 16, 1996. The public comment
period on the EE/CA is 30 days and will be complete on approximately August 15, 1996. A summary
of the comments received and the Navy’s responses to these comments is included in the responsiveness

summary (Attachment C).
5.5 APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS

This section presents description of federal ARARs and TBCs and the Navy’s determination of which
state ARARs apply to this removal action, in respect to current site data. The EE/CA report
(Attachment A) provides a similar discussion. ARARs and TBCs are generally divided into three
categories: chemical-specific, location-specific, and action-specific. The following subsections discuss

these ARARs, TBCs, and other requirements for the IR-03 removal action.
Chemical-Specific ARARs and TBCs

Chemical-specific ARARs are health- or risk-based numerical values or methodologies that, when

applied to site-specific conditions, result in the establishment of numerical cleanup values. These
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values establish the acceptable amount or concentration of a chemical that may be found in, or

discharged to, the ambient environment.

The scope of the removal action does not include groundwater or adjacent surface water restoration;
rather the action is only for containment. Therefore, it is beyond the scope of this removal action to
identify chemical-specific ARARs. During the RI/FS, chemical-specific ARARs will be identified for

the groundwater.

Location-Specific ARARs and TBCs

Location-specific ARARs restrict actions or affected concentrations in certain environmentally sensitive
areas. These requirements may limit the type of removal action that could be implemented, and may
impose additional constraints on cleanup levels. Examples of environmentally sensitive locations
include wetlands, coastal zones, and areas or buildings of archaeological or historical significance. The

existence of endangered or threatened species within the area must also be considered.

No historical buildings or architectural, archaeological, or cultural resources exist within Parcel E
(HPS BRAC Cleanup Plan). Therefore, ARARs such as the Antiquity Act or Archaeological

Resources Protection Act were not included as potential ARARs.

Three potential ARARs were identified as potentially applicable to the removal action and have been
included within Table 4-1 of Attachment A. The Protection of Wetlands Executive Order 11990 was
included as an ARAR because of the designated wetland areas known to exist within Parcel E. The two
nearest wetland areas to IR-03 are located approximately 1,200 feet to the southeast and northwest of
the Site. However, removal activities are not planned for these areas. Removal activities would be

specifically designed to avoid these areas in the future.

Since IR-03 is located in a coastal zone with intertidal mud flats directly adjacent to the Site, the
Coastal Zone Management Act and California Coastal Act have been included as ARARs. However,
removal activities would be restricted to inland areas with engineering controls used to prevent both
water and airborne spread of site-affected materials to coastal areas and intertidal mudflats. Section
30232 of the California Coastal Act specifically allows for “effective cleanup facilities” to address

affected sites with hazardous and petroleum wastes and to prevent spills of such waste during
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transportation activities. Removal activities would be designed to limit the possibility of spills of
product or product-affected soils, provide facilities for effective cleanup should such a spill occur, and

in general, remove of effectively contain product and product-affected soils.

The HPS BRAC Cleanup Plan identifies seven threatened and endangered species within the HPS
boundaries, including two species of salt water fish and five bird species. For this reason, the
Endangered Species Act has been included as a federal ARAR. Additionally, the BRAC Cleanup Plan
has identified 21 species of animals listed as California special status animals and 2 species of plants
listed as California special status plants. For this reason, the California Endangered Species Act has
also been included as a state ARAR. However, removal activities would be restricted to inland areas
with engineering controls used to prevent the spread of both water- and airborne-affected materials to
affected animal or plant species. Completion operations at the Site would return any excavated areas to
pre-existing conditions and reseeding would include consideration for listed California plants.

Disturbance of any endangered species or their habitats is unlikely during removal activities.

Action-Specific ARARs and TBCs

Action-specific ARARs should be tailored to the on-site activities that are part of the selected removal
action alternative. Action-specific ARARs do not determine the removal alternative; rather, they
indicate how to implement an alternative. These regulations define the performance, design, or other
similar action-specific controls or restrictions on activities related to the management of hazardous
substances. Table 4-2 of Attachment A presents potential action-specific ARARs. The following is a
general discussion of the action-specific ARARs. After selection of a removal action alternative, the

action-specific ARARs should be reviewed for applicability to the selected removal action.

The proposed remedial alternative at IR-03 will not likely involve any significant excavation, storage,
and off-site disposal of wastes. However, any soil or groundwater generated as part of the removal
actions will be characterized and managed appropriately in compliance with the substantive
requirements of RCRA. In addition, any transportation of hazardous wastes off site will comply with

the requirements of the Department of Transportation regulations (40 CFR Part 107).

Similar to RCRA, several Clean Air Act (CAA) regulations are applicable or relevant and appropriate

to the remedial alternatives presented in this EE/CA. The CAA is a state-delegated program within
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California. Potential action specific ARARs are found within California’s State Implementation Plan
(SIP). The local Bay Area Air Quality Management District (BAAQMD) has established requirements
for excavating, aerating, and stockpiling soils affected with VOCs. Additionally, the BAAQMD sets
requirements for fugitive dust generated from construction sites. These requirements apply to removal

activities proposed at IR-03 for soil excavation or stockpiling activities.
Other Requirements
The following requirement is applicable to this removal action but is not considered an ARAR:

. CERCLA Off-Site Rule: Applicable to off-site disposal of wastes generated from
limited excavation.

. Excavation-Related Requirements: The removal alternative may require limited
excavation of soil. Excavation requirements include Occupational Safety and Health
Administration trenching and shoring requirements.

5.6 PROJECT SCHEDULE

The removal action process will begin with the submission of the removal action work plan in August
1996. Field implementation of the removal action is anticipated to begin during fall 1996 and last
approximately three months. Once the removal action is complete, a removal action summary report
will be prepared to document the field activities and analytical results for the preinstallaﬁon

investigation.
5.7 ESTIMATED COSTS

A detailed cost estimate for the pre-installation investigation, installation of a subsurface barrier and the
surface replacement is provided in Table 7-2 of Attachment A, with details and limitations presented in

Appendix A of the EE/CA (Attachment A). A summary of costs is provided below:

Sheet Piling Subsurface Barrier $685,000
Surface Replacement with clay/topsoil layers 140,000
Pre-Installation Soil Sampling 52,000
TOTAL $877,000
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Actual costs may vary depending on the subcontract negotiated with the construction firm completing

the work and subsurface conditions.

6.0 EXPECTED CHANGE SHOULD ACTION BE DELAYED OR NOT TAKEN

If the removal action is delayed, contamination could spread to other areas of HPS and threaten the San
Francisco Bay. The result will be further soil and groundwater contamination and potential impact on

the San Francisco Bay.

7.0 OUTSTANDING POLICY ISSUES

No outstanding policy issues exist for this removal action.
8.0 RECOMMENDATION

This action memorandum represents the selection of containment of oily waste and hazardous
substances for the removal action at IR-03 at HPS in San Francisco, California. The action was
developed in accordance with CERCLA as amended by SARA and is consistent with the NCP.
Conditions at the sites indicate that a removal action is appropriate in accordance with Title 40 CFR,
Section 300.415(b)(2), criteria for a removal. This decision is based on the administrative record for
this action. The index to the administrative record for this action is included in Attachment B to this

action memorandum.
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EXECUTIVE SUMMARY

This engineering evaluation/cost analysis (EE/CA) was prepared for the U.S. Department of the Navy
(Navy) in accordance with current U.S. Environmental Protection Agency (EPA) documents for a non-
time-critical removal action under the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA). This report summarizes the EE/CA process, develops removal action goals
and objectives, reviews and evaluates viable process options, combines process options into feasible

alternatives, and provides recommendations.

Site IR-03 (“the Site”) is the location of two Navy operated former waste oil reclamation ponds which
were in use from 1944 until 1974 at Hunters Point Annex (HPA). The Site is located in Parcel E,
along the south eastern shoreline of HPA and is completely surrounded by IR-02 (Figure 1-1 and 1-2).
The unlined ponds were constructed from fill material and located approximately 30 feet from the San
Francisco Bay shoreline. An Initial Assessment Study (IAS) estimated that approximately 0.6 to 2.0
million gallons of oily wastes were received annually at the reclamation ponds. Reclaimed oil was
removed periodically by a private contractor who sold much of it for road oil. Recent sampling events
have confirmed the presence of hazardous substances and oily waste including free-phase petroleum
products in the general vicinity of the former waste oil ponds from existing surface levels to
approximately 25 feet below ground surface (bgs). Hazardous substances (including metals,
semivolatile organic compounds [SVOCs] and volatile organic compounds [VOCs]) appear to be
commingled or constituents of the oily waste. This removal action will use the presence of visible free-
phase product, product-affected soils and dissolved TPH compounds as the indicators for the extent of

hazardous substances.

CERCLA and the National Oil and Hazardous Substances Pollution Contingency Plan (NCP) (Title 40
Code of Federal Regulations [40 CFR] Part 300) define removal actions as the cleanup or removal of
released hazardous substances, actions to monitor the threat of release of hazardous substances, and
actions to mitigate or prevent damage to public health or weifare or the environment. The removal
action for IR-03 was authorized following consideration of the following appropriateness factors as

listed within 40 CFR Part 300.415:

. “The actual or potential exposure to nearby human populations, animals, or the food
chain from hazardous substances or pollutants or contaminants.”
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. “High levels of hazardous substances or pollutants or contaminants in soils largely at or
near the surface that may migrate.”

This removal action is designed to reduce the threat of contaminants in the vicinity of the IR-03 former
waste oil reclamation ponds from migrating to the San Francisco Bay. This removal action will be
consistent with future actions planned at HPA, will comply with applicable or relevant and appropriate

requirements (ARARs) and will protect human health and the environment.

The following Removal Action Objective (RAO) has been established for the project:

° Limit potential migration of contaminants in groundwater associated with the IR-03
former waste oil ponds to the San Francisco Bay.

The EE/CA identified general response actions that could be used at the Site including: removal,
control, treatment, disposal, and restoration response actions. For each of these response actions, the
specific technology process options that would be applicable for IR-03 were identified. The most
promising process options were evaluated for their overall effectiveness, implementability and cost-
effectiveness with respect to meeting the RAO. These evaluations are summarized in Tables 6-1 and
6-2. Through combination of the separate options, a set of remedial alternatives was assembled and

evaluated. The three remedial alternatives are:
Alternative 1: Installation of a Sheet Piling Subsurface Barrier

Alternative 2: Excavation Below Water Table, Off-Site Soil Disposal, Product Removal and
Recycling, Backfill with New Fill

Alternative 3: Excavation to Water Table, Off-Site Soil Disposal, Product Removal and Recycling,

Backfill with New Fill, Installation of a Sheet Piling Subsurface Barrier

Chapter 7.0 presents a summary of each alternative’s relative effectiveness, implementability and cost-
effectiveness. The preferred alternative is Alternative 1 based on the discussion and analysis presented
in Chapters 6.0 and 7.0. This alternative reduces the threat of migration of IR-03 contaminants to the
San Francisco Bay and is consistent with future remedial actions and meets ARARs. This alternative

reduces the threat of contaminant migration to the Bay by installing sheet pile, but does not remove or
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remediate groundwater. Removal and/or control of source contaminants and final remediation/removal
of groundwater, will be addressed as part of the Parcel E Feasibility Study. Sheet pile are interlocking
steel sheets that are driven into the ground to form a subsurface barrier between IR-03 and the San
Francisco Bay. The piling will be driven into the ground until they reach an underground, natural
layer of clay (Bay mud). This layer will limit the amount of contamination that can migrate under the
wall. Near the shoreline at IR-03, clay exists at about 18 to 25 feet bgs and the sheet piling will extend
approximately 2 feet into the Bay mud to establish an effective seal. Additionally, the ground surface
of the entire site will be regraded with a 6-inch clay layer and covered with 1 foot of topsoil. This
surface replacement will reduce water infiltration, control dust, and improve surface drainage

characteristics.

Additional field work will be necessary to finalize implementation of Alternative 1. The objectives of
the pre-installation investigation are to (1) confirm that the lithology is favorable for driving sheet piling
along the proposed alignment which is adjacent to the shoreline, (2) further delineate the depth to the
Bay mud/artificial fill interface along the wall alignment, and (3) verify the lateral and vertical extent of
indicator compounds associated with the IR-03 contaminants. Based on the data gathered during the

pre-construction investigation, the removal action design will be revisited to ensure constructability.
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CHAPTER 1.0
INTRODUCTION

This engineering evaluation and cost analysis (EE/CA) has been prepared on behalf of the U.S.
Department of the Navy (“Navy”) to evaluate removal action options for hazardous substances and oily
waste in the vicinity of two former waste oil reclamation ponds at Hunters Point Annex (HPA) in San

Francisco, California (“the Site”).

The Engineering Field Activity West, Naval Facilities Engineering Command (EFA WEST) authorized
these activities as part of Contract Task Order (CTO) No. 007 under the Comprehensive Long-Term
Environmental Action Navy (CLEAN) Contract No. N62474-94-D-7609, which has been issued to
PRC Environmental Management, Inc. (“PRC”). Levine-Fricke, Inc. (“Levine-Fricke”) has

subcontracted with PRC to prepare this EE/CA for the Navy.

This EE/CA report is intended to provide information to interested Navy, community, and regulatory
agencies, particularly the U.S. Environmental Protection Agency (EPA) Region 9, the Department of
Toxic Substances Control (DTSC) Region 3, and the Regional Water Quality Control Board-San
Francisco Bay Region (RWQCB). The Navy is working with the EPA, DTSC, and RWQCB in

developing and implementing cleanup activities at HPA.

The HPA was placed on the National Priorities List in 1989 as a Superfund site, pursuant to the
Comprehensive Environmental Resource, Conservation, and Liability Act (CERCLA) of 1980, as
amended by the Superfund Amendments and Reauthorization Act of 1986, and pursuant to the National
Oil and Hazardous Substances Pollution Contingency Plan (NCP). The Navy, EPA, DTSC, and
RWQCB, would like to accelerate the overall environmental restoration strategy at the HPA Superfund

site to provide for more timely and efficient cleanup.

Removal strategies could be used in the CERCLA and NCP framework to achieve an accelerated
cleanup. CERCLA and the NCP define removal actions to include “the cleanup or removal of released
hazardous substances from the environment, such actions as may necessarily be taken in the event of
the threat of a release of hazardous substances into the environment, such actions as may be necessary

to monitor, assess, and evaluate the release or threat of release of hazardous substances, the disposal of
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removed material, or the taking of such other actions as may be necessary to prevent, minimize, or
mitigate damage to the public health or welfare or to the environment, which may otherwise result from

a release or threat of release.”

The EPA has identified three types of removal actions: emergency, time critical, and non-time-critical.
The proposed removal action for the waste oil reclamation ponds has been classified as a non-time-
critical removal action since it does not pose an immediate threat to public health, welfare, or the

environment, and therefore, a planning period of more than six months is appropriate.

This EE/CA will provide information to decision makers on the effectiveness, implementability, and
cost of potential remedial options. It will also provide a rationale and basis for selecting a preferred
remedial alternative, and will satisfy administrative requirements. The information provided in the
EE/CA will be incorporated into the Parcel E Feasibility Study (FS) for determining a parcel-wide final

remedy.

As discussed previously, the EE/CA will address contaminants associated with IR-03 (oily waste and
hazardous substances) in the vicinity of two former waste oil reclamation ponds. The remedial options
evaluated address containment, and removal and disposal of the hazardous substances based on the
extent of the indicator compounds. A more comprehensive analysis of final remedial options will be

conducted on a parcel-wide basis during the Parcel E FS.

EE/CA ORGANIZATION

This report is consistent with the EPA’s, “Guidance on Conducting Non-Time Critical Removal

Actions under CERCLA” (EPA 1993). The report is organized into the following eight chapters:

Chapter 1 provides introductory comments about the project including regulatory framework and

report organization.

Chapter 2 provides general information about the site’s setting, characteristics, and historical site

usage.
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Chapter 3 presents the results of previous investigations regarding the nature and extent of chemicals

at the Site.

Chapter 4 discusses the scope, goals, and objectives of the removal action. Potentially applicable or
relevant and appropriate requirements (ARARs) and site data are reviewed to develop removal action

objectives.

Chapter S screens remedial process options to identify those technologies most suitable for the removal

action near the former reclamation ponds.

Chapter 6 presents a detailed description and analysis of process options retained following screening.

These options are evaluated with respect to effectiveness, implementability, and cost.

Chapter 7 identifies and evaluates comprehensive removal alternatives developed from a combination
of the most promising process options. Based on this evaluation, the removal alternative is

recommended.

Chapter 8 presents a list of referenced material.
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CHAPTER 2.0
SITE DESCRIPTION AND BACKGROUND

2.1 DESCRIPTION

The former waste oil reclamation ponds (“IR-03”), named IR-03 under the Installation Restoration
Program, are located along the southeastern shoreline in Parcel E at HPA (Figures 1-2 and 2-1). The
IR-03 area is a subarea of the larger site, IR-02. No buildings are present on site; the area is unpaved
and generally unvegetated. Concrete block riprap has been placed on the shoreline adjacent to the Site.

The Site is flat, with surface elevations ranging from 5.6 to 9.5 above mean sea level (msl).

The following sections regarding site history, geology, and hydrogeology are summarized from the

information presented in Appendix B.
2.2 SITE HISTORY

The Navy operated two waste oil reclamation ponds on the south shore of HPA (Figures 1-2 and 2-1)
from 1944 to 1974 (WESTEC 1984). The unlined ponds, covering approximately one-third acre, were
constructed from fill material and located approximately 30 feet from the San Francisco Bay shoreline.
Oily wastes from ships and shipyard operations were hauled by truck or pumped through a pipeline
from Berth 29 and disposed of in the ponds. Subsurface steam pipes were used to heat the liquid to
facilitate oil/water separation, and water drawn off during the process was discharged to San Francisco
Bay. The reclaimed oil was removed approximately three times a year by a private contractor, who

sold much of the reclaimed oil for road oil.

The Initial Assessment Study estimated fhat approximately 0.6 to 2.0 million gallons of oily waste were
received annually at the oil reclamation ponds (WESTEC 1984). Reclaimed oil was removed
periodically by a private contractor who sold much of it for road oil. It was also reported that one
pond was 50 by 60 feet wide by 5 feet deep with a capacity of 190,000 gallons and the other was 55 by
100 feet wide by 5 feet deep with a capacity of 250,000 gallons. The ponds were backfilled by the
Navy in 1974. There is no indication that cleanup of the underlying oily soil occurred before filling.
Additionally, Triple A, a HPA tenant, disposed of sandblast and liquid wastes at IR-03 and a portion of
adjoining IR-02.
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23 ENVIRONMENTAL SETTING

2.3.1 Climate and Meteorology

The climate at IR-03 is characterized by partly cloudy, cool summers with little precipitation and
mostly clear, mild, wet winters. The average rainfall for the area is 19.71 inches per year.
Meteorological data from the San Francisco Airport, located approximately 8 miles south of HPA,
indicate that the prevailing wind direction is from the west-northwest. The average and maximum wind

speeds at HPA are approximately 10 and 23 miles per hour, respectively (PRC/HLA 1993).

2.3.2 Natural Resources

The habitat in the IR-03 area is highly altered and disturbed from previous human activities. However,
two small wetland areas have been identified in Parcel E (PRC 1995A). The areas are located
approximately 1,200 feet northwest and southeast of the IR-03 area and are 1.4 acres and 0.5 acres in
size, respectively (Figure 1-2). Due to the remote location in relation to IR-03, it is not anticipated that

either of the wetland areas would be affected by removal action activities at IR-03.

Seven threatened, endangered, or special status species have been identified in the HPA. These include
two fish and five bird species (PRC 1995A). Table 2-1 lists these species including a determination of

their migratory nature.

2.33 Geology

The geologic units that underlie HPA from bottom to top are as follows: Franciscan Complex bedrock;
undifferentiated sedimentary deposits (Qus); Bay mud deposits (Qbm); undifferentiated upper sand
deposits (Quus); and artificial fill (Qaf) (PRC/ECOVA 1995).

The peninsula forming HPA is within a northwest trending belt of Franciscan Complex bedrock known
as the Hunters Point Shear Zone. The rocks within this zone are intensely deformed and sheared.
Serpentinite is the predominant rock type, but other rock types characteristic of Franciscan Complex
bedrock are also present. Serpentinite is subdivided into two general textural types: a relatively hard

serpentinite and an intensely sheared, friable, and weak to plastic serpentinite. Stronger and more
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brittle rock types, such as graywacke and hard serpentinite, have very low primary porosity and
permeability; however, some secondary porosity and permeability result from the presence of open
fractures. Surrounding the brittle rock types, sheared serpentinite and shales form a matrix of

relatively fine-grained rocks with low porosity and permeability.

In the vicinity of IR-03, the top surface of the serpentinite bedrock is approximately 150 feet below
ground surface (bgs). This bedrock is overlain by approximately 92 feet of undifferentiated
sedimentary deposits consisting of consolidated sands and clays. These are overlain by Bay mud
consisting of low permeability, soft, highly organic, plastic clay and silt with interbedded lenses of sand
and peat, ranging in thickness from 25 to 30 feet. In some areas of IR-03, the Bay mud is overlain by
poorly graded sands and silty sands designated as the undifferentiated upper sand deposits, which may
be native or hydraulically deposited from dredging operations. The uppermost artificial fill is

composed of bedrock-derived serpentine fill and industrial waste and construction debris fill.

The artificial fill includes a wide range of soil types, from stiff clays to poorly graded sands to boulder
fill. In general, sandy or gravely fill immediately overlies the native Bay mud deposits. Clays
typically overlie the sands and gravels. Above the clays and to the ground surface, sands that appear to
be sandblast waste are frequently encountered. Borings and test pits installed in IR-03 indicate that the
upper fill material is loose, heterogeneous, and contains numerous large obstructions, presumably
concrete and wood construction debris. During the recent installation of wells IROBMW369A,
IRO3MW370A, and IRO3MW371A, a magnetometer clearance survey found a relatively long,
apparently continuous obstruction directly adjacent to the shoreline. This magnetic feature could be
related to remaining reinforcement in shoreline concrete debris riprap, remains of a shoreline dike from
the initial filling of the Site, or remains of a barrier wall constructed between the reclamation ponds and

the shoreline.

2.3.4 Hydrogeology

Three aquifers have been identified at HPA and are designated the A-aquifer; the undifferentiated
sedimentary aquifer, or B-aquifer; and water in localized fractures of bedrock. The A-aquifer consists
of saturated fill materials and undifferentiated upper sand deposits overlying Bay mud. The A-aquifer
may overlie bedrock in excavated areas next to the former shoreline. In the lowland areas of HPA,

depths to groundwater range from 2 to 15 feet bgs. Some areas have a permanent water table at a
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depth of 30 to 60 inches bgs because of fluctuating tides. The B-aquifer consists of undifferentiated
sedimentary deposits underlying Bay mud and overlying Franciscan Complex bedrock. The bedrock
aquifer consists of the upper weathered and deeper fractured portions of the Franciscan bedrock. The
bedrock aquifer appears to be in direct hydraulic communication with the A-aquifer where the A-

aquifer directly overlies it (PRC/ECOVA 1995).

2.34.1 Agquifer Characteristics

Both the A- and B-aquifers were encountered at IR-03. A-aquifer characteristics are summarized as

follows:

. A-aquifer consists of saturated artificial fill and, to a lesser extent, undifferentiated
upper sand deposits.

° The top of the A-aquifer is defined by the groundwater table, which is generally 7 to 12
feet bgs. The bottom of the aquifer is defined by the upper surface of Bay mud
deposits.

. Saturated thickness ranges from close to zero in the northern part of IR-03, to
approximately 20 feet in the southern part of IR-03.

. Generally unconfined.

The saturated portions of the A-aquifer are generally unconfined but may be locally confined where

fine-grained fill materials overlie coarser-grained fill materials or undifferentiated upper sands.

B-aquifer characteristics at IR-03 are summarized as follows:

o B-aquifer consists of undifferentiated sedimentary deposits.

. The top of the B-aquifer is defined by the bottom surface of the Bay mud deposits; its
bottom is defined by the upper surface of the Franciscan Complex bedrock.

. Saturated thickness is approximately 100 feet at IR-03.

. Generally confined.
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2.34.2 Water-Level Elevations

Water-level elevations at IR-03 have been interpreted from water levels in the A-aquifer (ranging from
-0.86 to 0.53 feet msl in May 1995; Figure 2-2) and are presented in detail in the Final Facility-Wide
Groundwater Monitoring Plan (PRC 1996a). A summary of monitoring well construction detail for IR-
03 and vicinity is presented in Table 2-2. Groundwater flow in the A-zone is complex because of the
heterogeneity of the subsurface fill materials, tidal influences, and effects of storm drain and sanitary

sewer systems. Groundwater flow conditions are summarized as follows:

. The groundwater flow direction in the A-aquifer, along the south shore of IR-03, is
generally inland in a northeasterly direction (Figure 2-2). The flow direction was
easterly in February 1994 and November 1995, and changed to northeasterly by
August 1994 (PRC 1996a). In May 1995, the direction was northeasterly as shown in
Figure 2-2 (PRC 1996a). The inland groundwater flow is likely controlled regionally
by the basewide utilities (storm drain and sewer systems) that are reportedly in very
poor condition and may be acting as sinks. This flow direction may change in the
future if the storm drain or sewer systems are modified or abandoned. Storm drain
piping is located under K Street (Figure 2-1), but it is not known if or how much this
piping affects groundwater flow in the IR-03 vicinity.

. Vertical gradients between the B- and A-water bearing zones are consistently upward,
despite tidal fluctuations.

. Hydraulic conductivity in the A-zone at IR-03 (calculated from slug tests) ranges from
0.01 to 2 feet per day (HLA 1991a).

2343 Tidal Influence Study

A tidal influence study was conducted in Parcel E in the vicinity of IR-03 (PRC 1994). The results
indicate that tidal fluctuations in the Bay affect water levels at IR-03. The fluctuations are generally
limited to areas less than 400 feet from the Bay. The report states that further inland areas are affected,
but are probably related to Bay water inflow into, and leaks from broken storm drains and/or sanitary
sewers into the upper aquifer. The extent of possible Bay-water infiltration through the storm drains

and sanitary sewers outside of specific study regions is not known.

The results of the tidal study indicated fluctuation of the water levels at IR-03 ranging between 0.4 feet
at well IRO3MW218A1 to 3.65 feet at well IRO3MW228B in March 1993 (Figure 2-1). These data
indicate that IR-03 groundwater levels are strongly affected by the proximity to the Bay and the

possible presence of artificial conduits. This may explain the relatively high infiltration rates reported
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when conducting test pit sampling during RI activities. Tidal influence data were collected during three

quarterly monitoring events in 1992 and 1993.
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CHAPTER 3.0
NATURE AND EXTENT OF CHEMICALS

This chapter discusses the nature and extent of chemicals found in soil and groundwater at the Site.

The information is based on previous investigations that have been conducted in the IR-02 and IR-03

areas over the past decade. Hazardous substances and petroleum products are present in the vicinity of

the former waste oil ponds. This removal action will use the presence of visible floating product and

product-affected soils as the indicator for the extent of hazardous substances.

3.1

PREVIOUS INVESTIGATIONS

For the past ten years, an ongoing series of assessments has been conducted to investigate the former

waste oil reclamation ponds. The main investigations in chronological order are as follows:

3.1.1

An Initial Assessment Study (WESTEC 1984) was completed in 1984 that focused on
the history and work practices at the HPA.

Soil and groundwater sampling were first completed in 1986 when five borings were
drilled and sampled (EMCON 1987). Wells IRO3MWO-1 through -0-3 were installed
in three of these borings.

A series of site investigations commenced in 1989 with reconnaissance and primary
phase investigations conducted as part of the OU-1 RI by HLA in 1993. These
investigations included geophysical and soil gas surveys, boring and test pit installation
and testing, and shallow A-zone and deeper B-zone well installation and sampling. In
late 1992, contingency work was completed to provide additional information for the
RI by HLA.

In October 1995, monitoring wells IROBMW369A, -370A, and -371A were installed
adjacent to the shoreline.

Extent of Chemicals in Soil

As discussed previously, extensive remedial investigations have been performed in the vicinity of IR-

03. These activities included installing soil borings and monitoring wells, excavating test pits, sampling

and analyzing soil, groundwater and free-phase product, and conducting numerous hydrogeologic

testing and evaluations. The majority of this data, and all data used in the evaluation presented in this

EE/CA, are included in Appendix B. The maximum and minimum values of reported chemicals in soil

and free-phase product in the IR-03 vicinity are compared to site-specific HPA Ambient Levels

EECA-V6.TXT

3-1 October 1996



FINAL

(HPALS:) for soil, EPA Region 9 Preliminary Remediation Goals (PRGs), State of California Total
Threshold Limit Concentrations (TTLCs), and Toxicity Characteristic Leaching Procedure (TCLP)
levels (Table 3-1). The purpose of the comparison is to illustrate the level of non-petroleum
contaminants found in the free-product and soil and are not intended as a cleanup criteria. The
detection limits applicable to the various chemicals detected are presented in the “database”

(Appendix B).

Figure 3-1 presents a conceptual cross-section model of subsurface conditions and the extent of
petroleum-affected media at IR-03. As shown, the residual free-phase waste oil product appears to be

found frequently at or above the water table in the sand and gravel portions of the fill material.

Figures 3-2 through 3-6 illustrate the approximate lateral distribution of free-phase product. The
vertical extent is illustrated by successive isopleths at 5-foot depth intervals. The areal extent for each
depth interval was based on soil chemical analysis as total oil and grease (TOG), visual observations of
product during the RI activities and historical product thickness measurements from site monitoring
wells. Sample locations where TOG concentrations exceeded 1,000 milligrams per kilogram (mg/kg)

were considered representative of areas where free-phase product is likely to occur.

Figure 3-2 indicates that the extent of TOG concentrations at shallow depths of 0 to 5 feet bgs is
widespread over a large area, well exceeding the IR-03 site boundaries. The exact source of this
shallow TOG contamination is not known. However, it is possible that some of the TOG sources come
from past surface spillage as opposed to the waste oil pond source. Overfilling and overflowing of the
pond is also possible. Observations of product from soil boring log comments, occur most frequently
beginning at depths as shallow as 5 feet bgs and continues to a maximum depth of 23.5 feet bgs.
Generally, Figures 3-2 through 3-6 indicate that TOG concentrations exceeding 1,000 mg/kg and
product observations are somewhat discontinuous over depth, however tidal influences may have

effected the spread of product at IR-03.
3.1.2 Extent of Chemicals in Groundwater
This section summarizes the analytical results for groundwater samples collected at IR-03. The majority

of sampling was conducted during historical RI activities between 1990 and 1992 (Appendix B). A small

number of wells were sampled in 1995 and the three new wells installed near the shoreline
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(IROBMW369A, -370A, and -371A) were sampled in 1996. Volatile organic compounds (VOCs),
semivolatile organic compounds (SVOCs), polychlorinated biphenyls (PCBs), total petroleum

hydrocarbons (TPHs), pesticides, and metals have been detected in groundwater samples at Site IR-03.

The criteria used to screen the detected organic and inorganic chemicals in groundwater are the water
quality objectives for protection of human health and aquatic life given in the Enclosed Bay and Estuary
Plan (SWRCB 1993). These screening criteria were chosen to be consistent with the approach presented
for Site IR-1/21 EE/CA Groundwater Evaluation (PRC 1996b). The IR-1/21 site is also located in
Parcel E, HPA, and borders on San Francisco Bay, as does IR-03.

Organic compounds were detected in groundwater samples collected from wells throughout the site. The
organic chemicals detected at concentrations exceeding screening criteria presented in the Enclosed Bay
and Estuary Plan (SWRCB 1993) are shown on Figure 3-7. The screening criteria are also presented on
Figure 3-7. Only the detected compounds that have screening levels specified in the Enclosed Bay and
Estuary Plan are shown. The most frequently detected chemicals exceeding screening levels are PAHs
and Aroclor-1260. Dibenzofuran was also detected at concentrations screening criteria. No organic
compounds exceeding screening criteria were detected in the wells located closest to the shoreline, in the
vicinity of IR-03 (JRO3BMW369A, -370A, and -371A). No organic chemicals were detected in the B-
zone well (IRO3MW228B). The detection limits applicable to the various chemicals detected are

presented in the “database” (Appendix B).

Inorganic and organic chemicals dissolved in groundwater above the screening criteria are shown in
Figures 3-7 and 3-9, respectively. These figures were developed to be consistent with the IR-1/21
EE/CA technical approach but may not present all relevant data since the detection limits are higher than
the low screening criteria. However, this action will use the presence of TPH compounds as the
indicators for the hazardous substances and the presence of TPH compounds will be used to define the

area of concern.

TPH compounds detected in groundwater and the maximum concentration detected are shown in Figure
3-8. Screening criteria for TPH in groundwater are not available. The unknown extractable TPH
compounds were detected most frequently and at the highest concentrations, with a maximum of 560
milligrams per liter (mg/L) detected on the north side of IR-03 (IRO3MWO-1). TPH-extractable
unknown (0.051 mg/L) was detected in the B-zone well (IRO3MW228B). No TPH compounds were
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detected in the wells located closest to the shoreline in the vicinity of IR-03 (IRO3MW369A, -370A, and
-371A). The reported value of 560 mg/1 in groundwater (IRO3MWO ‘1) is likely an error (petroleum
product have a lower solubility) possibly due to the collection of an emulsified sample or water with free-
phase product. Additionally, Figure 3-8 presents the historical measurements of floating product in the

wells at [R-03.

Metals detected in groundwater at IR-03, at concentrations exceeding screening criteria include arsenic,
beryllium, cadmium, copper, lead, mercury, nickel, silver, thallium, and zinc (Figure 3-9). The
inorganic chemicals detected at concentrations exceeding screening criteria presented in the Enclosed
Bay and Estuary Plan (SWRCB 1993) are shown on Figure 3-9. The screening criteria are also
presented on Figure 3-9. Only the detected compounds that have screening levels specified in the
Enclosed Bay and Estuary Plan are shown. The most frequently occurring inorganic chemicals in
groundwater are copper, lead, and beryllium. No inorganic chemicals exceeding screening criteria were
detected in the wells located closest to the shoreline in the vicinity of IR-03 (IRO3MW369A, -370A, and
-371A).

3.13 Characteristics of Oil

The oily waste product in IR-03 is an aged, light non-aqueous phase liquid (LNAPL) with physical
characteristics similar to a used motor oil. Grab samples of the free-phase product floating on the
water table have been collected from four wells in the vicinity of IR-03 and analyzed for metals,
VOCs, SVOCs, PCBs/pesticides, total recoverable petroleum hydrocarbons (TRPH), TPH as diesel,
density, and ignitability. The minimum and maximum concentrations of these compounds are
summarized in Table 3-1 (see Appendix B). As shown, the oil contains several hazardous substances
including SVOC, PCB, and metals constituents. The historically measured depths of floating product

are shown on Figure 3-8.

Data from a product sample from well IROBMW371A collected in February 1996, and analyzed by
Inspectorate of Martinez, California indicate that the product from the Site has an American Petroleum
Institute (API) gravity of 17.9, a specific gravity of 0.95, and a vapor pressure of 3.0 pounds per
square inch absolute pressure (psia). The data also indicate that less than 10 percent of the oil product
has a boiling point less than S00°F. In contrast, 100 percent of gasoline, approximately 50 percent of

diesel, and approximately 20 percent of Bunker C oil has a boiling point less than 500°F. These data
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indicate that only a small fraction of the oil has potentially significant volatility. This trait has a
favorable affect on the health risk associated with inhalation pathways, but also strongly limits the

ability to recover waste oil product by processes such as soil vapor extraction.

3.2 PREVIOUS OIL RECOVERY EFFORTS

An oil recovery pilot study was conducted in early 1991 to assess whether oil could be pumped from
the subsurface at IR-03 under ambient conditions (HLA 1991b). This test entailed pumping four wells
that initially contained over 6 inches of floating product. The wells were pumped every few weeks
with a total of six pumping events over three months. Total product recovery from all of the wells was
approximately 25 gallons and ranged from less than 1.2 gallons recovered from well IRO3MW218A1 to
17.3 gallons from well IRO3MWO-3. Results of the test indicate that removing product by pumping
from wells is relatively inefficient. However, with intermittent product recovery, it may be possible to

remove at least a small portion of the oil from the subsurface.

3.3 RISK CONSIDERATIONS

Streamlined Risk Evaluation

A streamlined risk evaluation was conducted to assess the potential exposures to and the health risks
posed by groundwater and constituents found in the residual oil from the former waste oil reclamation
ponds. The scope of evaluation is limited to providing justification for performing a removal or
containment action of contaminants associated with the former oil reclamation ponds. In accordance
with the EPA guidance on conducting non-time-critical removal actions, the concentrations of the
identified chemicals of concern are compared to chemical-specific screening criteria (i.e., Enclosed Bay
and Estuary Plan [SWRCB 1993], EPA Region 9 PRGs [residential and industrial] [EPA 1995],
Revised Interim Soil Lead Guidance for CERCLA Sites and RCRA Corrective Action Facilities (EPA
1994), and site-specific HPAL of metals in soil [PRC 1995a]) and when “standards for one or more
contaminants in a given medium are clearly exceeded, a removal action is generally warranted, and
further quantitative assessment that considers all chemicals, their potential additive effects, or additivity

of multiple exposure pathways, are generally not necessary” (EPA 1993).
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Risk to human health and the environment from groundwater was considered by comparing chemical
concentrations dissolved in groundwater to water quality objectives for the protection of human and .
aquatic life found in the Enclosed Bay and Estuary Plan (Section 3.1.2). Figures 3-7 and 3-9 illustrate

the distribution of exceedances of the water quality objectives for organic and inorganic chemicals

respectively. For this streamlined risk evaluation, a removal action is warranted since these standards

for groundwater are clearly exceeded.

Analytical data from product and soil samples collected during prior investigations were used to

identify the potential chemicals of concern. For purposes of this evaluation, chemicals detected in the
oil and soil samples collected in the vicinity of the former waste oil reclamation ponds are selected as
potential chemicals of concern. These detected chemicals and their maximum detected concentrations

are presented in Table 3-1.

HPA is presently undergoing closure and preparing the property for different land use as mandated by
the Base Realignment and Closure (BRAC) Act of 1988. As part of this process, the Navy has
developed a property disposal and reuse plan within the BRAC Cleanup Plan (PRC 1995A). The
disposal and reuse plan includes site characteristics (e.g., nature and extent of affected areas), the
Coastal Management Act, the City of San Francisco’s master land use plan, the National
Environmental Policy Act, community input, and CERCLA requirements. Based on these interests, the
IR-03 area has been designated as having a future use as open space. The implications of the open
space designation are that exposure pathways could be more easily identified and mitigation efforts
(e.g., capping or isolating hazardous substances and TPH-affected soil) may be an effective strategy for

protecting human health and the environment.

The results of the screening evaluation indicate that levels of chemicals in groundwater, free product,
and associated soils in the area of the former oil reclamation ponds at the Site are above their respective
potential chemical-specific screening criteria. Therefore, based on these elevated levels of affected
materials present at the Site, a removal action for the area of the former oil reclamation ponds at the

Site is justified.
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CHAPTER 4.0
REMOVAL ACTION OBJECTIVES

This chapter presents the development of removal action objectives (RAOs) for the IR-03 removal
action within Parcel E at HPA. This chapter also includes a discussion of the potential ARARs and

criteria to be considered (TBC), that could govern this non-time-critical removal action.
4.1 STATUTORY FRAMEWORK

This removal action is taken pursuant to CERCLA and the NCP under the delegated authority of the
Office of the President of the United States by Executive Order 12080 and 12580. These orders
provide the Navy with authorization to conduct and finance removal actions. This removal action is
non-time critical because a six month planning period was necessary before initiation of removal
actions. The requirements for this EE/CA and its mandated public comment period provide
opportunity for public input to the cleanup process. The entire process is also governed by Federal

Facilities Agreement of January 22, 1992, which was signed by the Navy, EPA, and DTSC.

The Navy is lead agency for the removal action. As such, the Navy has final approval authority over
the recommended alternative and all public participation activities. The Engineering Field Activity,
West, Naval Facilities Engineering Command, is the regional manager of the Navy’s CERCLA
program, and is therefore providing technical expertise to conduct activities specific to the preparation

of the EE/CA and the execution of the recommended alternative.

This EE/CA complies with the requirements of CERCLA, the Superfund Amendment and
Reauthorization Act (SARA), NCP at 40 C.F.R., Part 300, the Defense Environmental Restoration
Program at 10 U.S.C., Section 2701, et seq., and Executive Order 12580. The need for a response
action at IR-03 has been evaluated in terms of the NCP removal factors from 40 C.F.R., Section
300.415(b)(2).

4.2 REMOVAL ACTION OBJECTIVES

RAOs are developed using agency directives, ARARs analysis, risk assessment data, and the nature and

extent of chemical constituents. The RAOs were selected to guide the remediation by identifying goals
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that would, to the extent possible and reasonable, comply with ARARs and protect human health and
the environment. RAOs to protect human health typically address chemical concentrations and
potential exposure routes. Protection could be achieved by reducing concentrations or potential
exposure. In order to protect the environment, RAOs address the medium of concern and establish

target cleanup levels that protect identified environmental resources and reduce potential exposure.

However, numeric removal action goals are more appropriately applied to final remediation efforts that
address all media of concern. This non-time-critical removal action is to provide efficient source
cleanup or containment, in a manner consistent with future Parcel E and basewide remedial activities

planned at HPA. Therefore, the following RAO has been established for the project:

° Limit potential migration of contaminants in groundwater associated with the IR-03
former waste oil ponds to the San Francisco Bay.

This RAO will protect human health and the environment and will be consistent with basewide remedial

objectives and planned future remedial activities at HPA.

4.3 POTENTIAL APPLICABLE OR RELEVANT AND APPROPRIATE
REQUIREMENTS

CERCLA Section 121(d)(2) states that remedial actions on CERCLA sites must attain, or justify a
waiver of, any federal or more stringent state environmental standards, requirements, criteria, or
limitations that are determined to be legally ARARs to site-specific affected materials, conditions, and
actions. This section provides an overview of potential ARARs, and discusses the identification of
ARARs and TBCs for the removal of soils and floating product from IR-03. Final ARARs would be

presented in the action memorandum issued by the Navy for this removal action.

4.3.1 Overview of Potential ARARs

The identification of ARARs is site-specific and involves the following two-part analysis:
(1) determining whether a given requirement is applicable and (2) if it is not applicable, whether it is
both relevant and appropriate. A requirement is deemed applicable if the law or regulation specifically

addresses the chemical of concern, the action, or the affected location at a CERCLA site. The
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requirement is applicable only if the jurisdictional prerequisites of the requirement are met (i.e., an
applicable requirement that fully addresses the situation at the Site). If a law or regulation is not
applicable, it may be relevant and appropriate if the circumstances are sufficiently similar to
circumstances in which the law otherwise applies and if the law or regulation is well-suited to the site
conditions. The criteria for determining relevance and appropriateness are listed in 40 CFR
300.400(g)(2) of the NCP. A requirement that is determined to be relevant and appropriate must be

complied with to the same extent as an applicable requirement.

In addition to ARARs, the NCP provides that agency advisories, criteria, or guidance may, as
appropriate, be considered as TBCs for a particular release [40 CFR Part 300.400(g)(3)]. As explained
in the preamble to the NCP, TBCs should not be required as cleanup standards because they are, by
definition, generally neither promulgated nor enforceable so they do not have the same status under
CERCLA as do ARARs. TBCs may, however, be useful in helping to determine what is protective at
a site, or how to carry out certain actions or requirements. CERCLA Section 121(e) exempts on-site
actions from having to obtain federal, state, or local permits. However the substantive portions of the
permits are required. Off-site actions must comply only with requirements that are legally applicable,

as well as with the administrative parts of those requirements.

CERCLA Section 121 (d)(4) provides that, under certain circumstances, an otherwise applicable or
relevant and appropriate requirements may be waived. These waivers apply only to the attainment of
the ARAR. Other statutory requirements, such as the chosen remedy being protective of human health

and the environment, could not be waived.

4.3.2 Identification of ARARs and TBCs

ARARSs are generally divided into three categories: chemical-, location-, and action-specific. The
sections below present federal and state ARARs that are potentially applicable to the removal action at

IR-03. TBCs are presented following a discussion of ARARSs.
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4.3.2.1 Potential Chemical-Specific ARARs

Chemical-specific ARARs are generally health- or risk-based numerical values or methodologies
applied to site-specific conditions that result in determination of waste classification or the establishment

of numerical cleanup values.

No health- or risk-based numerical cleanup values for soil or free-phase petroleum products have been
promulgated by EPA or the State of California. The scope of this removal action does not include
groundwater or adjacent surface-water treatment or restoration; rather the action is for containment
only. Therefore, it is beyond the scope of this removal action to identify chemical-specific ARARs
relating to water. ARARSs for surface water and groundwater (e.g., the Safe Drinking Water Act) will
be considered in other HPA feasibility studies and related CERCLA documents for groundwater
concerns within Parcel E as a whole. Therefore, there are no chemical-specific ARARs identified for

this removal action.

4322 Potential Location-Specific ARARs

Location-specific ARARs restrict actions or affected concentrations in certain environmentally sensitive
areas. These requirements may limit the type of removal action that could be implemented, and may
impose additional constraints on cleanup levels. Examples of environmentally sensitive locations
include wetlands, coastal zones, and areas or buildings of archaeological or historical significance. The

existence of endangered or threatened species within the area must also be considered.

No historical buildings or architectural, archaeological, or cultural resources exist within Parcel E
(HPA BRAC Cleanup Plan). Therefore, ARARs such as the Antiquity Act or Archaeological

Resources Protection Act were not included as potential ARARs.

Three potential ARARs were identified as potentially applicable to the removal action and have been
included within Table 4-1. The Protection of Wetlands Executive Order 11990 was included as an
ARAR because of the presence of designated wetland areas known to exist within Parcel E. The two
nearest wetland areas to IR-03 are located approximately 1,200 feet to the southeast and northwest of
the Site. However, removal activities are not planned for these areas. Removal activities would be

specifically designed to avoid these areas in the future. .
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Since IR-03 is located in a coastal zone with intertidal mud flats directly adjacent to the Site, the
Coastal Zone Management Act and California Coastal Act have been included as ARARs. However,
removal activities would be restricted to inland areas with engineering controls used to prevent both
water and airborne spread of site-affected materials to coastal areas and intertidal mudflats. Section
30232 of the California Coastal Act specifically allows for “effective cleanup facilities” to address
affected sites with hazardous and petroleum wastes and to prevent spills of such waste during
transportation activities. Removal activities would be designed to limit the possibility of spills of
product or product-affected soils, provide facilities for effective cleanup should such a spill occur, and

in general, remove of effectively contain product and product-affected soils.

The HPA BRAC Cleanup Plan identifies seven threatened and endangered species within the HPA
boundaries including two species of salt water fish and five bird species. For this reason, the
Endangered Species Act has been included as a federal ARAR. Additionally, the BRAC Cleanup Plan
has identified 21 species of animals listed as California special animals and 2 species of plants listed as
California special plants. For this reason, the California Endangered Species Act has also been
included as a state ARAR. However, removal activities would be restricted to inland areas with
engineering controls used to prevent the spread of both water- and airborne-affected materials to
effected animal or plant species. Completion operations at the Site would return any excavated areas to
pre-existing conditions and re-seeding would include consideration for listed California plants.

Disturbance of any endangered species or their habitats is unlikely during removal activities.

4.3.2.3 Potential Action-Specific ARARs

Action-specific ARARs should be tailored to the on-site activities that are part of the selected removal
action alternative. Action-specific ARARs do not determine the remedial alternative; rather, they
indicate how to a select an alternative. These regulations define the performance, design, or other
similar action-specific controls or restrictions on activities related to the management of hazardous
substances. Because action-specific ARARs depend on the remedial action selected, they are best
identified following the initial screening of remedial alternatives. Table 4-2 presents potential action-
specific ARARs. The following is a general discussion of the action-specific ARARs. After selection
of a removal action remediation alternative, the action-specific ARARs should be reviewed for

applicability to the selected remediation.
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Many Resource Conservation and Recovery Act (RCRA) requirements are applicable or relevant and
appropriate to the remedial alternatives selected in this EE/CA. RCRA may be delegated to a state
program if the state statutes and regulations are equivalent to or more stringent than the federal statutes
and regulations. California is authorized to manage the “base” program (i.e., the requirements in
existence before the passage of Hazardous and Solid Waste Amendments [HSWA] in 1984). The EPA
enforces the requirements promulgated pursuant to HSWA. Therefore, in some cases, the applicable

or relevant and appropriate RCRA requirement listed would be cited as a state or federal law or both.

RCRA provides comprehensive regulations for the transfer, treatment, storage, and disposal of
RCRA-defined wastes. Based on historical as well as future sampling of potentially affected soils and
free-phase product, a determination of whether these materials meet the definition of a RCRA
hazardous waste or non-RCRA hazardous waste would be made. The federal chemical-specific ARAR,
40 CFR Part 261 or 22 CCR Division 4.5 Chapter 11 (state-authorized RCRA program) would

determine whether soils and product must be managed as a RCRA hazardous waste.

The proposed remedial alternatives at IR-03 involve excavation, storage, and off-site disposal of
wastes. If a remedial alternative involves RCRA wastes (or waste that is sufficiently similar), then
substantive requirements within 22 CCR, Division 4.5 that apply to generators of hazardous waste are
potential ARARs. For example, Chapter 12 contains provisions regulating record keeping and

exporting of such wastes off site.

Similar to RCRA, several Clean Air Act (CAA) regulations are applicable or relevant and appropriate
to the remedial alternatives presented in this EE/CA. The CAA is a state-delegated program within
California. Potential action specific ARARs are found within California’s State Implementation Plan
(SIP). The local Bay Area Air Quality Management District (BAAQMD) has established requirements
for excavating, aerating, and stockpiling soils affected with VOCs. Additionally, the BAAQMD sets
requirements for fugitive dust generated from construction sites. These requirements apply to removal

activities proposed at IR-03 for soil excavation or stockpiling activities.

4324 Other TBCs

There are numerous federal and state TBCs which would apply to affected soils and free-phase

petroleum products and the remedial activities proposed for IR-03.
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The Toxic Substances Control Act (TSCA) PCB Spill Cleanup Policy is included as a TBC because of
the presence of PCB at 2 maximum level of 12 parts per million (ppm) in soil. This policy applies to
PCB spills of 50 ppm or greater. The concentration of PCBs spilled is determined by in the material
onto which the PCBs were spilled. Where a spill of untested mineral oil occurs, the oil is presumed to
contain greater than 50 ppm, but less than 500 ppm PCBs, and is subject to the relevant requirements
of this policy. The pblicy requires cleanup of PCB spills occurring after 1987 to residential levels of 1
ppm and between 10 to 25 ppm for industrial-zoned uses. It is unlikely that any waste oils containing
PCB concentrations were released at the Site after 1987 since the impoundments were backfilled in

1974, however, this policy is included as an additional TBC.

Additionally, the California Leaking Underground Fuel Tank (LUFT) Manual, revised in October
1989, is a TBC because it provides guidance to determine cleanup goals for gasoline and diesel
contaminated soils. The LUFT Manual and its application have received consideration through the
Senate Bill 1764 LUFT Advisory Committee. This committee advised that the LUFT Manual be
revised to rely more heavily on natural process remediation, and to use risk-based analysis for selection
of appropriate remedial goals. A recent report from the Lawrence Livermore National Laboratory
(LLNL) entitled, “Recommendations to Improve the Cleanup Process for California’s Leaking
Underground Fuel Tanks” (October 16, 1995) has also addressed this issue. The Director of the State
Water Resources Control Board (SWRCB) has concurred with the findings of the recent LLNL report.
For this reason the directive from the SWRCB, dated December 8, 1995, has been included as an
additional TBC.

4325 Other Requirements to be Followed

The Occupational Safety and Health Act (OSHA; 29 CFR 1910.120) is an additional, non-
environmental related requirement to be followed. OSHA regulates exposure of workers to a variety of
chemicals in the work place, and specifies training programs, health and environmental monitoring,

worker personal protection, and emergency procedures to be implemented.
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CHAPTER 5.0
POTENTIAL REMOVAL ACTION REMEDIAL TECHNOLOGIES

This chapter reviews a number of remedial technology process options that may be applicable to the IR-
03 removal action. The process option technologies are presented in Table 5-1. These options are
generally described and screened in the following sections so that only the most applicable process

options are evaluated further.

The ineffective or not applicable technologies are screened out, primarily based on the criterion of
technical implementability, and the ability to address the types of affected materials found at the Site.
The retained process options are evaluated in detail in Sections 6.1 through 6.6 then combined into

alternatives for a comparative analysis in Chapter 7.0.
51 INSTITUTIONAL CONTROLS

Institutional controls include deed restrictions, deed notificaiton, or access restrictions. These controls
may be used to minimize exposures to humans and the environment by prohibiting groundwater use
and/or certain types of future land use. Currently, Site IR-03 is fenced and no public access if allowed.

This will continue throughout the removal action and the RI/FS process.

Access restrictions will be retained for use in conjunction with other process options as a precaution to

ensure that the public (especially nearby workers) will not be exposed to hazardous substances.
5.2 REMOVAL OPTIONS

Removal process options include soil excavation, groundwater extraction, and the extraction of
product. Removal options are included because soil saturated with waste oil and floating product on
groundwater act as a source to groundwater. If the source of chemicals to groundwater is eliminated,

then meeting the RAO of limiting migration of affected groundwater is made easier.
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5.2.1 Excavation of Soils

This option consists of removing soils from selected areas using a backhoe, scraper, dragline, or other
conventional earth-moving equipment. Following excavation, soils would need to be stockpiled and

segregated into soils requiring treatment or no further remediation.

The advantages of this process are:

. Chemically affected soil is removed.

. Excavation provides access to free-phase product which could be removed from the
excavation more readily than from wells or trenches.

o Future land use need not be limited.

The disadvantages of this process are:

. The excavated soils may need to be drained, dewatered, and stockpiled.

. It may be difficult to excavate below the water surface; expensive shoring and water-
control measures such as dewatering and water treatment may be required. Drag-line
excavation techniques may be used for soils below the water table, however,
observation of visible product in soil would not be possible.

. Excavation would be complicated by subsurface obstructions and the heterogeneous
subsurface soils.

. Monitoring wells would have to be abandoned or protected before excavation of the
soil.
Soil excavation is retained for further consideration.

5.2.2 Groundwater Extraction

This option consists of removing groundwater using wells, collection trenches or subsurface drains.
Water is pumped from the subsurface through piping to an aboveground process system. Following

collection, the groundwater is generally treated to meet disposal criteria.

The advantages of this process are:

° Collects dissolved contaminants.
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. Enhances the local groundwater gradient.

. Provides or enhances migration control.

The disadvantages of this process are:

. Requires complex pumping and treatment system.
. Involves complicated groundwater collection because of presence of floating product.
. Requires costly groundwater treatment and disposal.

Groundwater extraction will not be retained for further consideration for this removal action.
Groundwater pumping was considered to enhance containment with the sheet piling subsurface barrier.
However, the Navy feels it prudent to proceed with the installation of the sheet pile wall and not
include groundwater pumping at this time because the current flow direction is inland. The Navy
proposes to act in a conservative manner to protect the Bay by placing the wall between the waste oil
ponds and the Bay. The potential does exist for groundwater to build up behind this wall and flow
around the extreme edges of the wall once the flow direction changes. However, it is anticipated that a
large change in flow direction toward the Bay will be primarily due to the Navy’s actions to reduce
groundwater sinks during final remediation. The final remedial action will consider the effect the new
flow direction will have on the sheet pile wall performance in protecting the Bay. Once the final action
is determined, it may be prudent to install a groundwater gradient control system (pumping system) on

the inland side of the wall to eliminate potential flow around the wall.

5.2.3 Product Extraction

Two product extraction options have been identified including product extraction from wells or

trenches and product extraction from open excavations following excavation of soils to the water table.
5231 Product Extraction From Wells or Trenches

This process option involves product recovery from wells or trenches on site by pumping or skimming.
Existing wells would be used or new wells or trenches would be constructed at locations of known free
product, and pumped or skimmed repeatedly, using a product skimmer, bailers, total fluids pumps, or a

vacuum truck. The reclaimed product would be recycled off site.
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A pilot study product recovery investigation was performed at IR-03 using existing wells (Section 3.2)
(HLA 1991b) with limited results. This process could be enhanced, as compared to the pilot study,
through the installation of new larger diameter wells or rock-filled trenches, with an optimized pumping
schedule, or by conducting dual-phase pumping which would draw down the water table, encouraging
free-phase product flow to the extraction wells. However, because of the apparent immobility of
LNAPL in this subsurface system, only a small fraction of the product present is anticipated to be
removed in this manner. Consequently, due to constructability issues relating to the trenching and low
effectiveness of product extraction from wells, this process option is not retained for further

consideration.
5232 Product Extraction from Open Excavation

This process option involves recovery of floating product from an open excavation following soils
removal to just below the water table level. Product would be removed using a skimming system.
Product would be pumped to temporary oil storage drums or tanks equipped with high level shutoffs.
The recovered product would be recycled off site. This option uses standard pumping equipment and is
considered very implementable. This option would remove visible floating product which accumulates
in the open excavation. It is anticipated that this is the most effective product removal approach since
removal of soils above the groundwater table allows an excellent collection surface and the unimpeded

buoyancy of the oil will assist collection.

This process option is retained for further consideration and will be combined with the excavation

process options.
53 PHYSICAL BARRIER CONTROL OPTIONS

Physical barriers (e.g., slurry walls or sheet piling subsurface barriers) have been used effectively to
isolate chemically affected soil and prevent LNAPL migration. However, these technology options do
not reduce the toxicity or volume of the affected areas, and it is possible for physical barriers to

degrade over time.
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5.3.1 Shurry Wall

This process option involves excavating a vertical trench which is filled with a slurry. The slurry,
usually a mixture of bentonite soil and water, hydraulically shores the trench to prevent collapse during
installation, and also forms a low permeability barrier to reduce LNAPL and groundwater flow. The
nature of the excavation is a narrow (2 to 5 feet wide) trench completed to the required depth with

walls supported by slurry.
The advantages of this process are:

. The chemically-affected soil is isolated and LNAPL mobility is reduced.

. The slurry wall provides low permeability barrier.

The disadvantages of this process are:

. Corrosion of sheet piling.

. The product source is not removed.

. Future land use would probably be restricted.

. Instability and collapse of trench walls may be a problem in the heterogeneous fill soils

at IR-03. Previous attempts at slurry wall installation in the HPA Parcel E indicate that
subsurface materials are so loose that the slurry alone could not keep the trench from
caving. Additionally, encountering subsurface obstructions made trench installation
very difficult.

This process option is not retained for further consideration because of slurry wall installation problems

described above.

5.3.2 Sheet Piling

Sheet piling subsurface barriers may be driven into the subsurface around the limits of the
LNAPL-affected soil, to isolate it and prevent LNAPL migration. The sheet piling subsurface barriers

consist of long, thin, interlocking sheets of steel, driven vertically into the soil to form a barrier.
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The advantages of the process are:

. The chemically affected soil is isolated and LNAPL mobility is reduced.

. The sheet piling subsurface barrier provides a structural barrier that, with anchoring
and tie-backs, may also be used as shoring during excavation activities.

. No open excavation or trenching is required.

° Cost effectiveness.

The disadvantages of the process are:

. The product source is not removed.
. Future land use would probably be restricted.
. The joints between the steel sheeting may need to be grouted to obtain water tightness

which may be problematic.

. Subsurface obstructions may make the driving of piles difficult.

This process option is retained for further consideration as representative of physical barriers, since it is

cost effective and may be easier to install than a slurry wall or a grout curtain.

5.3.3 Grout Curtain

This process option involves drilling boreholes with multiple augers, injecting grout, and mixing the
grout with the soil, through the rotary action of the augers. Two to four augers could be used together
to aid in mixing. The process is repeated in a linear fashion to form a low permeability barrier wall.

The advantages of this process are:

. The chemically affected soil is isolated and LNAPL mobility is reduced.

. No open excavation or trenching is required.
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The disadvantages of this process are:

. The product source is not removed.

. Future land use would probably be restricted.

. Subsurface obstructions could cause installation problems.
. Cost effectiveness.

This process option is as effective as other barriers yet is not retained for further consideration because

installation could be difficult because the heterogeneous nature of the backfill may cause grout loss.

5.4 EX SITU PHYSICAL/CHEMICAL TREATMENT

5.4.1 Soil Washing/Thermal Desorption/Chemical Oxidation/Stabilization

Ex situ treatment processes include processes such as soil washing, thermal desorption, chemical
oxidation, and soil stabilization. These processes either remove chemicals of concern from the affected
media or, in the case of stabilization, isolate and immobilize the chemicals of concern. Ex situ
processes require excavation of the soil before treatment. If treatment is conducted on site, the treated
soil would be replaced on site as fill material. It is not cost-effective to treat soil on site and then incur

the cost to dispose off site at an approved disposal facility and purchase clean backfill.

Ex situ treatment of soils can be effective in reducing contaminant levels, but will not be retained for
further consideration because it requires a long lead time, which is unacceptable for the removal action
relative to the RI/FS process. Additionally, treatment space is limited on HPA and extensive staging of
the soil treatment is required. This extends the treatment operation sampling and backfill schedule and
would require the excavation to remain open while the soil was verified as acceptable. However, given
the instability of the excavation walls, the excavation should be backfilled as quickly as possible. The
applicability and cost-effectiveness of ex situ treatment can be favorable given less constraints on

schedule and space requirements and should be considered in the Parcel E FS.

For these reasons ex-situ soil treatment is not retained for further consideration.
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5.4.2 Oil/Water Separation

This process is based on separating liquid phases based on density and specific gravity differences. In a
mixture of a LNAPL and water, the LNAPL is the less dense fluid and will rise to the top of the water,
given a calm environment. This could be accomplished in tanks or lagoons, or would occur naturally

in the exposed groundwater surface during excavation. The product layer is then removed from the top

of the water layer and recycled off site.

Oil/water separation is an important step for many other process options since it removes large amounts
of product, thereby reducing the cost of other options. Emulsified or dissolved product concentrations

would not be removed with this process.

This process option is retained for further consideration.

5.5 BIOLOGICAL TREATMENT

Biological treatment process options utilize microbial organisms to metabolize affected materials to
nontoxic compounds, carbon dioxide, and water. Biological treatment may be performed in situ or ex

situ, and usually requires the addition of oxygen, nutrients, or microbes to the treated medium.
5.5.1 Soil Bioremediation

With this process, nutrients are added to stockpiled soil to enhance biodegradation by existing
organisms. The soil is periodically aerated by tilling or discing with conventional earthmoving
equipment.

The advantages of this process are:

o Treatment results in permanent removal of some product from affected soil.

. The process requires little supervision and most of the personnel require little training.
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The disadvantages of this process are:

This process has lower removal efficiencies than some other treatment process options
such as thermal desorption.

Air emission controls may have to be implemented.

Bioremediation would take a relatively long time to achieve reduction of TPH
concentrations. The amount of chemical reduction may not be enough to allow
replacement of treated material. For example, the biodegradation treatability study
work plan (PRC/ECOVA 1995) indicated that soil bioremediation could reduce
LNAPL concentrations by at least 20 percent, but that “successful biodegradation” may
only reduce TPH concentrations to 1,000 mg/kg.

This process option is not retained for further consideration because of the extended treatment duration

and because it may not reduce chemical concentrations sufficiently.

5.5.2

In Situ Bioremediation

The activity of naturally occurring microbes is enhanced by circulating water-based nutrients, oxygen,

or other amendment solutions through product-affected soils to stimulate in situ biological degradation.

The advantages of this process are:

Excavation is not required.
The treatment results in permanent destruction of affected materials.

VOCs and SVOCs concentrations in groundwater could also be reduced.

The disadvantages of this process are:

EECA-V6.TXT

A system for introducing and circulating nutrients and oxygen is required.

In situ technologies require relatively uniform subsurface conditions and relatively high
permeabilities. The subsurface heterogeneity at IR-03 may reduce the process
effectiveness in some areas.

The process would take a relatively long time to attain cleanup goals.

Extensive monitoring would be required to ensure that hydraulic control is maintained
and to verify process effectiveness.
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This process is not retained for further consideration because of the above process disadvantages.
Additionally, the biodegradation treatability work plan (PRC/ECOVA 1995) also rejected in situ

biodegradation as a viable treatment option for IR-03.

5.6 IN SITU PHYSICAL/CHEMICAL TREATMENT

In situ physical/chemical methods do not require excavation of soils, thus eliminating soil handling
issues. However, these methods require relatively homogeneous subsurface soil conditions and

relatively high soil permeabilities for treatment effectiveness.

5.6.1 Bioventing/Air Sparging/Soil Vapor Extraction

These processes use the basic principle of inducing air flow in the subsurface, through air injection
and/or vacuum, to increase intrinsic biodegradation. An applied vacuum may be used to enhance

volatilization of organic compounds.

The advantages of these options are:

. Excavation is not required.

. They are highly effective in removing VOCs.

The disadvantages of these options are:

J They are less efficient in addressing SVOCs, nonVOCs, or large volumes free-phase
product.

J They may be difficult to control in a heterogeneous subsurface environment.

. The processes may take a relatively long time to reduce chemicals concentrations
sufficiently.

. Extensive monitoring would be required to verify process effectiveness.

These options are not applicable to IR-03, because of the subsurface heterogeneity and the physical

characteristics of the product, and will not be considered further.
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5.6.2 Thermally/Chemically Augmented Product Recovery

Thermally and chemically augmented product recovery involves injection of hot water or steam, or a
surfactant-containing solution, into the subsurface through injection wells and withdrawal of
groundwater and product from surrounding extraction wells. The in situ heating causes a drop in the
product’s viscosity, thus causing it to flow more readily under an applied hydraulic gradient. Injected
surfactants increase the mobility of product by decreasing oil/water interfacial tension. A treatability
study work plan has been prepared for studying the feasibility of thermally and chemically augmented
LNAPL recovery at IR-03 (HLA 1993).

The advantages of this process are:

. Product is removed from soil.

. Excavation is not required.

The disadvantages of this process are:

. An injection/extraction well system is required.

. The process needs uniform subsurface conditions and relatively high permeabilities; the
subsurface heterogeneity at IR-03 may reduce the process effectiveness or make the
product movement hard to control in some areas.

. The heat source may be costly.

. The process generates a large volume of extracted water and/or treatment solution that
would subsequently require treatment and discharge.

o Extensive monitoring would be required to ensure that hydraulic control is maintained

and to verify process effectiveness.

A pilot study for thermally and chemically augmented product recovery was proposed, but not
conducted because of the high expected cost and problems with soil heterogeneity. This process option

is not considered further because of the process disadvantages.

5.7 DISPOSAL

Disposal options for excavated soil and recovered product are presented below.
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5.7.1 Off-Site Soil Disposal

This process option involves sampling and transporting excavated soil by truck to a licensed disposal
facility. Analysis of product-affected soils at the Site indicates that they would probably be acceptable
for Class II landfill disposal. The closest Class II disposal facility is 55 miles from HPA. The soil
must pass a waste approval process and comply with state and federal regulations before being accepted

by the landfill.

This option would permanently reduce the volume of contamination at IR-03, and is retained for further

consideration.
5.7.2 Product Recycling

Recycling of the recovered product is performed by licensed recycling facilities. The product would be
collected into vacuum tanker trucks, sampled, and transported to a recycling facility. This process
option would be effective in recycling product removed from extraction wells or open excavations at
the Site. The product may be accepted at a nonhazardous oil recycling facility, pending testing of the
recovered product. The closest facility that may be used is approximately 20 miles from HPA. If the
recovered product does not meet the nonhazardous criteria, it could be disposed of at a hazardous waste
recycling facility. The single hazardous waste facility within the State of California is located

approximately 400 miles from HPA in Compton, California.

This option would be effective in reducing the volume of product at [R-03. This process option is

retained for further consideration for use in conjunction with other process options.
5.8 RESTORATION OPTIONS

Restoration options for the excavation are described below.

5.8.1 Backfill with Excavated Unaffected Overburden

With this process option, excavated overburden not requiring treatment would be replaced and

compacted in the excavation. Crushed rock or pea gravel would be placed in excavated areas below
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the water level so that mechanical compaction is not required. Topsoil would be placed on top of the

replaced overburden and seeded with native grass to minimize dust generation and for erosion control.

The advantages of this process are:

. It avoids costly soil disposal and replacement.

o It replaces original material in excavation.

The disadvantages of this process are:

. This option does not address ambient metals that may be present in the untreated
overburden.

This option is retained for further consideration.

5.8.2 Backfill with New Fill Only

With this process option clean new fill would be brought on site and placed and compacted in the
excavation. Crushed rock or pea gravel would be placed in excavated areas below the water level so
that mechanical compaction is not required. Topsoil would be placed on top of the replaced
overburden or treated soil and seeded with native grass to minimize dust generation and for erosion

control.

The nearest quarry is located approximately 10 miles away from HPA.

The advantages of this process are:

° New fill would have lower metals concentrations than untreated overburden soil.

The disadvantages of this process are:

. Imported fill may be relatively costly to buy and transport.

. Excavated soil would require disposal.

This option will be retained for further consideration.
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CHAPTER 6.0
DETAILED ANALYSIS OF REMOVAL ACTION TECHNOLOGIES

This chapter presents a detailed evaluation of the technology options selected to address hazardous
substances and oily waste at IR-03. These options are evaluated on the basis of effectiveness,
implementability, and cost. As described in the EPA guidance on conducting non-time-critical removal

actions (EPA 1993), effectiveness, implementability, and cost encompass the following aspects:

. Effectiveness - Addresses the objectives of the removal action and considers the
protection of public health and the environment, compliance with ARARs, the short-
and long-term effectiveness and permanence, and the potential for reduction of the
toxicity, mobility, or volume of chemicals through the technology process option.

. Implementability - Addresses the technical and administrative feasibility of the
technology, as well as the availability of equipment and services necessary for
implementing the technology.

. Cost - Includes estimates of the direct, indirect, and operation and maintenance costs.

6.1 INTRODUCTION

Technologies from the four general response categories of removal, control, disposal and restoration,
are discussed in this section. Based on the review and screening of technologies in Chapter 5.0, the
removal technologies retained for further evaluation are excavation of soil and product collection from
the open excavation. The viable technology considered for the control action is the construction of a
subsurface sheet pile barrier to reduce potential migration of chemicals to the Bay. Off-site soil
disposal to a state-approved facility and product recycling are the two retained disposal technologies
evaluated in this section. The two technologies retained for the restoration action are replacement of
overburden soils (soils excavated and verified as acceptable for backfill), and placement of imported

clean fill.
Preliminary costs are based on estimated volumes of affected soils, field conditions, and other remedial

component features. While these estimates should be considered preliminary, they are useful in

developing initial cost estimates and in comparing relative costs between remedial options. Final cost
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estimates of a selected alternative will be prepared after completion of pre-installation investigation and

after detailed design of the selected alternative components.

Cost estimates are based on general construction cost data guides, previous engineering experience, and
vendor and contractor estimates. Indirect costs were estimated as a percentage of direct costs.
Engineering design and planning, as well as construction or inspection, management and testing were
estimated as 10 percent for direct costs less than one million dollars and as 8 percent for direct costs
greater than one million dollars for technology options requiring significant engineering, planning, or
construction management. For those less complex technology options with less engineering, planning
or construction management requirements, costs were estimated as 5 percent of direct costs. Health
and safety plan preparation and monitoring costs were estimated as 2 percent of direct costs and
permitting costs were estimated as 5 percent of direct costs. In addition, a 20 percent direct

contingency has been added to each estimate.

The technologies within each general response action are described and evaluated in detail in the
following sections. Tables 6-1 and 6-2 summarize this evaluation of the technology options for their
respective effectiveness, implementability, and cost. In Chapter 7.0, these options are combined to

develop viable, cost-effective removal action alternatives.
6.2 REMOVAL OPTIONS

The removal response actions consist of (1) removal of overburden and product-affected soil by
exéavating soil to the water table, (2) excavation of soil below the water table, and (3) removal of free-

phase product by skimming from the water surface in the open excavation.
6.2.1 Excavate to Water Table

6.2.1.1 Description

This removal option consists of the following activities:

. Pre-excavation soil sampling from ground surface to the water table. Pre-excavation
sampling verifies the lateral and vertical extent of soils to be removed. Analytical
results of such sampling with TPH or TOG concentrations greater than 1,000 mg/kg
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will be assumed as indicative of product affected soils to be included within the limits
of excavation.

. Excavation of product-affected soils containing hazardous substances and free-phase
product using hydraulic backhoes or scrapers to just below the water table
(approximately 11 feet bgs). Excavations would be sloped, where feasible, to avoid the
need for shoring. However, shoring may be required to keep excavations open
adjacent to the existing shoreline riprap embankment or in areas where excessive fill
material sloughing occurs.

. Physical segregation of soils during excavation based on visible product or product
staining. Stockpiling of soils on 60-mil plastic liner with provisions for runoff toward a
collection sump and an oil/water separator tank.

. Segregation of soils following composite sampling. Final characterization soil sampling
from excavation sidewalls to verify the concentrations of TPH, TOG, PCBs, and metals
in the soils remaining. Additional excavations shall be performed, if necessary, until
soil sampling indicates that the majority of the free-phase product has been removed.

. Extraction of floating product from open excavations using a top loading skimming
system.

Based on boring log information and previous soil sampling at the Site, contours showing the limits of
free-phase product in soils were developed for 5-foot depth intervals (see Figures 3-2 through 3-6).

The estimated volume of soil to be excavated from O to 11 feet bgs is approximately 54,000 cubic yards
or 78,500 tons (assuming a density of 1.45 tons per cubic yard). This volume was developed assuming
that the limits of the excavation, shown on Figure 6-1, are appropriate for soil excavated to 11 feet bgs.
Subsequent disposal options assume that 50 percent of this material will require off-site disposal based

on reviews of available analytical results.

Pre-excavation soil sampling is proposed to collect samples from ground surface to the existing water
table depths according to a systematic grid sampling approach. Soil samples will be analyzed for TPH,
TOG, PCBs and metals. The extent of soil to be excavated will be based primarily on visible evidence
of free-phase product and resuits of pre-excavation sampling. Analytical results from pre-excavation
sampling which indicate TPH or TOG concentrations greater than 1,000 mg/kg will be assumed as
indicative of product-affected soils to be included within the limits of excavation. If the field data
indicate that the actual limits will exceed the original limits, shown in Figure 6-1, by more than
approximately 10 percent, the regulatory agencies and the Navy will be contacted to assess the new

conditions. Soil sampling protocols and methods will be presented in the Removal Action Work Plan.
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Before excavation, seven shallow A-zone monitoring wells will require abandonment using grouting
techniques. Four existing deeper B-zone wells located at the site boundaries will be protected for
future use. Three existing A-zone wells could be entirely removed (grouting not required) during
excavation. The only known underground utility at this location is a sewer/storm drain line running
underneath and parallel to “K” Street; however, the Navy will be consulted for locating utilities before

excavation begins.

Given the heterogeneous nature of the fill materials being excavated, large debris (i.e., wood, rocks,
concrete) will require physical separation and stockpiling separately from soils. As specified in the
Removal Action Work Plan, soils containing visible free product will also be physically separated and
stockpiled separately from soils with no visible product. Side sloping the upper 5 feet of excavation at
a 1.5:1 slope (run/rise) will be necessary as site soils are categorized as a Type C or lower OSHA soil.
Sloping the excavation will avoid the need for shoring at depths greater than 5 feet. Temporary
shoring will be difficult given the likelihood of encountering subsurface obstructions. However, it may
be necessary to shore areas of excessive material sloughing or adjacent to the Bay since side sloping
will not be feasible there. Shoring, if necessary will consist of sheet piling (see Section 6.3.1.1). Panel
excavation may be a cost-effective alternative to sheet piling, however, sheet piling has been assumed
for cost estimating purposes since this removal option is combined with the sheet piling control option
in Chapter 7.0 as Alternative 3. Further evaluation of the engineering design and shoring methodology

will be evaluated in the Removal Action Work Plan.

For a 78,500-ton quantity of stockpiled soils, an estimated 7-acre storage area will be required for
temporary soil storage, sampling, and segregation. This estimate assumes that scrapers will be used to
stockpile soils in trapezoidal windrows (300 feet long, 20 feet wide at the base, and 8 feet wide at the
top). While such a large area is not available directly adjacent to the Site, a 3.4-acre rectangular area
located just east of the Site between “K” and “J” Streets could be used for these purposes (see Figure
6-1). Additionally, a 1.25-acre asphalt paved lot is vacant and accessible for material storage purposes
approximately 500 feet to the northwest of the Site. Staging of the excavation activities will be

necessary to accommodate the limited storage area.

Stockpiling of soils will require placement of a 60-mil plastic sheeting as well as berming along the
boundary of the area for drainage control. Soils removed from near the water table will have the

highest moisture content and may contain free fluids. These soils will be stockpiled in the lined area

EECA-V6.TXT 6-4 October 1996



FINAL

directly east of the excavation. The lined stockpile area will be sloped to a sump area, where free
fluids will be collected. Fluids will be routed through an oil/water separator and then flow by gravity
back into the excavation. During rainy weather, stockpiled soil will be covered with plastic sheeting to
minimize infiltration of rainwater into stockpiled soils. Runoff would be directed away from stockpiled

soil areas.

After soils are excavated to or just below the water table, free-phase product should begin to pool on
the water surface in the excavation. The estimated volume of floating product is 40,000 gallons, based
on product thickness measurements from site monitoring wells and considerations of existing soil
porosity and residual soil saturation levels for a fuel oil. This product will be removed using a
skimming system or a top loading pumping system. Product will be pumped to temporary oil storage
drums or tanks. Product and air hoses will be of industrial grade material compatible with the
pressures and chemical constituents that will be encountered. The oil storage tank will be vented and
equipped with a high level shutoff. Product will be removed from the tank by a vacuum truck for off-

site recycling as described in Section 6.5.2.

Decontamination facilities for equipment and personnel will be provided from two existing
decontamination areas located approximately 500 feet to the northwest of the Site. In accordance with
current procedures, wastewaters generated from the decontamination facility will be sampled and if
acceptable, disposed of within the wastewater collection system operated by the City of San Francisco.
Wastewaters failing to meet the disposal requirements will require treatment and/or off-site disposal at
an appropriate permitted facility. On-site treatment of the decontamination facility could consist of
oil/water separation followed by passing water though one or two canisters of granular activated

carbon.
6.2.1.2 Effectiveness

This option will remove a large portion of the product-affected soils and free-phase product floating on
the water table. However, product saturated soils existing below the water table will be left in place at
depths greater than about 11 feet bgs. The overall potential risk to human health will be greatly
reduced through the shallow soil removal. The predicted future land-use as an open space area will be
accommodated by this option since soil removal will effectively limit or minimize the chance for human

contact with product-affected soil over the long term. Protection of the environment is limited since a
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majority, but not all of the product is removed. Groundwater quality, and thus the potential threat to
the Bay, will continue to be compromised from free-phase product in saturated soil deeper than 11 feet
bgs. Natural attenuation processes will reduce the product volume over time. A reduction in volume
and mobility is achieved to the degree that a significant portion of the contaminant will be removed.
The toxicity of product remaining in saturated soils will not be reduced. It is expected that this option
will comply and can be conducted in accordance with ARARs identified in Chapter 4.0. For these
reasons, the remedial action objectives are achieved to a substantial degree and the long-term

effectiveness is considered to be good for this option.

The short-term effectiveness is considered excellent for this option. Protection of the community and
workers will be easily provided through standard environmental engineering controls and practices.
On-site workers will be protected from site hazards through implementation of a site-specific health and
safety plan. Removal operations would be controlled to comply with federal and state air quality and
RCRA waste handling requirements. This option can be completed in a timely manner in comparison

with other options.

6.2.1.3 Implementability

The reliability of this option is considered excellent since it involves traditional excavation and
stockpiling methods. Operational difficulties exist with shoring in heterogeneous fill. Construction
practices will have to meet applicable air quality and health and safety standards, but these are not
considered unusual for this type of work. Staging of the work will be necessary because of stockpiling
storage constraints, but it is not expected to significantly affect the time schedule to completion.

Overall, the technical feasibility of this option is considered to be good.

There are no requirements for easements or right-of-way and zoning variances to perform this work
because the Site is federal property. The City of San Francisco may require an application for a permit
to discharge any wastewater to the wastewater treatment system. Notification to the BAAQMD is
recommended to demonstrate compliance with air quality ARARSs such as those for fugitive dust and
uncontrolled VOC emissions, however, there are no administrative permit requirements necessary from

this agency. Overall, the administrative feasibility for this option is considered very good.
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Cost

Table A-1 presents the estimated costs for excavating soil to the water table. Total direct and indirect

costs have been developed from recent contractor and vendor estimates. The total estimated cost for

this option (excavate to water table) as reflected in Table A-1 is $782,000.

The following conditions during removal activities could significantly affect cost:

6.2.2

6.2.2.1

Sloped or benched soils may be too soft to support heavy equipment.
The presence of large boulders or other debris may complicate excavation.
Subsurface obstructions may complicate shoring installation.

Product-affected soil and free-phase product volumes may vary significantly from
estimated volumes.

Excavation Below the Water Table

Description

This removal option will require excavation of soils to the water table (Section 6.2.1) in conjunction

with the following activities:

EECA-V6.TXT

Pre-excavation soil sampling from the water table to 25 feet bgs to verify the lateral
and vertical extent of product-affected soils to be removed.

Excavation of saturated soils using drag-line equipment methods from the water table
depths to approximately 25 feet bgs. Excavations will be sloped, where feasible, to
avoid the need for shoring. However, sheet pile shoring may be required to keep
excavations open adjacent to the existing shoreline riprap embankment or in areas
where excessive fill material sloughing occurs.

Excavations will be performed to depths established by the pre-excavation sampling.
Final confirmation soil sampling will not be representative because of the saturated
conditions present, and therefore was not included in the costs.

Extraction of floating product from open excavations using a top loading skimming
system.
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Before excavation, four existing deep B-zone monitoring wells located at the site boundaries will
require protection for future site monitoring use. Ten existing shallow and deep wells will be removed

during excavation activities.

The same considerations for the excavation to the water table options (Section 6.2.1), regarding
existing underground utilities and physical debris separation, will also apply for this option. It is
anticipated that de-watering of the excavation will not be feasible because of the high volumes of water
likely to be produced. This option does not include costs associated with the handling and treatment of

groundwater other than residual fluids.

The volume of soil to be excavated was estimated based on the estimated limits of free product contours
presented in Figures 3-2 through 3-6. The estimated volume of soil to be excavated from 11 to 25 feet
bgs is approximately 39,000 cubic yards. The areal extent of assumed limits is shown in Figure 6-1.
Pre-excavation sampling is proposed to collect soil samples from water table depths to 25 feet bgs
according to a systematic grid sampling approach. Pre-excavation sampling may reduce or increase
this estimated quantity of soils. Soil sampling protocols and methods will be presented in the Removal
Action Work Plan. Subsequent disposal options assume that 100 percent of this saturated material will
require off-site disposal at a Class II landfill based on reviews of available analytical results. Panel
excavation techniques would likely be utilized in place of sheet piling when excavating soils above the
water table. As mentioned above, dragline excavation techniques are assumed for excavations below

the water table given the wet working conditions and are included with cost estimates for this option.

For a 39,000-cubic yard quantity of stockpiled soils, an estimated 9-acre storage area will be required
for temporary soil storage, sampling, and segregation. Additionally, a 7-acre site is needed for
stockpiling soils generated from the excavation to the water table option. While a 16-acre storage site
is not available directly adjacent to the Site, a 3.4-acre rectangular area located just east of the Site
between “K” and “J” Streets could be used for these purposes. This assumes that scrapers will be used
to stockpile soils in trapezoidal windrows (300 feet long, 20 feet wide at the base, and 8 feet wide at
the top). Additionally, a 1.25-acre asphalt paved lot is vacant and accessible for material storage
purposes approximately 500 feet to the northwest of the Site. Staging of the excavation activities will

be necessary to accommodate the limited storage area.
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Stockpiling of soils will require a 60-mil plastic sheeting as well as berming along the boundary of the
area for drainage control. Soils removed from near or below the water table, which will contain free
fluids, will be stockpiled in the area directly east of the excavation. The lined stockpile area will be
sloped to a sump area where free fluids will be collected and pumped through an oil/water separator,
where any free-phase product will be collected. Residual fluids will then flow by gravity back into the
excavation. During rainy weather, stockpiled soil will be covered with plastic sheeting to minimize

infiltration of rainwater into stockpiled soil.

During excavation of the saturated soil, free-phase product floating on the water surface in the
excavation will be removed using a skimming systemr as described previously (Section 6.2.1.1).
Stockpiled saturated soils may require aeration to bring the moisture content of the soil to acceptable
levels (typically less than 50 percent moisture content) for disposal purposes. While the BAAQMD
regulates uncontrolled VOC emission rates from product-affected soils, the levels of VOCs within the

saturated soils may be low enough to allow for uncontrolled aeration.

6.2.2.2 Effectiveness

Excavation below the water table will remove product and product-affected soils, however, visual
observations to confirm cleanup will not be possible below the water table since de-watering operations
are not being considered because of cost effectiveness and technical constraints. Additionally,
confirmation soil sampling in saturated conditions is not recommended because of problems inherent in
interpreting analytical results with this type of sampling. The overall remaining risk to human health
will be reduced through product-affected soil removal, although complete removal of all product and
product-affected soils cannot be guaranteed. Future land-use restrictions will not be necessary.

Overall protection of the environment and permanence will likely be achieved since product and
product-affected soils will be removed to the extent feasible, and any remaining hydrocarbons will
attenuate naturally with time. This option will significantly reduce or possibly eliminate the toxicity
and mobility of the contaminant while completely or nearly reducing its volume. It is expected that this
alternative will comply and can be conducted in accordance with ARARSs identified in Chapter 4.0.
For these reasons, the remedial action objectives are achievable and the long-term effectiveness is

considered to be good.
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The short-term effectiveness is considered to be very good for excavation below the water table.
Protection of the community and workers will be easily provided through standard environmental
engineering controls and practices. On-site workers will be protected from site hazards through
implementation of a site-specific health and safety plan. Removal operations will comply with federal
and state air quality and RCRA waste handling requirements. This option may require a longer time
schedule because it would take significantly longer to excavate, handle, and dry the increased volume

of soils generated as compared to other removal options.

6223 Implementability

The reliability of excavation below the water table is considered good because it would involve dragline
excavation techniques from water table depths to 25 feet bgs (panel excavation techniques would also
be required adjacent to the shoreline during initial excavations from ground surface to the water table).
Both panel and dragline excavation techniques require specialized equipment and skilled operators to
successfully complete this work. Sheet pile shoring would be required at depths below the water table
during excavations adjacent to the shoreline. Operational difficulties exist with encountering subsurface
obstructions, and in transporting and handling saturated, product-affected soils for stockpiling and
drying. Additionally, the volume of product and product-affected soils could be well under or over
estimated based on the limited available data and the reliability of analytical sampling results in soil
samples taken from below the water table. Large increases in volume could make implementation of
this option more difficult. Staging of the work will be required because of stockpiling storage
constraints and will be especially critical given the large volume of soils generated and the requirement
for soils de-watering and water handling. Overall, the technical feasibility of this option is considered

to be fair.

There are no requirements for easements or right-of-way and zoning variances to perform this work.
The City of San Francisco may require application for a permit to discharge any wastewater generated
from decontamination activities to the City’s wastewater treatment system. Notification to the
BAAQMD is recommended to comply with air quality ARARs such as those for fugitive dust and
uncontrolled VOC emissions. However, there are no permits necessary from this agency. The

administrative feasibility for this option is considered very good.
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6224 Cost

Table A-2 presents the estimated costs for the excavate below the water table option. The total direct
and indirect costs included have been developed from reviews of recent contractor and vendor
estimates. Dragline and panel excavation techniques are associated with this option and are included in
the cost estimate. Long-term groundwater monitoring is not included in the estimated costs. The total
estimated cost for this option as reflected in Table A-2 is $722,000. The following conditions during

removal activities could significantly increase costs:

. Excavation of large boulders or other debris.
. Subsurface obstructions during lag pile shoring installation.
. Significant variations of product-affected soil and free-phase product volumes from

estimated volumes.

6.3 CONTROL OPTIONS

Control options will not remove or treat the waste oil product, but will confine it and prevent its
migration. From the initial screening of process options (Chapter 5.0), installation of a sheet pile

subsurface barrier appears to be the most implementable control option.

6.3.1 Sheet Piling Subsurface Barrier
6.3.1.1 Description

This process will consist of driving interlocking steel piling sections into the Bay mud using resonant,
vibratory, or hydraulic hammering equipment. The sheet piling subsurface barrier will then function as

a low permeability hydraulic barrier isolating product and preventing lateral migration to the Bay.

The implementation of the sheet pile consists of the following activities:

. “Pre-installation” soil sampling from ground surface to 25 feet bgs to verify the lateral
and vertical extent of soils contamination, and to verify the lateral length for the sheet
pile barrier.
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. Conduct “geo-probe” or cone penetrometer testing (CPT) along the proposed wall
location to evaluate the presence of obstructions in the fill material and delineate the
Bay mud/artificial fill interface.

. Drive interlocking steel sheet pile sections approximately 2 feet into Bay mud using
resonant, vibratory, or hydraulic hammering equipment.

. Grading and placement of a 6-inch layer of clay material topped with a one foot layer
of seeded, fertilized topsoil over the entire area of know affected subsurface.

A pre-installation investigation will be conducted before installation of the wall along the proposed wall
length (Figure 6-1) to verify the lateral and vertical extent of affected soil, to identify potential
obstructions in the fill material and delineate the Bay mud/artificial fill interface. The proposed wall
alignment is preliminary and will be revised based on data gathered in the pre-installation
investigations. Soil borings will be drilled to depths of approximately 25 feet bgs according to a
systematic grid sampling approach for approximately every 50 linear feet of sheet pile, resulting in a
total of approximately 16 soil borings. Soil borings will be drilled using a “geo-probe rig”.
Alternately CPT will be conducted. Both of these drilling methods do not generate waste soil as the
borings are advanced by hydraulically pushing the drilling and soil sampling tools. If the “geo-probe”
drilling rig is used, soil samples will be collected at 5-foot intervals using a split-spoon soil sampler for
visual observations. Each boring will be backfilled to the ground surface with cement grout. Soil
sampling protocols and methods will be presented in the Removal Action Work Plan. Analytical

results will be reviewed to determine an appropriate length for the sheet pile wall.

The sheet pile will be approximately 800 feet long, to a maximum depth of approximately 27 feet bgs,
just inside the riprap shoreline of the Bay (Figure 6-1). While the sheet pile will not completely
surround the IR-03 former waste oil ponds, its placement will better isolate the area from the Bay
assuming that groundwater flow will eventually return to a natural direction from inland to the Bay.
The wall will be installed to curve around the sides of the former oil pond perimeter in a half-ellipse
shape (See Figure 6-1). The wall will be installed down through the saturated soil to the Bay mud
which occurs about 18 to 25 feet bgs. The wall will be installed approximately 2 feet into Bay mud to
form a continuous low permeability barrier. Cathodic protection may be necessary to prevent
corrosion of the steel wall over time. As an option for alternatives involving soil excavation to water
table depths, or for any future final remedial action involving soils excavation proposed for Parcel E,

the sheet pile barrier may be designed for use as shoring utilizing a series of tiebacks and passive
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resistance derived from the depth of the wall. Additionally, the sheet piling may be extended
horizontally through installation of additional interlocking sheet piles should a future final remedial

action proposed for Parcel E include such a barrier.

Site restoration activities under this option would include scraping and grading operations to place a

6 inch clay layer covered with a 1 foot topsoil layer over the entire area of known affected subsurface.
The clay layer will be placed to minimize rainfall infiltration over the area and to limit the effects of
residual affected groundwater from product and product-affected soils left in place. The topsoil will be
placed and seeded with native grass (with consideration given for listed California plants) to complete
the site restoration. Seeding is recommended for erosion control purposes until such time that a final
remedial action is implemented for Parcel E. The backfill shall be appropriately graded to allow for

proper surface runoff/drainage over the area.

6.3.1.2 Effectiveness

The sheet pile will not reduce hydrocarbon concentrations in the soil, but will reduce hazardous
substance migration. The Bay and adjacent environments will be more protected from the TPH-
affected soil and groundwater matrix. This remedial action does not reduce toxicity or volume, but
does reduce the mobility of the product. The permanence of the sheet pile will be limited to some
degree by the potential for steel corrosion over time, although protection (i.e., cathodic protection) may
be installed to protect the integrity of the wall. This option should include regional groundwater
pumping for gradient control as part of the final remedy to ensure migration control. Land use
restrictions or deed restrictions are likely to be necessary. For these reasons the long-term

effectiveness is considered to be good for this option.

The short-term effectiveness is considered excellent for this option. Protection of the community and
workers will be easily provided through environmental engineering controls and practices. On-site
workers will be protected from site hazards through implementation of a site-specific health and safety
plan. Removal operations will be controlled to comply with federal and state air quality and RCRA
waste handling requirements. The handling of affected soil is minimized, significantly reducing
associated health and safety issues. This option could be completed in a timely manner because

instaliation rates are high based on previous full-scale applications of these technologies.
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6.3.1.3 Implementability

The reliability of sheet piling is considered excellent. The technology is well known and has been
implemented full scale at numerous sites. Specialty contractors and equipment are readily available for

this process and the required equipment is based on standard construction equipment.

The operational difficulty of main concern is potentially encountering subsurface obstructions (i.e.,
buried riprap and debris). If refusal occurs, additional pile driving will be necessary to deviate around
the obstacle. This may slow installation and increase wall length, but the integrity and continuity of the
wall will not be compromised. The fluctuations of hydraulic pressures caused by tidal influences are

not expected to adversely affect this type of construction.

Construction equipment will require a 40-foot space on the inside (inland side) of the sheet pile, and a
10-foot space on the outside of the wall. Therefore the sheet pile will be installed approximately 10
feet from the Bay riprap shoreline. Three wells, located within the 50-foot strip along the Bay

shoreline, will be protected during the sheet pile installation and used for subsequent monitoring.

Air quality and health and safety concerns will be easily addressed based on past successful permitting
and operating experiences. No excavation or soil handling is necessary, reducing the difficulties
associated with these tasks. The technical feasibility of this option is considered to be very good.
Because the Site is federal property, there are no requirements for easements or right-of-way and
zoning variances to perform this work. The administrative feasibility for this option is considered very

good.
6.3.14 Cost

Table A-3 presents the estimated costs for installing sheet pile. The total direct and indirect costs have
been developed from reviews of recent bid costs and contractor estimates. If large boulders or other
debris are encountered during driving operations, costs may significantly increase. Cost estimates
assume standard joints are sufficient to meet permeability constraints. Groundwater monitoring costs
are not included. These costs will be addressed in other documents as part of the final remedial action
implemented for Parcel E. The total estimated cost for this option as reflected in Table A-3 is

$685,000. The total estimated cost does not include pre-installation sampling costs estimated at
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$52,000 or surface replacement costs (clay/topsoil) estimated at $140,000. However, these costs have

been included in the total estimated cost of $877,000 reflected in Table 7-2 for Alternative 1.

6.4 DISPOSAL OPTIONS
6.4.1 Off-Site Soil Disposal
6.4.1.1 Description

The off-site disposal option for soils includes the sampling, transportation, and disposal of product-
affected soils at an appropriate state-permitted landfill facility. The State of California has three classes

of landfills as described below.

Class I landfills accept hazardous waste as defined by state and federal regulations.

Class II landfills accept designated wastes as defined by Title 22 CCR and generally accept soil

according to the following waste parameters:

. Up to Title 22 CCR hazardous limits.
. 20,000 ppm for diesel.

. 5,900 ppm for gasoline.

. 10,000 ppm for waste oil.

J Less than 50 percent moisture content.
o Flashpoint greater than 140°F.

Class III landfills generally accept only nonhazardous solid wastes according to the following

parameters:
o 1,000 ppm for diesel and waste oils.
. 100 ppm for gasoline, kerosene, jet fuels.
. Less than 50 percent moisture content.
. Flashpoint greater than 140°F.
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Previous soil sampling and boring log information indicates that product-affected soils may be disposed
of at a Class II permitted facility. The estimated 39,200 tons (or approximately 50 percent) of soil
from the excavation to water table option will need to be disposed of at this Class II facility. As
required by the landfill facilities, stockpile characterization sampling will be performed at 50 cubic yard
intervals for TPH, and at 500 cubic yard intervals for metals, before final segregation and

transportation.

The off-site soil disposal option consists of the following activities:

° Soils characterization sampling at the specified intervals for TPH and metals
constituents.
. Drying of saturated, stockpiled soils to obtain a moisture content estimated at less than
50 percent.
. Segregation of soils acceptable for disposal at a Class II landfill facility.
. Transportation and disposal of soils at an appropriate landfill facility.
6.4.1.2 Effectiveness

The off-site disposal option (e.g., landfill disposal) will reduce potential risks associated with human
contact with product-affected soils at the Site. However, a long-term liability is created for the Navy
because treatment at the landfill is not required and the effectiveness and long-term integrity of the
landfill will determine whether the degree of mobility and potential risk have been reduced. Written
indemnification from landfills is available and offsets this liability. However, written indemnification
has not been proven to completely remove the liability. Protection of the environment is considered
good because physical removal significantly reduces any threat to the environment at the Site. The
long-term environmental protectiveness at the landfill depends on proper operation and maintenance
activities and the effectiveness of regulatory oversight. The RAOQ is achieved by landfilling because the
potential migration of product to surface or groundwater is significantly reduced. It is expected that
this option will comply and can be conducted in accordance with ARARs identified in Chapter 4.0.

The long-term effectiveness is considered to be very good for this option.

The short-term effectiveness is considered good for this option. Off-site transportation introduces the

potential risk of accidental release to the community. Protection of on- and off-site workers will be
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maintained through standard engineering controls and health and safety practices common to this
option. Removal opcrations will comply with federal and state air quality and RCRA waste handling
requirements. This option can be completed in a timely manner because it could be accomplished
without prior treatment (other than for moisture content) and transportation times are not lengthy given

the proximity of the landfills to the Site.

6.4.1.3 Implementability

The reliability of this option is considered excellent because transportation and disposal of TPH- and
metals-affected wastes have become a common practice, and the necessary equipment is readily
available. Two Class III landfills, the Ox Mountain facility in Half Moon Bay and the Vasco facility in
Livermore, are located near the Site. Nearby Class II landfills include the Keller Canyon facility in
Pittsburgh (45 miles) and the Altamont facility in Livermore (55 miles). Operational difficulties exist in
pre-treating soils for moisture content, but these are not considered unusual for this type of work.
Previous experiences with off-site disposal indicate that air quality and health and safety concerns will
be easily addressed, considering the moisture content and the low volatility of the heavy waste oil

product. The technical feasibility of this option is considered to be excellent.

While the Navy will not have to apply for a permit for landfill disposal, the landfill selected must be in
compliance with its own state and federal permits and the CERCLA off-site rule. Notification to the
BAAQMD is recommended to comply with air quality ARARs such as those for fugitive dust and
uncontrolled VOC emissions, however, there are no permits necessary from this agency. The

administrative feasibility for this option is considered very good.

6.4.1.4 Cost

Tables A-4 and A-5 present the estimated costs for the off-site soil disposal option for soil excavated
from above the water table and soil excavated from below the water table, respectively. The total
direct and indirect costs have been developed from reviews of recent bid costs and contractor estimates.
Post removal site control costs are not included because these costs will consist of continued
groundwater monitoring, an activity that will be addressed in other documents as part of the final
remedial action implemented for Parcel E. The total estimated cost for the off-site disposal with soil

excavated from above the water table as reflected in Table A-4 is $1,404,000. The total estimated cost
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for the off-site disposal with soil excavated from below the water table as reflected in Table A-5 is

$2,059,000. The following conditions during removal activities could significantly increase costs:

J The volume of soil to be transported and disposed of at landfills may be
underestimated.
. Moisture content of less than 50 percent may be difficult to achieve, necessitating

additional soil handling.

° Unit costs and acceptance criteria at landfills may vary.
6.4.2 Product Recycling
6.4.2.1 Description

The product recycling option includes the sampling, transportation, and disposal of product at an
appropriate, permitted nonhazardous or hazardous waste oil recycler. There are several nonhazardous
oil recyclers and refineries located in the vicinity of HPA including the Seaport Facility in Redwood
City and the Evergreen facility located in Newark, California. The only hazardous waste refinery
within California capable of refining used oils is the DeMenno/Kerdoon (DK) facility located in
Compton, California. Based on analysis of waste oils collected from monitoring wells at IR-03, the
LNAPL has physical characteristics similar to a used motor oil. Grab samples of the free-phase oil
floating on the water table were collected from four wells in the vicinity of IR-03 and were analyzed
for metals, VOCs, SVOCs, PCBs and pesticides, TPH as diesel, density, and ignitability. The
minimum and maximum concentrations of these compounds are summarized in Table 3-1. As shown,
the oil contained several SVOC constituents, PCBs, and metals concentrations. Collected product
could be recycled at a nonhazardous facility, however, further characterization sampling of stored
product will be required by these facilities. The product is acceptable for recycling at the hazardous
DK facility, but will require additional characterization sampling. For purposes of the EE/CA, we

have assumed that the product will be recycled at a hazardous waste oil recycler.
The product recycling option consists of the following activities:
. Product characterization sampling at frequencies required by the recycling facility.

. Transportation and disposal of product at an appropriate recycling facility.
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6.4.2.2 Effectiveness

Product recycling will significantly reduce potential risks associated with human contact with product at
the Site. Additionally, no long-term liability is created since the end-product of recycling is a base
stock oil and remaining byproducts are commonly re-sold for use at asphalt production plants. The
toxicity and mobility of the product are significantly reduced with its removal from the Site. Protection
of the environment is considered good because physical removal reduces any threat to the environment
at the Site. The remedial action objectives are achieved by recycling since the potential migration of
product to groundwater is significantly reduced. It is expected that this option will comply and can be
conducted in accordance with ARARs identified in Chapter 4.0. The long-term effectiveness is

considered to be excellent for this option.

The short-term effectiveness is considered good for this option. Off-site transportation introduces the
potential risk of accidental release to the community. Protection of on- and off-site workers will be
maintained through standard engineering controls and health and safety practices common to this

option. This disposal option can be implemented in a timely manner.

6.4.2.3 Implementability

The reliability of this option is considered excellent since transportation and disposal of waste oils have
become a common practice, and the equipment necessary is readily available. Air quality and health
and safety concerns will be easily addressed considering the heavy waste oil product and its relative

toxicity. The technical feasibility of this option is considered to be excellent.

There are no requirements for easements or right-of-way and zoning variances to perform this work
because the Site is located within City of San Francisco property. While the Navy will not have to
apply for a permit for recycling oil, the recyclery selected must be in compliance with its own state and

federal permits. The administrative feasibility for this option is considered very good.
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6.4.2.4 Cost

Table A-6 presents the estimated costs for the product recycling option. The total direct and indirect
costs have been developed from reviews of recent bid costs and vendor cost estimates. The total

estimated cost for this option as reflected in Table A-6 is $69,000.

The following condition during removal activities could significantly increase costs:

. Volume of product to be transported and disposed of at the recycling facilities may be
underestimated.

6.5 RESTORATION OPTIONS

After soil removal, the excavation will need to be restored to grade for future use. The two restoration
options retained for further consideration after the initial screening include (1) backfilling with

excavated overburden. not requiring off-site disposal, and (2) backfilling with clean imported fill.

6.5.1 Backfill with Excavated Unaffected Overburden

6.5.1.1 Description

With this option, the excavation will be filled with overburden that did not require off-site disposal.
However, as for the backfill with new fill options, any excavations below the water table will need to
be restored with crushed rock or pea gravel since it will not be possible to provide compaction through
the standing water in the excavation. The crushed rock or pea gravel will be imported to fill the
excavation to the water level (approximately 10 feet bgs). A geotextile fabric will be placed over the
rock to prevent the infiltration of fines. Treated soil or overburden will then be placed in the
excavation to a depth of 1.5 foot bgs and compacted in lifts to 90 percent relative compaction. A 6-
inch layer of clay material will then be placed to minimize rainfall infiltration over the area followed by
a 1 foot layer of top soil. The topsoil will be placed and seeded with native grass (with consideration
given for listed California plants) to complete the site restoration. Seeding is recommended for erosion
control purposes until such time that a final remedial action is implemented for Parcel E. The backfill

shall be appropriately graded to allow for proper surface runoff/drainage over the area.
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This restoration option is only used in conjunction with the backfill with new fill option for both

excavation to the water table and excavation below the water table removal options.

6.5.1.2 Effectiveness

Backfilling with overburden not requiring off-site disposal is considered to have very good long-term
effectiveness. The overburden will have been segregated and sampled to confirm it does not contain
free-phase product or concentrations of metals exceeding HPALs. The final top layer of backfill will
consist of 1 foot of topsoil. This will reduce the risk of potential human contact with any remaining
product-affected soils or soils with natural metals from the original fill. For this reason as well, use of
overburden soil will be considered protective of human health. The use of a 6-inch clay layer below
the topsoil will inhibit rainfall infiltration over the area, thereby limiting the possibility of future
groundwater degradation from any residual product or product-affected soils. It is expected that this
option will comply and can be conducted in accordance with ARARs identified in Chapter 4.0.

Overall, the long-term effectiveness is considered to be excellent for this option.

The short-term effectiveness is considered excellent for this option. Protection of the community and
workers will be easily provided through environmental engineering controls and practices. On-site
workers will be protected from site hazards through implementation of a site-specific health and safety
plan. Removal operations will comply with federal and state air quality and RCRA waste handling

requirements.

6.5.1.3 Implementability

The reliability of backfilling with overburden not requiring off-site disposal is considered excellent.
Backfilling and associated operations are easily conducted using standard construction equipment.
Based on fill assumptions, approximately 47,000 cubic yards of overburden are needed to fill the
excavation. Any excess overburden may be stored and used as fill elsewhere on HPA. Standard dust
control operation will need to be implemented during backfilling and compaction operations. Overall,

the technical feasibility of this option is considered to be good.

There are no permits necessary for backfilling the excavation. Overall, the administrative feasibility

for this option is considered good.
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6.5.1.4 Cost

Tables A-7 and A-8 include estimated costs for the backfilling with clean overburden option. The total
direct and indirect costs have been developed from reviews of recent bid costs and contractor estimates.
The cost calculations assume that clean overburden will only be replaced above the groundwater level
(11 feet bgs) up to 1.5 foot bgs. This will leave a volume of clean overburden to be used as fill
elsewhere on site. The Navy has indicated that excess soil could be used as a future landfill cover

foundation material for the industrial landfill in Parcel E.

Post removal site control costs are not included since these costs will consist of continued groundwater
monitoring, an activity that will be addressed in other documents as part of the final remedial action
implemented for Parcel E. The total estimated cost for this option as reflected in Tables A-7 and A-8 is
$135,000.

The following condition during replacement activities could significantly increase costs:

. Volume of the excavation that requires fill may be underestimated.
6.5.2 Backfilling with New Fill
6.5.2.1 Description

With this option, the excavation will be backfilled and compacted with new fill materials and
overburden not requiring off-site disposal. As described in Section 6.5.1, excavations below the water
table will be restored with crushed rock or pea gravel to reduce the need for compaction. The crushed
rock or pea gravel will be imported to fill the excavation to the water level (approximately 10 feet bgs).
A geotextile fabric will be placed over the rock to prevent infiltration of fines. Lifts of clean
overburden followed by new fill will then be placed in the excavation and compacted in lifts to 90
percent relative compaction to a depth of 1.5 feet bgs. A 6-inch layer of clay material will then be
placed to minimize rainfall infiltration over the area followed by a 1 foot layer of top soil. The topsoil
will be placed and seeded with native grass (with consideration given for listed California plants) to

complete the site restoration. Seeding is recommended for erosion control purposes until such time that
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a final remedial action is implemented for Parcel E. The backfill shall be appropriately graded to allow

for proper surface runoff/drainage over the area.

6.5.2.2 Effectiveness

The placement of new, clean fill below the water table or in the upper portions of the excavation is
considered to have good long-term effectiveness because the product-affected soils will have been
removed. This option is considered to be protective of human health and the environment because of
the new, clean fill and topsoil layers placed in the upper portion of the excavation. Additionally, the
use of a 6-inch clay layer below the topsoil will inhibit rainfall infiltration over the area, thereby
limiting the possibility of future groundwater degradation from any residual product or product-affected
soils. It is expected that this option will comply and can be conducted in accordance with ARARs

identified in Section 4.0.

The short-term effectiveness is considered excellent for this option. Protection of the community and
workers will be easily provided through environmental engineering controls and practices. On-site
workers will be protected from site hazards through implementation of a site-specific health and safety
plan. Removal operations will comply with federal and state air quality and RCRA waste handling

requirements.

6.5.2.3 Implementability

Technical and administrative implementation alternatives and available services and materials will be
considered for backfilling with new fill. The reliability of backfilling with new fill is considered
excellent. Backfilling and associated compaction of the excavation with clean fill is easily conducted
using standard construction equipment. Standard dust control operations will need to be implemented
during backfilling and compaction activities. Overall, the technical feasibility of this option is
considered to be good. There are no permits necessary for backfilling the excavation. The

administrative feasibility for this option is considered good.
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6524 Cost

Tables A-7 and A-8 present the estimated costs for the backfilling with new fill option. The costs are
divided into the two scenarios: excavation extending to 11 feet bgs (1 foot below the water level), and
excavation extending to 25 feet bgs. Costs presented include total direct and indirect costs and have
been developed from reviews of recent bid costs and vendor quotations. Post-removal site control costs
are not included. These costs will consist of continued groundwater monitoring, an activity that will be
addressed in other documents as part of the final remedial action implemented for Parcel E. Included
within Tables A-7 and A-8 are line item costs for surface replacement with clay and topsoil which are
also associated with the sheet pile barrier control option. The total estimated costs for the backfilling

with new fill options as reflected in Tables A-7 and A-8 are $710,000 and $1,512,000, respectively.

The following conditions during removal activities could significantly increase costs:

. Volume of the excavation that requires fill may be underestimated.

° Fill material may not be available from a local source and higher transportation costs
may be incurred.
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CHAPTER 7.0
REMOVAL ACTION ALTERNATIVES

7.1 TECHNOLOGY COMBINATIONS

In order to develop a removal action for the IR-03 former waste oil reclamation ponds, the specific
remedial technologies that have been evaluated in the preceding pages are assembled into one or more
alternatives that will encompass all phases of the removal action. Table 7-1 presents several
alternatives that combine technologies. These alternatives present a reasonable range of potential
removal actions. All of these alternatives meet the goals of the removal action to varying degrees.
They vary chiefly in the approach to reducing the threat of migration to San Francisco Bay and overall

cost.

Table 7-2 presents the cost for each alternative. These costs are summarized from the detailed
technology option cost estimates provided in Appendix A. As shown, proposed removal costs range

from $877,000 to $6,548,000, depending on the technologies used in each alternative.

Remedial alternatives are summarized below. Highlights of the effectiveness, implementability, and

cost-effectiveness of the alternatives component technologies are also presented.

7.1.1 Alternative 1

Alternative 1 includes installing a sheet piling subsurface barrier to provide a low permeability barrier
between the former waste oil ponds and the San Francisco Bay. This alternative is not complex and
can be rapidly implemented although sheet piling installation may be problematic because of the
potential for encountering subsurface obstacles. The pre-installation investigation will assist in
assessing subsurface lithology and presence of rubble and other obstacles. This technology does allow
for construction around limited obstructions. Additionally, the top surface of the entire site will be
regraded with a 6-inch clay layer and covered with 1 foot of topsoil. This surface replacement will
reduce surface-water infiltration, control dust and improve surface drainage characteristics. This
alternative is compatible with future remedial action because sheet pile wall can be used as a shored

excavation sidewall should the final remedial action involve excavation of affected soils. Additionally,
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the sheet piling can easily be extended horizontally (i.e., more sheet piles can be added) to lengthen the
subsurface barrier should the final remedial action include subsurface barriers in this vicinity. This

alternative is the least expensive alternative, estimated at $877,000.

7.1.2 Alternative 2

Alternative 2 includes excavating all affected soils and product to 25 feet bgs with disposal of excavated
affected soil and recovered product off site. This alternative provides the highest degree of removal,
however, it is relatively problematic to implement in the Site’s saturated soils, and it is much more
costly than excavating to just below the water table surface. This alternative provides the highest
degree of protection of San Francisco Bay and is consistent with future remedial action because it
removes most of the contaminants associated with IR-03. However, because of the saturated
excavation conditions, it will be difficult to verify that all product and product-affected soils have been
removed. Because of the rock fill placed below the water table, it may not be feasible to install future
groundwater monitoring or extraction wells in the excavation area if needed. Wells or sumps could be
installed as part of backfilling activities, but this would increase cost. Since the excavation will remove
most of the contaminants associated with IR-03 and will be restored with clean fill, it would greatly
reduce the potential for human exposures, including potential exposures to soil containing hazardous

substances. This alternative is the most costly alternative, estimated at $6,548,000.

7.1.3 Alternative 3

Alternative 3 includes excavating hazardous substances, product and product-affected soil to just below
the water table and disposing of the excavated soil and recovered product off site and placement of
clean overburden and new fill. This alternative also includes installation of a sheet piling subsurface
barrier to provide a low permeability barrier between the residual product below the water table and
San Francisco Bay. The sheet pile barrier will also serve as shoring during excavations adjacent to the
Bay. This alternative would be effective in removing accessible soil and free product above the water
table, and provide containment of affected materials not removed below the water table. This
alternative is readily implemented using traditional construction techniques. Since the excavation will
be restored with clean fill, it would greatly reduce the potential for human exposure, including potential

exposures to soil containing hazardous substances. This alternative is compatible with future remedial
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action since the sheet piling can be extended horizontally if additional barriers are part of the final

remedial action. This alternative is the second highest in cost, estimated to be $3,650,000.
7.2 PREFERRED REMOVAL ACTION ALTERNATIVE

Based on the analysis of the removal action technology options completed in Chapter 6.0, the preferred
alternative is Alternative 1. Alternative 1 can be rapidly implemented, meets the RAO and ARARs,
and is acceptable to the regulatory agencies. The containment of affected materials associated with IR-
03 is provided and the threat to San Francisco Bay is reduced. This alternative also provides a cost-
effective approach for future remedial alterﬁatives which will be consistent with future remedial actions

to be evaluated as part of the RI/FS process for Parcel E.

EECA-V6.TXT 7-3 October 1996



FINAL

CHAPTER 8.0
REFERENCES

EMCON Associates. 1987. Confirmation Study, Verification Step, Hunters Point Naval Shipyard
(Disestablished), San Francisco, California. March 19.

Harding Lawson Associates. 1993. Draft Treatability Study Work Plan, Operable Unit 1, IR-03,
Naval Station Treasure Island, Hunters Point Annex, San Francisco, California. June 17.

. 1991a. Phase I Aquifer Testing Results: Recommendation for Phase II Aquifer Testing,
Naval Station Treasure Island, Hunters Point Annex, San Francisco, California. May 15.

. 1991b. Product Recovery Site Characterization Investigation, Former Oil Reclamation
Ponds, Site IR-03, Naval Station, Treasure Island, Hunters Point Annex, San Francisco,
California. Novato, California. May 15.

Lawrence Livermore National Laboratory 1995. Recommendations to Improve the Cleanup Process
for California’s Leaking Underground Fuel Tanks. October 16.

Mare Island Naval Shipyard (MINS). Asbestos Survey Report of Naval Station Treasure Island,
Hunters Point Annex, Parcels B - E, San Francisco, California.

PRC Environmental Management, Inc. 1996. Personal communication with Peter Solberg.

. 1996a. Final Facility-Wide Groundwater Monitoring Plan, Hunters Point Annex, San
Francisco, California. April 5.

———— . 1996b. Engineering Evaluation/Cost Analysis, Site IR-1/21: Industrial Landfill Groundwater
Plume, Draft Final. May 24.

. 1995a. BRAC Cleanup Plan, Revision 1. Engineering Field Activity West, Naval Facilities
Engineering Command, Hunters Point Annex, San Francisco, California. February 24.

. 1995b. Draft Calculation of Hunters Point Ambient Levels. Engineering Field Activity
West, Naval Facilities Engineering Command, Hunters Point Annex, San Francisco,
California. April 11.

EECA-V6.TXT 8-1 October 1996



FINAL

REFERENCES (continued)

. 1994. Technical Memorandum Integration of Facility Wide Hydrogeologic Data (HPA
Hydrogeologic Report). Naval Air Station Treasure Island Hunters Point Annex, San
Francisco, California. May 27.

PRC Environmental and ECOVA Corporation. 1995. Draft Final Treatability Study Work Plan for
Treating Subsurface Petroleum Products at Site IR-03 by Biodegradation. San Francisco,
California. February 21.

PRC Environmental Management, Inc. and Harding Lawson Associates. 1993. Draft Final Parcel A
Inspection Report, Naval Station Treasure Island, Hunters Point Annex, San Francisco,
California. July 30.

State of California State Water Resources Control Board (SWRCB). 1993. California Enclosed Bays
and Estuaries Plan. Water Quality Control Plan for Enclosed Bays and Estuaries of California.
93-5WQ. April 11.

United States Environmental Protection Agency. 1995. Region IX Preliminary Remediation Goals
July through December 1995. San Francisco, California. September.

——— . 1994, Revised Interim Soil Lead Guidance for CERCLA Sites and RCRA Corrective Action
Facilities. July.

———. 1993. Guidance on Conducting Non-Time-Critical Removal Actions Under CERCLA.
Washington D.C. August.

——— . 1992. Preparation of Soil Sampling Protocols: Sampling Techniques and Strategies.
EPA/600/SR-92/128. September.

WESTEC Services, Inc. 1984. Initial Assessment Study, Hunters Point Naval Shipyard
(Disestablished), San Francisco, California. October.

EECA-V6.TXT 8-2 October 1996



FINAL

TABLE 2-1: THREATENED AND ENDANGERED SPECIES

ENGINEERING EVALUATION/COST ANALYSIS, HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

SPECIES COMMON NAME STATUS AT HPA DESIGNATION
M
;);horlgn;:us Chinook salmon Observed SSC (spring run)
shawytse SE, FT (winter run)
Spirinchus thaleichthys Longfin smelt Observed FC1
. . SE
Falco peregrinus Peregrine falcon Observed FE
. . SSC
Eremophila alpestris Horned lark May be present FC2
. - . SSC
Lanius ludovicianus Loggerhead shrike Observed FC2
Pelecanus occidentalis M
o California brown pelican May be present SE
californicus
FE
SsC
Geothlypis trichas Common yellowthroat May be present FC2
' SBS

Designation Codes:

SSC  California Department of Fish and Game Species of Special Concern
SE Listed as endangered by the State of California
FT Listed as threatened by the federal government
FE Listed as endangered by the federal government
FC1 Category 1 candidate for listing by the U.S. Fish and Wildlife Service (sufficient biological information is

available to support a proposal to list taxa as endangered or threatened)
FC2 Category 2 candidate for listing by the U.S. Fish and Wildlife Service {existing information indicates taxa

may warrant listing, but substantial biological information necessary to support a proposed rule is lacking)

SBS Sensitive Bird Species are designated as those that could become threatened or endangered in

the foreseeable future by the U.S. Fish and Wildlife Service

M Migratory Species

This table has been duplicated from EFA WEST, Hunters Point Annex BRAC Cleanup Plan - Revision 01, dated February 24, 1995.
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TABLE 2-2: SUMMARY OF MONITORING WELL CONSTRUCTION DETAIL
ENGINEERING EVALUATION/COST ANALYSIS

HUNTERS POINT ANNEX - SITE IR-03

SAN FRANCISCO, CALIFORNIA

DATE SCREENED TOTAL DEPTH WELL

WELLL.D. INSTALLED INTERVAL (feet) (feet bgs) le\ METER
(inches)
IRO2ZMW146A 1/7/92 6.0-18.0 18.5 4.0
IRO2ZMW173A 1/9/92 6.0-19.0 20.0 4.0
IRO2ZMW299A 6/3/92 6.0-21.0 21.5 4.0
IRO3MW218-A1 10/30/90 4.0-10.0 10.0 4.0
IRO3MW218-A2 10/31/90 12.5-17.5 17.5 4.0
IRO3MW218-A3 10/30/90 20.0-30.0 30.0 4.0
IRO3MW224A 1/6/92 45-12.5 12.5 4.0
IRO3BMW225A 12/19/91 4.0-19.0 19.0 4.0
IRO3BMW226A 12/19/92 4,0-19.0 19.5 4.0
IRO3MW228B 4/8/91 58.0 - 68.0 68.0 4.0
IRO3MW342A 6/30/92 5.0-14.5 15.0 4.0
IRO3MW369A 10/25/95 4.5-19.5 20.0 N/A
IROBMW370A 10/25/95 6.0-21.0 21.5 N/A
IROBMW371A 10/26/95 6.0-21.0 21.5 N/A
IRO3MWO-1 8/21/86 25-17.5 18.5 8.0
IRO3MWO-2 8/22/86 3.5-20.0 21.0 8.0
IRO3MWO-3 8/25/86 4.0-19.0 20.0 8.0
NOTES:

N/A - Not Available
bgs - below ground surface
Source: See Appendix B
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TABLE 3-1: COMPARISON OF ANALYTICAL RESULTS FOR PRODUCT, SOIL, AND REGULATORY DATA

ENGINEERING EVALUATION/COST ANALYSIS, HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA
(all data in mg/kg)

1,3-Dichlorobenzene
I2(5H)-F,Uranone,5,5-Dimethyl£6H802
2,4-Dimethylphenol

2,4-Dinitrotoluene

2-Chlorophenol
2-Methyl-4,6-Dinitrophenol
2-Methylnaphthalene

2-Nitroaniline

2H-Pyran-2,3-Diol, Tetrahydro-
Diacetate, Trans-C9H
3-Heptanone,2,4-Dimethyl-C9H180
4-Chloro-3-Methylphenol

4-Nitrophenol

7-Methyltridecane

Acenaphthene

Acenaphthylene

IRO3TBLS.XLS\Analytes

580

60

2600

93

0.76

0.13

1.4
23
2.0
1.6
32
33
19

10of5

2,800 sat

1,300 nc
130 nc
330 nc

3.9nc

360 (sat)

14,000 nc
1,400 nc
3,400 nc

41 nc

360 (sat)

Floating Product Values Soil Values HP.A PRGs TTLC TCLP
@ ®) Ambient @ © 0 Other
Soil Levels
ANALYTE Min. Max. Min. Max. Sample (9] Resid. Indust.
Count
TPH
TPH as Gasoline — — 0.5 1,000 123
TPH as Diesel 480,000 480,000 6.9 8,900 129
TRPH 800,000 800,000 30 30 30
Oil & Grease — _— 38 44,000 129
SEMIVOLATILE ORGANIC COMPOUNDS
1,2,4-Trichlorobenzene 0.80 142 620 nc 5,500 sat
1,2,4-Trimethylbenzene 1.3 1.3 1
1,2-Dichlorobenzene 25 25 2.8 142 2,300 nc 2,300 sat|
1,3,5-Trimethylbenzene 1.3 1.3 1

June 1996




FINAL

TABLE 3-1: COMPARISON OF ANALYTICAL RESULTS FOR PRODUCT, SOIL, AND REGULATORY DATA
ENGINEERING EVALUATION/COST ANALYSIS, HUNTERS POINT ANNEX - SITE [R-03
SAN FRANCISCO, CALIFORNIA

(all data in mg/kg)
. . HPA
Floating Product Values Soil Values . PRGs TTLC TCLP
@ ®) Ambient @ © @ Other
Soil Levels
ANALYTE Min. Max. Min. Max, | Samle © Resid. Indust,
Count

E

RSB

Benzo(G,H
<)

Dibenzofuran
Diethyl Phthalate
Diethylphthalate
Dimethyl Phthalate
Dimethylphthalate
Docosane
Dodecane,2,7,10-Trimethyl- C15H32
Fluoranthene

Fluorene

Heptadecane C17H36
Heptadecane,2,6-Dimethyl-C19H40
Hexadecane

Hexanedioic Acid, Dioctyl Ester

{4t 7o
Iron, Tricarbonyl{N-(Phenyl-2-
Pyridinylmethylene)B

IRO3TBLS.XLS\Analytes

47

37
72

47

37
200

83
0.3
10
0.3
1.6
0.5

20f5

260 nc
52,000 nc

10° max

2,600 nc
300 sat

i 27
2,700 nc
10° max

10° max

27,000 nc
300 sat

June 1996



FINAL

TABLE 3-1: COMPARISON OF ANALYTICAL RESULTS FOR PRODUCT, SOIL, AND REGULATORY DATA
ENGINEERING EVALUATION/COST ANALYSIS, HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

(all data in mg/kg)
. . HPA
Floating Product Values Soil Values . PRGs TTLC TCcLp
@ ®) Ambient @ © @ Other
Soil Levels
ANALYTE Min. Max. Min. Max. Sample (c) Resid. Indust.
Count
M-Terphenyl 0.24 17 6
Mcpa 0.34 1.0 4
N-Nitrosodiphenylamine — 2.4 142 91 ca 390 ca

AR LR % 2 &

Napthalene e 230 550 —_— 88 142 800 (sat) 800 (sat)
Octacosane C28H58 0.4 6.6 2

Octane,2,3,6-Trimethyl- C11H24 1.0 1.0 1

Octathiocane S8 0.17 0.59 2

Palmitic Acid 0.74 2.5 2

Pentachlorophenol — 1.9 142 2.5ca 7.9 ca
Pentacosane C22H52 0.96 7.8 4

Phenanthrene 160 480 —_— 97 142 .
Phenol _— 1.7 142 39,000 nc 10° max
Pyrene 33 110 —_— 47 142 2,000 nc 20,000 nc

VOLATILE ORGANIC COMPOUNDS

1,1-Dichloroethane — 0.54 137 840 nc 3,000 nc
1,2-Dichloroethene (total) —_— 2.0 137 75 nc 270 nc
1-Dodecanol,ethoxy 0.088 0.088 1
1,1,2-Trichloroethane —_ 0.003 137 1.4 ca 33ca
2-Hexanone — 0.081 137
Acetone — 3.7 137 2,000 nc 8,400 nc
Benzene ’ _ 0.19 137 1.4 ca 3.2ca
Carbon Disulfide — 0.29 137
Chlorobenzene 50 60 —_ 5.8 137 160 nc 570 nc
Ethylbenzene 4.9 7.7 0.0038 6.8 137 690 sat 690 sat
Methy! Ethyl Ketone 0.015 0.92 128 8,700 ca 34,000 ca
Methy! Isobutyl Ketone 0.0307 0.0307 128

IRO3TBLS.XLS\Analytes 3of5

0.5

0.5

0.5

100

200

June 1996



FINAL

TABLE 3-1: COMPARISON OF ANALYTICAL RESULTS FOR PRODUCT, SOIL, AND REGULATORY DATA
ENGINEERING EVALUATION/COST ANALYSIS, HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

(all data in mg/kg)
. . HPA
Floating Product Values Soil Values . PRGs TTLC TCLP
@ ®) Ambient @ © ® Other
Soil Levels
. . 1 .
ANALYTE Min. Max. Min. Max. Sample (c) Resid. Indust.
Count
Methylene Chloride —_ 0.24 137, 11 ca 25ca
Toluene 0.82 0.82 —_— 0.84 137 1,900 ca 2,800 ca
Xylenes 3 26 0.002 32 137 990 sat 990 sat
Tetrachloroethene 0.007 137 7.0ca 25 ca 0.7
Trichloroethene —_ 0.38 137, 7.1ca 17 ca 0.5
PESTICIDES / PCBs
4,4-DDD —_— 0.320 138 1.9ca 7.9 ca 1.0 0.14g
4,4-DDE —_ 0.054 138 1.3 ca 5,6 ca 1.0 01g
Beta BHC
METALS
Aluminum 4.5 7.1 3,298 53,299 128 77,000 nc 100,000 max
Antimony 3.5 310 128 9.05 500

ki )
Mercury
Molybdenum

IRO3TBLS.XLS\Analytes

40f5

June 1996



FINAL

TABLE 3-1: COMPARISON OF ANALYTICAL RESULTS FOR PRODUCT, SOIL, AND REGULATORY DATA
ENGINEERING EVALUATION/COST ANALYSIS, HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

(all data in mg/kg)
. . HPA
Floating Product Values Soil Values X PRGs TTLC TCLP
@ ®) Ambient « © " Other
Soil Levels
ANALYTE Min. Max. Min. Max, | Sample © Resid. Indust.
Count

Selenium 1.1 1.1 0.13 3.8 128 1.95 380 nc 8,500 nc 100 1.0
Silver 0.32 0.32 0.32 15 128 1.43 380 nc 8,500 nc 500 5.0
Vanadium 13 57.5 23 307 128 117.17, 540 nc 12,000 nc, 2,400
Zinc 5.6 29.3 9.0 4,120 128 109.86 23,000 nc 100,000 max 5,000
NOTES:

Only detected concentrations are presented.
All values in mg/kg.
Detection limits are included in Appendix B.

(@ Results of discrete oil samples obtained from Wells IRO3MWO-2, [IRO3MWO-3, IRO2ZMW146A, and IROZMW173A and composite oil sample from same wells (HLA 1993).
Soil data from previous investigations (see Appendix B).

(b}

(© Ambient soil levels from PRC, April 11, 1995. Hunters Point ambient soil levels for chromium, cabalt, and nicke! are based on the concentration of magnesium in each sample; thus, no single value

“applies to all samples.
(d

(e)

i TCLP - Toxicity Characterization Leaching Potential

g
(h)

() Chromium and/or chromium Ilf compounds.

IRO3TBLS.XLS\Analytes

PRG - U.S. EPA Region IX Preliminary Remediation Goals:

State of California Total Threshold Limit Value (TTLC) in mg/kg.

State of California Soluble Threshold Limit Value (STLC) in mg/L.
Toxic Substances Control Act (TSCA) PCB Spill Cleanup Policy, recommended cleanup level is 1 mg/kg for residential and 10-25 mg/kg for industrial land use.

ca - carcinogenic
cal - California Modified PRG
max - maximum allowed

5 of

5

sat - saturated level in soils
nc - non-carcinogenic

Shading indicates analyte with maximum concentration exceeding Residential PRGs or TTLCs, or both.

June 1996




FINAL

TABLE 4-1: POTENTIAL LOCATION-SPECIFIC ARARs
ENGINEERING EVALUATION/COST ANALYSIS, HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

Regulation

Purpose/Requirement

Applicability to Removal Action

Citation

Preliminary
Determination

Executive Order 11990

the short and long term, by requiring federal
agencies “avoid direct or indirect support of new
construction in wetlands whenever there is a
practicable alternative.”

in the HPA Base Clasure Plan. The two wetland
areas nearest to IR-03 are located approximately
1,000 feet to the southeast and northwest of the
site, respectively.

and Executive Order 1190

Coastal Zone Requires activities be conducted in a manner Parcel E and therefore the IR-03 site is within a Section 307(c) of 16 USC Applicable
Management Act; consistent with coastal zone management coastal zone. Intertidal mud flats are located 1451 et seq.
California Coastal Act programs. adjacent to IR-03. For any removal action involving
discharge within the coastal zone this requirement PRC Div. 20, Sections 30,000
is applicable. Section 30232 within the California et seq.
Act specifically provides for effective cleanup of
coastal zones affected by petroleum wastes.
Endangered Species Act; Requires action to avoid jeopardizing the Seven threatened and endangered species have 16 USC 1531 et seq.; Applicable
California Endangered continued existence of listed or endangered or been previously identified (Table 3-11 of the BCP) 50 CFR Part 402;
Species Act threatened species or modification of their habitat. | as existing near or within the boundaries of HPA, 40 CFR 6.320(h); FGC Div. 3,
The BCP also identifies 21 California special Chapter 1.5, Section 2050 et
animals and 2 species of special plants. seq.
Protection of Wetlands Limits adverse impacts to wetland areas, both in Four wetland areas were identified within Parcel E 40 CFR Part 6, Appendix A Applicable

Notes: ARAR Applicable or Relevant and Appropriate Requirement BCP
CERCLA Comprehensive Environmental Response, CFR
Compensation, and Liability Act of 1980 HPA

OSWER Office of Solid Waste and Emergency Response PCB

PRG Preliminary Remediation Goal TBC

TSCA Toxic Substances Control Act PRC

LSARARS.DOC

HPA Base Closure Plan
Code of Federal Regulations
Hunters Point Annex
Polychlorinated Biphenyls
To Be Considered

California Public Resources Code

CCR
FGC
LUFT
ppm
TPH

California Code of Regulations
California Fish and Game Code
Leaking Underground Fue! Tank
parts per million

Total Petroleum Hydrocarbons

June 1996



FINAL
TABLE 4-2: POTENTIAL ACTION-SPECIFIC ARARs
ENGINEERING EVALUATION/COST ANALYSIS, HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

Action

Regulation

Purpose/Requirement

Applicability to Removal
Action

Citation

Preliminary
Determination

Activities relating to the

Provides criteria for determining

Applicable for determining whether

40 CFR Part 261 and

Applicable

| handling of affected and Recovery whether a solid waste is a RCRA soils and floating product removed 22 CCR Div. 4.5,

soils and floating Act/Hazardous Waste hazardous waste. from IR-03 are RCRA hazardous Chapter 11
product Control Act wastes.
Excavation and off-site Resource Conservation Provides general requirements for Generator requirements will be 40 CFR Part 262 and | Applicable
disposal of hazardous and Recovery Act generators of RCRA hazardous applicable for excavated soils or 265 and 22 CCR Div.
soils/recycling of (RCRA); Generator wastes; establishes criteria for floating product that is considered a | 4.5, Chapter 12
floating product Requirements classification of solid and hazardous | RCRA hazardous waste and

waste disposal facilities. disposed of offsite.
Excavation and RCRA; Treatment and Provides general requirements for Temporary storage of excavated, 40 CFR Part 265 Applicable
temporary storage of Storage Requirements generators of RCRA hazardous potentially hazardous soils may be
hazardous soils on site wastes; establishes requirements to | required on site; site access controls

prevent unknowing and will need to be established.

unauthorized entry to active

portions of the facility.
Excavation, treatment Clean Air Act; State Establishes requirements for Contaminated soils containing VOCs | BAAQMD Relevant and
and/or redeposition of Implementation Plan; excavating, stockpiling and at low levels will be excavated, Appropriate
soils,on site Volatile Organic controlling aeration of soils stockpiled, covered and temporarily | Regulation 8, Rule 40

Compound (VOC) contaminated with VOCs. stored.
Emissions Requirements
ASARARS2.DOC Page 1 of 2 June 1996




FINAL
TABLE 4-2: POTENTIAL ACTION-SPECIFIC ARARs

ENGINEERING EVALUATION/COST ANALYSIS, HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

Action

Regulation

Purpose/Requirement

Applicability to Removal
Action

Citation

Preliminary
Determination

All on-site removal
activities

Clean Air Act; State
Implementation Plan;
Fugitive Dust

Establishes requirements to limit
the quantity of particulate matter
emissions from construction,

Excavation and handling of
excavated soils must be conducted in
compliance with fugitive dust

BAAQMD

Regulation 6

Applicable

Requirements demolition, excavation and related | requirements.
activities.
Notes: ARAR Applicable or Relevant and Appropriate Requirement BAAQMD Bay Area Air Quality Management District
CCR California Code of Regulations
CERCLA Comprehensive Environmental Response, Compensation, and Liability Act of 1980 CFR Code of Federal Regulations
HPA Hunters Point Annex OSWER Office of Solid Waste and Emergency Response
ppm parts per million PRG Preliminary Remediation Goal
RCRA Resource Conservation and Recovery Act TBC To Be Considered
TSCA Toxic Substances Control Act vocC Volatile Organic Compound

ASARARS2.DOC

Page 2 of 2
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FINAL

TABLE 5-1: SCREENING OF PROCESS OPTIONS
HUNTERS POINT ANNEX - SITE 1R-03
SAN FRANCISCO, CALFORNIA

PROCESS OPTION

DESCRIPTION

SCREENING COMMENTS

INSTITUTIONAL CONTROLS

REMOVAL OPTIONS

Groundwater Extraction

Remove groundwater using wells or collection trenches.

Not applicable for this removal action. Will be
considered in the final action.

Product Extraction from Wells

Recover product by extraction from wells.

Not applicable or effective based on HLA's field work
(HLA 1991b).

PHYSICAL BARRIER CONTROL OPTIONS

Slurry Wall

Construct a physical barrier around affected area by trenching and filling with low permeability
soil, bentonite and/or cement slurry.

Not applicable. Too difficult to install given the
subsurface soil conditions.

Grout Curtain

Grout poured into boreholes and mixed with soil in situ using dual augers, to form an
impermeable barrier in the subsurface.

Not applicable. Too difficult to install given the
subsurface soil conditions.

SCRNOPT2.D0C

Page 1 of 3

06-jun-96




FINAL

TABLE 5-1: SCREENING OF PROCESS OPTIONS
HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALFORNIA

PROCESS OPTION

DESCRIPTION

SCREENING COMMENTS

EX SITU PHYSICAL/CHEMICAL TREATMENT

Soil Washing/Thermal Desorption/
Chemical Oxidation/Stabilization

Physical, thermal, and chemical treatment of removed soils. Reduction or fixation of chemicals
of concern. Generally replaced in excavation void or recycled off site.

Not applicable for this removal action. Will be
considered in the final action.

BIOLOGICAL TREATMENT

Bioremediation
(Landfarm/Ex-situ soil)

Biodegradation stimulated by adding nutrients and periodically aerating soil.

Not applicable for this removal action.

Bioremediation (In-situ)

To facilitate microbial growth, nutrients are added using injection wells.

Not applicable. Unreliable due to subsurface soil
heterogeneity. May take a very long time.

IN SITU PHYSICAL/CHEMICAL TREATMENT

Bioventing/Air Sparging/ Steam
Sparging/ Soil-Vapor Extraction

Air flow is induced in subsurface through air injection and/or vacuum, above or below the
water surface. Oxygen is increased for biodegradation. Steam may be used to enhance
volatilization of organic contaminants,

Not applicable. Unreliable due to subsurface soil
heterogeneity and physical characteristics of product.

Thermally/Chemically Augmented
Recovery

Hot water and/or surfactant-containing water injected into an aquifer through injection wells;
groundwater and product extracted from extraction wells,

Not applicable. Unreliable due to subsurface soil
heterogeneity.

DISPOSAL

SCRNOPT2.DOC

Page 2 of 3
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FINAL

TABLE 5-1: SCREENING OF PROCESS OPTIONS
HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALFORNIA

PROCESS OPTION DESCRIPTION SCREENING COMMENTS

RESTORATION

Notes:

1. Potentially applicable technology process options are shown as shaded.
2. Reference cited: HLA, 1991. Product Recovery Site Characterization Investigation, Former Oil Reclamation Ponds, Site IR-03, Naval Station Treasure Island, Hunters Point Annex,

San Francisco, California. May 15.

SCRNOPT2.DOC Page 3 of 3 06-Jun-96



TABLE 6-1: SUMMARY OF REMOVAL AND CONTROL OPTION EVALUATION

FINAL

HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

CONTROL OPTIONS

REMOVAL OPTIONS
Excavate to Water Table Excavate Below Water Table Install Sheet P'h.n 8
Subsurface Barrier
Remove Product 0 + —
Reduce Potential Product Mobility 0 + +
Implementability + 0 +
Cost $$ $$$$ $

Relatively Effective or Implementable.
Moderately Effective or Implementable.
- Not Very Effective or Implementable,
$$$ = Relative Cost.

+
0

mowoy

IRO3TBLS.XLS\Removal2

June 1996



FINAL

TABLE 6-2: SUMMARY OF DISPOSAL AND RESTORATION OPTION EVALUATION
HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

DISPOSAL OPTIONS RESTORATION OPTIONS
Offsite Disposal Product Recycling Replace Overburden Place New Fill
Effectiveness + + 0 +
Implementability + + + +
Cost $$ $ $ $$

Relatively effective or Implementable.
Moderately Effective or Implementable.
Not very Effective or Implementable.
$$ = Relative Cost.

+
0

o

IRO3TBLS.XLS\Treat2 June 1996



IRO3TBLS.XLS\ALT-V2

TABLE 7-1: ALTERNATIVE TECHNOLOGY COMBINATIONS

FINAL

HUNTERS POINT ANNEX - SITE IR-03

SAN FRANCISCO, CALIFORNIA

Alternative 1

Alternative 2

Alternative 3

Removal Actions

Excavate to Water Table/Product

Extraction from Open Excavation X X
Excavate Below Water Table X
Control Action
Sheet Pile Subsurface Barrier X X
Disposal Actions
Off-Site Soil Disposal X X
Product Recycling X X
Restoration Action
Backfill with New Fill X X

05-Jun-96



FINAL

TABLE 7-2: COMPARATIVE COST ANALYSIS OF ALTERNATIVES
HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

Alternative 1 Alternative 2 Alternative 3
REMOVAL ACTIONS
Excavate to Water Table/Product Extraction from Open
Excavation 782,000 782,000
Excavate Below Water Table ' 722,000
CONTROL ACTION
Sheet Piling Subsurface Barrier 685,000 685,000
Surface replacement with clay/topsoil layers m 140,000
Pre-installation soil sampling @ 52,000
DISPOSAL ACTIONS
Off-Site Soil Disposal (excavation to the water table) 1,404,000 1,404,000
Off-Site Soil Disposal (excavation below the water table) 2,059,000
Product Recycling ’ 69,000 69,000
RESTORATION ACTION
Backfill with New Fill ® 1,512,000 710,000
TOTAL COST: $877,000 $6,548,000 $3,650,000
NOTES:

Detailed costs are presented in Appendix A.

(1) Costs derived from elements in Table A-7 plus $25,000 for grading.

(2) Costs derived from elements in Tables A-1 and A-2.

(3) Backfill costs include replacement of approximately 27,000 cubic yards of clean overburden.

IRO3TBLS.XLS\CSTSUMV2 05-Jun-96



-

51058001.CDR 031196KSB/EM

- SanPablo

® Fairfield

Bay

Concord

Berkeley
®

': Oakland
& :

-5

Fremont

Palo Alto

San Jose

Figure 1-1 : HUNTERS POINT ANNEX IR-03 VICINITY MAP

Project No. 5105

LEVINE-FRICKE

ENGINEERS. HYDROGEOLOGISTS & APPLIED SCIENTISTS




PRR

/datad/hunters/amis/byptpl.map

1/03/95

N

~,

o
m:.. %

Va

A iR AR
Ao " !
G
i v
Hatila

LEGEND

agg  BUILDING NUMBERS
PARCEL BOUNDARIES
BASE BOUNDARY

IR SITES

m WETLAND AREAS IN THE
VICINITY OF IR-03

400 0 400 800
e e e —
SCALE: 1" = 800

SOURCE:
PRC ENVIRONMENTAL MANAGEMENT, INC., EE/CA
SITE IR-1/21 DATED MARCH 13, 1996

Figure 1-2:
HUNTERS POINT ANNEX
SAN FRANCISCO, CALIFORNIA
SITE IR-03 EE/CA '
FACILITY IR SITES

Project No. 5105

LEVINE-FRICKE

ENGINEERS, HYDROGEOLOGISTS & APPUED SCIENTISTS




5105B001.CDR 032196EBK/EM

@ [R0O2B293

@ RO2TA35A
® R02TA34A
® |R02TA3SB
®
IR02TA34B ® [R03B337

Ro2B0%8 .. IR02B098D

‘g'ﬁ""%,
V‘% e

2

IRO3TA47E @

@® IRO3B217

IRO2TA36A

IR03B338 @

IR02B166A
(]
@® [R02B166
IRO2TA36B

N ~ [RO3TA47B ® IRO3TA47D ‘. IROITASIB @® IR0O3TAS3A
~ & o e ® IRO3TAS3E &
4 @ IRO3TA47C . IRO3MW224A
™ [RO2MWId6A s \ﬁ' IRO3TAS3C
.1,,‘ . :.r ‘L“‘-;, ‘ .
£ IRO3TAS3D S
K P IRO3B219C
4 @ RO3E
; ¢ .~ @ [RO3TAS2G
'«ﬂn‘ IRO3B219B @ IR03B219 @ IR03B227
IR03BZ1G @ “~R03TAS2A ® @ [Ro3TASIE
h y IRO3MWO-1 Sy
N\ Y % IRO3TAS2E @ @ [RO3TASZE
\ IRO3TA48A @/~ ® IRO3TA4SB o
\ : IRO3TASO0A RO3TA2C s
] e
ROIMWO-3% & IROIMW225A " "
N\ IRO3TA52D Se
\ ‘-- IR-03
WO\ ROMW369A ® [R0358367
\ % @ [R0O3B228A ;
N B IR03B221
N “ IROSMW218A gmom .
0 20 40 60 FEET Y [ROZMW218A ;'.
L I . \ %
' * IRO3MW218A ROTASIE +
3 * 4 IROBMW226A yid
‘1-% : . K
IRO3TA49A @ & ROIMWO-2 IRO3TAS 1A
N RO3B223
N @ PA4TTA06
& IROZMW370A
: v, IROIMW3TIA -
SAN FRANCISCO BAY

® R02TAITB

IR03B340

@ [RO2TA38B Ty,
\\\:\
.
\
@ [RO2TA39A \
[RO3B220 IR02B299
® ® 1R02TA39B PY N
® 4 1R02MW299A \\\
IRO3B341 NG
Y ® 1R02B170 ™~
@ [RO2TA40B IRO2TA39C
AN
& [ROMW173A
& Ro3MW342A

® |R02TA40A

® RO2TA38A

—

EXPLANATION

A-zone monitoring well with product
or TOG detection

B-zone monitoring well with product
or TOG detection

Soil boring with product or TOG
detection

Location of Waste Oil Reclamation
Ponds from 1948 air photos
(WESTEC, 1984)

IR-03 site boundary

®
IRO2TA41A

Figure 2-1 :

IR-03 WASTE OIL RECLAMATION POND
LOCATION MAP

I O Project No. 5105 LEVINE'FRlCKE

ENGINEERS, HYDROGEOLOGISTS & APPLIED SCIENTISTS




IROSMWO—1
—0.48

IRO3MWO—3 ROSMW2288 IRO2ZMW299A
- 2

(4.12) _
IRO3MW225A IRO3MW226R~< &

J\ENGCAD\ 51w \IR3—NEW

IRO3MW218A1 IRO2MW173A e A
IRO3MW218A3 IROSMWO=2
0.65
Q
D
0 75 150 FEET
' ' ' SAN FRANCISCO BAY
NOTES:

1) WATER-LEVELS WERE MEASURED MAY 22, 1995.

2) BECAUSE FACILTY—-WIDE GROUNDWATER LEVELS WERE
TAKEN OVER A 7—HOUR PERIOD, GROUNDWATER
CONTOURS MAY BE AFFECTED IN AREAS WITH TIDAL
INFLUENCE.

ADOPTED FROM: FINAL FACILITY—WIDE GROUNDWATER MONITORING PLAN, HUNTERS POINT ANNEX. SAN FRANCISCO, CALIFORNIA. PRC, APRIL 5, 1996
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FINAL

APPENDIX A
GENERAL ASSUMPTIONS USED IN ESTIMATING COSTS
ENGINEERING EVALUATION/COST ANALYSIS - IR-03
HUNTERS POINT ANNEX
SAN FRANCISCO, CALIFORNIA

e The costs presented are for comparison purposes only and are intended to have an estimated
accuracy of only +50 percent to -30 percent (CERCLA Feasibility Study Criteria). Many design
variables and permitting requirements have not been established. Construction cost estimates will
be refined after system design is complete. A contingency of 20 percent of direct costs is included
in these estimates to reflect the engineering uncertainty.

e Estimated costs for excavation, backfilling, disposal, and soil transportation and activities (all other
direct costs) assume that the Navy will contract with the RAC contractor directly.

e No provisions for groundwater treatment other than oil/water separation of fluids collected in the
stockpile area are included in these cost estimates. Any encountered fluids that may be incidentally
removed during excavation operations will be collected in the stockpile area and routed through an
oil/water separator before they flow back into the excavation.

e For purposes of this EE/CA, preliminary shoring costs have been developed. The estimated costs
for 800 lineal feet of sheet piling (to 27 feet bgs) adjacent to the shoreline (required for soils
excavation from ground surface to 11 feet bgs) are included within Table A-3. If excavating to 25
feet bgs, 800° of panel excavation is required along the shoreline in lieu of shoring. Panel
excavation costs have been included within Table A-2.

e Pre-excavation sampling for the excavation options will comprise a two-week characterization
program assuming up to 200 analytical samples. Samples will be analyzed for TPH, TOG, PCBs,
and metals. TPH and TOG will be the indicator analytes of interest combined with visual
observations of stained soils, to determine the limits of soil excavation.

¢ Following excavation activities (for either excavation option) to the depth of the existijng water
table and to the limits set by pre-excavation sampling or visual product observations, sidewall
sampling will be performed at 100-foot intervals to characterize soils that are left in place. Samples
will be collected at depths just above the existing water table and be analyzed for TPH, TOG,
PCBs, and metals.

¢ In general, soil stockpile sampling will comprise analytical testing for TPH, PCBs, and metals,
based on one composite sample for each 100 cubic yards to determine unaffected overburden
quantity acceptable for replacement in excavation. Off-site soil disposal has a requirement of one
TPH analysis for every 50 cubic yards and one metals analysis for each 500 cubic yards.

e A 1-foot buffer layer of top soil will be placed over any overburden replaced in the excavation.

Any excess clean overburden will be disposed of at the IR-1/21 industrial landfill for use as a
foundation layer.

eeca-v4.asm A-1 June 1996



FINAL

APPENDIX A
GENERAL ASSUMPTIONS USED IN ESTIMATING COSTS
HUNTERS POINT ANNEX - IR-03
SAN FRANCISCO, CALIFORNIA

The estimated volume of unsaturated soil if excavated to the water table is 54,000 cubic yards,
based on a conservative footprint area, assuming the 0- to 5-foot-bgs isoconcentration contour is
representative of affected soil to 11 feet bgs. Costs assume that 50 percent of the unsaturated soil
(27,000 cubic yards) will be sampled, verified as acceptable, and backfilled in the excavation.
Therefore, 27,000 cubic yards will require off-site disposal.

The estimated volume of saturated soil excavated from the water table elevation to 25 feet bgs is
38,500 cubic yards. This assumes that the footprint area for the 0- to 5-foot-bgs isoconcentration
contour is applicable from 11- to 15-feet-bgs. Each isoconcentration contour is used for the
respective S-foot interval to the total depth of 25 feet bgs. For example, the footprint area derived
from the 15- to 20-foot-bgs isoconcentration contour is used in the 15- to 20-foot-bgs volume
calculation.

The estimated volume of recoverable (semi-mobile) floating product from the open excavation is
40,000 gallons. This volume is based on preliminary product thickness data and assumed soil
properties.

A density of 1.45 tons per cubic yard of soil has been used in these cost estimates.
Levine-Fricke assumes standard turnaround time for analytical costs.

Levine-Fricke assumes that two existing concrete decontamination pads and a 3.5-acre soil storage
area are available directly adjacent to site. It is also assumed that clean soil is available adjacent to
the Site for berming material.

It is assumed that an imported fill source is located within 10 miles of the Site.

Analytical sampling for recycling of recovered floating product will be one sample for each
1,000-gallon frequency. Analytes are anticipated to be metals, PCBs, and SVOCs but may vary
depending upon initial characterization and the recycling facility’s requirements.

Engineering design and planning cost estimates depend on technical complexity and the range of
direct cost as shown below:

5 percent for options with low complexity

8 percent of direct costs > $1,000,000 (high complexity)

10 percent of direct costs < $1,000,000 (high complexity)

Construction oversight, inspection, management, and testing range with complexity and direct costs
as shown below:

5 percent for options with low complexity

8 percent of direct costs > $1,000,000 (high complexity)

10 percent of direct costs < $1,000,000 (high complexity)

Health and safety and monitoring are assumed to be 2 percent of direct costs with permitting fees
estimated at 5 percent of direct costs.

eeca-v4.asm A-2 June 1996



FINAL

TABLE A-1: ESTIMATED COSTS FOR EXCAVATION TO THE WATER TABLE

HUNTERS POINT ANNEX - SITE IR-03

SAN FRANCISCO, CALIFORNIA

Item Quantity Unit $/Unit Sub-Total Total Costs
DIRECT COSTS
Mobilization:
contractor mob/demob 1 item 8,000 8,000
utility clearance/survey 1 item 1,000 1,000
surveying 1 item 10,000 10,000
project signs 2 item 500 1,000
warning signs 10 item 125 1,250
well protection 4 wells 750 3,000
well abandonment 7 wells 2,000 14,000
temporary fencing 1,600 lineal feet 5.0 8,000
Storage Area Prep:
berming 3,200 lineal feet 3.5 11,200
tining 152,500 square foot 1 152,500
collection trenches 1,500 lineal feet 6 9,000
Removal:
excavation & stockpiling (*) 54,000 cubic yards 3.7 199,800
product extraction and temp. storage 40,000 gallons 0.2 8,000
dust control 4 weeks 3,000 12,000
safety equipment (PPE, FID) 4 weeks 1,100 4,400
Sampling: - :
drill rig, personnel & equipment (pre-excavation) 2 weeks 5,000 10,000
analytical costs (pre-excavation) 200 samples 100 20,000
field personnel (pre-excavation) 90 hours 50 4,500
analytical costs (overburden stockpile) 270 samples 200 54,000
TOTAL: DIRECT COSTS $532,000
INDIRECT COSTS
engineering design and planning 0.10 total direct 53,200
construction inspection, management and testing 0.10 total direct 53,200
permitting 0.05 total direct 26,600
health, safety & monitoring 0.02 total direct 10,640
contingency 0.20 total direct 106,400
TOTAL: INDIRECT COSTS $250,000
TOTAL COSTS: DIRECT + INDIRECT $782,000

(*) Does not include sheet pile shoring costs (see Table A-3).

IRO3TBLS.XLS\Excavate
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TABLE A-2: ESTIMATED COSTS FOR EXCAVATION BELOW THE WATER TABLE
HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

FINAL

Item Quantity Unit $/Unit Sub-Total Total Costs
DIRECT COSTS
Mobilization: Lo
contractor mob/demob 1 item 8,000 8,000
surveying 1 item 10,000 10,000
well protection 4 wells 750 3,000
Removal: i
excavation & stockpiling (*) 38,500 cubic yards 5.2 200,200
shoring 12,000 square feet 18 216,000
dust control 9 weeks 3,000 27,000
safety equipment (PPE, FiD) 9 weeks 1,100 9,900
Pre:excavation Sampling:
drill rig personnel & equipment 1 weeks 5,000 5,000
analytical costs 100 samples 100 10,000
field personnel 45 hours 50 2,250
TOTAL: DIRECT COSTS $491,000
INDIRECT COSTS
engineering design and planning 0.10 total direct 49,100
construction inspection, management and testing 0.10 total direct 49,100
permitting 0.05 total direct 24,550
health, safety & monitoring 0.02 total direct 9,820
contingency 0.20 total direct 98,200
TOTAL: INDIRECT COSTS $231,000
TOTAL COSTS: DIRECT + INDIRECT $722,000

(*) Includes costs for dragline excavation techniques (11" to 25' bgs), and 800 feet of panel excavation from O to 11' bgs.
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TABLE A-3: ESTIMATED COSTS FOR SHEET PILING SUBSURFACE BARRIER INSTALLATION

FINAL

HUNTERS POINT ANNEX - SITE IR-03

SAN FRANCISCO, CALIFORNIA

Item Quantity Unit $/Unit Sub-Total Total Costs
DIRECT COSTS
Mobilization: ey
contractor mob/demob 1 item 8,500 8,500
project signs 2 item 500 1,000
~arning signs 10 item 125 1,250
well protection 3 wells 750 2,250
temporary fencing 1,600 lineal feet 5 8,000
Installation:
drill rig personnel & equipment 16 boring 240 3,840
field personnel 44 hour 50 2,200
truck 50 day 50 2,500
sheet piling subsurface barrier installation (to 27 feet bgs) 21,600 square feet 20 432,000
safety equipment (PPE, FID) 4 weeks 1,100 4,400
TOTAL: DIRECT COSTS $466,000
INDIRECT COSTS
engineering design and planning 0.10 total direct 46,600
construction inspection, management and testing 0.10 total direct 46,600
permitting 0.05 total direct 23,300
health, safety & monitoring 0.02 total direct 9,320
contingency 0.20 total direct 93,200
TOTAL: INDIRECT COSTS $219,000
TOTAL COSTS: DIRECT + INDIRECT $685,000
NOTES:
1. See Table A-7 for line item costs associated with site restoration activities under this option (costs not included here).
2. "Pre-installation” soil sampling costs consist of "pre-excavation" sampling costs included in Tables A-1 and A-2 (costs not included here).
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TABLE A-4: ESTIMATED COSTS FOR OFF-SITE SOIL DISPOSAL
(EXCAVATION TO THE WATER TABLE - 11' bgs)
HUNTERS POINT ANNEX - SITE IR-03

SAN FRANCISCO, CALIFORNIA

FINAL

ltem Quantity Unit $/Unit Sub-Total Total Costs
DIRECT COSTS
Mobilization:
contractor mob/demob 1 item 4,000 4,000
Soil:Preparation/Sampling:
stockpile sampling (TRPH) 540 samples 100 54,000
stockpile sampling (Metals) 54 samples 70 3,780
Transportation and Disposal:
loading and transportation 39,215 tons 3.50 137,253
soil disposal at Class Ii facility 39,215 tons 20 784,300
liner disposal at Class 111 facility 25 tons 14 350
dust control 10 weeks 3,000 30,000
safety equipment (PPE, FID) 10 weeks 1,100 11,000
TOTAL: DIRECT COSTS $1,025,000
INDIRECT COSTS
engineering design and planning 0.05 total direct 51,250
construction inspection, management and testing 0.05 total direct 51,250
manifesting 0.05 total direct 51,250
health, safety & monitoring 0.02 total direct 20,500
contingency 0.20 total direct 205,000
TOTAL: INDIRECT COSTS $379,000
TOTAL COSTS: DIRECT + INDIRECT $1,404,000
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TABLE A-5: ESTIMATED COSTS FOR OFF-SITE SOIL DISPOSAL
(EXCAVATION BELOW THE WATER TABLE - 25' bgs)
HUNTERS POINT ANNEX - SITE IR-03

SAN FRANCISCO, CALIFORNIA

FINAL

Item Quantity Unit $/Unit Sub-Total Total Costs
DIRECT COSTS
Mobilization:
contractor mob/demob 1 item 4,000 4,000
Soil Preparation/Sampling:
stockpile sampling (TRPH) 770 samples 100 77,000
stockpile sampling (Metals) 77 samples 70 5,390
Transportation and Disposal:
soils drying/aerating 55,810 tons 1 55,810
loading and transportation 55,810 tons 3.50 195,335
soil disposal at Class 1l facility 55,810 tons 20 1,116,200
liner disposal at Class Il facility 25 tons 14 350
dust control 12 weeks 3,000 36,000
safety equipment (PPE, FID) 12 weeks 1,100 13,200
TOTAL: DIRECT COSTS $1,503,000
INDIRECT COSTS
engineering design and planning 0.05 total direct 75,150
construction inspection, management and testing 0.05 total direct 75,150
manifesting 0.05 total direct 75,150
health, safety & monitoring 0.02 total direct 30,060
contingency 0.20 total direct 300,600
TOTAL: INDIRECT COSTS $556,000
TOTAL COSTS: DIRECT + INDIRECT $2,059,000
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TABLE A-6: ESTIMATED COSTS FOR PRODUCT RECYCLING
HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

FINAL

Item Quantity Unit $/Unit Sub-Total Total Costs
DIRECT COSTS
Mobilization: -
contractor mob/demob 1 item 2,000 2,000
Soil Preparation/Sampling:
product sampling 40 samples 150 6,000
Transportation and Disposal:
disposal at hazardous waste oil recycler (*) 40,000 gallons 0.99 39,600
safety equipment (PPE, FiD) 2 weeks 1,100 2,200
TOTAL: DIRECT COSTS $50,000
INDIRECT COSTS
engineering design and planning 0.05 total direct 2,500
construction inspection, management and testing 0.05 total direct 2,500
manifesting 0.05 total direct 2,500
health, safety & monitoring 0.02 total direct 1,000
contingency 0.20 total direct 10,000
TOTAL: INDIRECT COSTS $19,000
TOTAL COSTS: DIRECT + INDIRECT $69,000

(*) Includes loading, transportation and disposal

IRO3TBLS.XLS\OilHaz

05-4un-96




FINAL

TABLE A-7: ESTIMATED COSTS FOR BACKFILL WITH NEW HILL

(EXCAVATION TO THE WATER TABLE - 11' bgs)
HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

Item Quantity Unit $/Unit Sub-Total Total Costs
DIRECT COSTS
Mobilization: :
contractor mob/demob 1 item 8,000 8,000
surveying 1 item 10,000 10,000
Restoration:
clean fill (purchase, place & compact) 20,000 cubic yards 10 200,000
replace overburden (place & compact) 27,000 cubic yards 5 135,000
clay layer (1-1.5 ft bgs) (purchase, place & compact) * 2,500 cubic yards 15 37,500
topsoil (0-1 ft bgs) (purchase, place & compact) * 5,000 cubic yards 15 75,000
seeding, fertilizing and mulching 2.8 acres 500 1,400
dust control 4 weeks 3,000 12,000
safety equipment (PPE, FID) 4 weeks 1,100 4,400
TOTAL: DIRECT COSTS $483,000
INDIRECT COSTS _
engineering design and planning 0.10 total direct 48,300
construction inspection, management and testing 0.10 total direct 48,300
permitting 0.05 total direct 24,150
health, safety & monitoring 0.02 total direct 9,660
contingency 0.20 total direct 96,600
$227,000
TOTAL COSTS: DIRECT + INDIRECT $710,000
* Restoration items also associated with sheet pile barrier control option.
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FINAL

TABLE A-8: ESTIMATED COSTS FOR BACKFILL WITH NEW FILL

(EXCAVATION BELOW THE WATER TABLE - 25' bgs)
HUNTERS POINT ANNEX - SITE IR-03
SAN FRANCISCO, CALIFORNIA

Item Quantity Unit $/Unit Sub-Total Total Costs
DIRECT COSTS
Mobilization: :
contractor mob/demob 1 item 8,000 8,000
surveying 1 item 10,000 10,000
Restoration::
crushed rock (11-25 ft bgs) 55,800 tons 10 558,000
clean fill (purchase, place & compact) 20,000 cubic yards 10 200,000
replace overburden (place & compact) 27,000 cubic yards 5 135,000
clay layer (1 to 1.5 ft bgs) (purchase, place & compact) * 2,500 cubic yards 15 37,500
topsoil (0-1 ft bgs) (purchase, place & compact) * 5,000 cubic yards 15 75,000
geotextile fabric 133,000 square feet 0.12 15,960
seeding, fertilizing and mulching 2.8 acres 500 1,400
dust control 4 weeks 3,000 12,000
safety equipment (PPE, FID) 4 weeks 1,100 4,400
TOTAL: DIRECT COSTS $1,057,000
INDIRECT COSTS
engineering design and planning 0.08 total direct 84,560
construction inspection, management and testing 0.08 total direct 84,560
permitting 0.05 total direct 52,850
health, safety & monitoring 0.02 total direct 21,140
contingency 0.20 total direct 211,400
TOTAL: INDIRECT COSTS $455,000
TOTAL COSTS: DIRECT + INDIRECT $1,512,000
* Restoration items also associated with sheet pile barrier control option.
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FINAL

THIS APPENDIX CONTAINS EXCERPTS FROM
THE UNPUBLISHED INTERNAL WORKING COPY DOCUMENT
“Preliminary Draft
Operable Unit-1 (OU-1) Summary of Remedial Investigation
Naval Station Treasure Island
Hunters Point Annex”

Prepared by: HLA in September 1993

DISCLAIMER

The unpublished preliminary draft report and data for OU-1, prepared by HLA in September 1993,
were provided to Levine-Fricke by PRC in 1996. The report was used to obtain descriptions of IR-03
site history, geology, and hydrogeology as well as limited summaries of soil and groundwater data.
Data and descriptions were used assuming proper QA/QC was completed. Levine-Fricke did not verify
these interpretations against original analytical laboratory reports, field notes, or any other source
documents. This is a proper level of effort given the scope of a removal action. Final presentation of
this data will be provided in the Parcel E Remedial Investigation.

The database used for the IR-03 EE/CA (Appendix B4) includes all detectable soil and groundwater
data provided by PRC up to June 1996, and should contain more data than the unpublished preliminary
draft OU-1 report prepared in 1993. The database will be completed and validated in the Remedial
Investigation Report for Parcel E.
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DRAFT FINAL

CONTENTS

Notes to Tables

B1

B2

B3

B4

Selected Text Sections Applicable to IR-03

Soil Boring Logs for IR-03 Vicinity

Monitoring Well Boring Logs and Well Construction Detail for IR-03 Vicinity
Database for IR-03 Vicinity

Table B4-1: Inorganic Chemicals Detected in Soil and Other Soil Parameters,
IR-03 Engineering Evaluation/Cost Analysis HPA (Parcel E Database)

Table B4-2: Organic Chemicals Detected in Soil, IR-03 Engineering Evaluation/Cost Analysis
HPA (Parcel E Database)

Table B4-3: Inorganic Chemicals Detected in Groundwater and Other Groundwater
Parameters, IR-03 Engineering Evaluation/Cost Analysis HPA (Parcel E Database)

Table B4-4: Organic Chemicals Detected in Groundwater, IR-03 Engineering Evaluation/Cost
Analysis HPA (Parcel E Database)

Table B4-5: Chemicals Detected in Oil Samples, IR-03 Engineering Evaluation/Cost Analysis
HPA (Parcel E Database)
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NOTES TO TABLES

The following explanation apply to the tables includes in Appendix B.

Sampling Location Naming Convention (i.e. IR3I6MWO09A)

IR36

MW

09

A

IR Site Number
Monitoring Well or Boring

Location Number

Borings: Refusal
Wells: A = A-aquifer
B = B-aquifer

F = Bedrock aquifer

Groundwater samples are collected from monitoring wells after purging.

Explanations of Qualifiers

J*

JO

J1

2

J3

14

J5

J6

covers.apb

Analytical results are qualified as estimated due to the results of the full Contract
Laboratory Program (CLP) validation.

Analytical results are qualified as estimated due to noncompliance with internal
standard area count or retention time criteria.

Analytical results are qualified as estimated due to noncompliance with instrument
performance criteria.

Analytical results are qualified as estimated due to noncompliance with precision
criteria.

Analytical results are qualified as estimated due to noncompliance with spike recovery
criteria.

Analytical results are qualified as estimated due to noncompliance with inductively
coupled plasma (ICP) serial dilution relative percent difference (RPD) criteria.

Analytical results are qualified as estimated due to noncompliance with holding time
criteria.

Analytical results are qualified as estimated due to noncompliance with field duplicate
RPD criteria from the quality assurance project plan.
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J7

J8

J9

covers.apb

DRAFT FINAL
Analytical results are qualified as estimated due to noncompliance with initial and/or
continuing calibration criteria.

Analytical results are qualified as estimated due to the presence of the compound above
the calibration range.

Analytical results are qualified as estimated due to noncompliance with ICP
interference check sample criteria.

Analytical results received a full CLP validation.

Based on cursory validation, analytical results for this compound are acceptable without
qualification.

Reporting limit changed due to sample volume limitations.
Compound was analyzed but not detected.
Result is detected below the reporting limit or is an estimated concentration.

Concentration exceeds the calibration range of the gas chromatography/mass
spectrometry (GC/MS) instrument for the specific analysis.

Compound is identified in an analysis at a secondary dilution factor.

Compound is also detected in the laboratory method blank.
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3.0 CHARACTERISTICS OF OPERABLE UNIT 1

The three sites composing OU I are described below.

3.1 Site Background /f’;}
.,
~
301 Site IR-1/21 é‘\_‘_ o

\\"__.
The Industrial Landfill, Site IR-1/21, is a 36-acre, horseshoe-shaped area
along the southwestern shoreline of HPA (Plates 1 and 2). The area of investigation has

extended beyond the IR site boundary to encompass approximately 41 acres. The south
£ F

and southwestern portions of the site along the margifi d:f:.S'q:i Francisco Bay are

generally flat. The rest of the site rises gradually to thé""no_rth, to a maximum elevation

of 22 feet MSL.

The site is unpaved except in the north, along the former alignment of Spear

Avenue, and in the northeast, where a.larée area is covered with concrete. The surface
of the concrete is rough and uneven; the concrete was probably placed during past
activities by a tenant. The rest of the site is bare soil or covered with seasonal

vegetation. The shoreline is locally covered with riprap and assorted rubble such as

broken asphalt and brici;s. N

There are ndx'buAild'h)g*s at Site IR-1/21. Storm runoff flows across the ground

o,

surface and into the bay. N/
The filling history of the Industrial Landfill is not well documented. Aerial

photos indicate that filling of the bay on the east side of the site began in the 1940s.

£ e,

Revii—gw’pf ééyiail photographs indicates that Artificial Fill, which is composed primarily

7

of serpé'htir;itéi was placed on native bay sediments during bay filling operations from
1942 to 1946. The west side of the site was filled primarily during the 1950s. A wide

slough extended from the bay to the north corner of the site; between 1938 and 1974,
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the Navy filled this slough area with shipyard wastes, including construction and
industrial debris and waste, sandblast waste, domestic refuse, paints, solvents, and

A
radioactive waste (WESTEC, 1984). Filling of the slough was completed by 1974 and the
R
entire site was capped with several feet of clean fill. S ’“\?\
~.7
Wastes disposed in the Industrial Landfill total an estimated 1 million cubic yards

of solid material. Included in the wastes were an estimated 235,000 tons of sandblast
waste, 500 cubic yards of asbestos, 6,000 pounds of fluorescent radium dials and knobs,

f/ ,»": ,-';":,
13,000 gallons of paint sludges, and 8,000 gallons of,_.._§'61v'_f__ent§ and waste oils

., 4

(WESTEC, 1984).

As discussed in Section 1.3, Triple A Machine Shop occupied HPA from

May 1976 through June 1986. Triple A Sites 1 and 16 are within the Industrial Landfill

(Plate 2). During Triple A’'s occupanci, _/1'1:'n1§beleg__drums were stored at Triple A Site 1
for an unknown period of time. Groun;i stammigwas observed in the vicinity of the
drums and they were later removed by Tri;)'le; A (DA, 1986). Industrial debris and
sandblast waste were disposed at Triple A Site 16 on the shoreline adjacent to the south
access road (Plate 2). —ﬂ
3.1.2 Site IR-2 | )
The Bay Fill Are;; Sne IR-2, is southeast of the Industrial Landfill and

comprises most of the south shoreline area of HPA (Plates 1, 3, 4, and §). It is a long,

narrow-area of approximately 46 acres. The site is flat with surface elevations generally

A

less;t’gha—n:lZ-r f:e} MSL. The shore of the bay is sandy and covered locally with riprap

A ,»‘:

and other cijébr'is.
Building 600 and Tank S-505 are the only structures within Site IR-2. The

roads, parking lot at Building 600, and southeast end of the site near Berth 36 are paved.
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The remainder of the site is unpaved. Storm runoff collects in the storm drain system or
runs off directly into the bay.

Site IR-2 was filled in approximately the same manner as the ezr<fxllmg at
Site IR-1/21. From 1945 to 1978, the south shoreline of HPA was asea*as a-site for
disposal of sandblast waste, paint scrapings, and other debris. Triple A Machxr{e Shop
disposed of a variety of wastes at the site including:

. industrial debris, drums, paint cans, plpe 4aggmg, and asphalt (Triple A
Sites 2, 14, and 18)

. sandblast and liquid wastes (Triple A Sx(e 17 whnch also covers
Site IR-3)

. waste oil containing PCBs (Triple A Site 13)

. oil and other liquids (Triple A Site 19).

P,

Triple A sites are shown on Plates 3, 4, axiiqr‘S.—-J__ﬂ_

3.1.3 Site IR-3

Site IR-3, the Oil Reclamation Pon;s;;iis in the eastern part of the southern
shoreline and is completely surrounded by Site IR-2 (Plates | and 4). It is a small,
semirectangular area of I:s; than 1 acre. The total area of investigation extended into
adjacent Site IR-2 encompassmgxapproxnmately 5 acres.

No buildings are present onsite; the area is unpaved and generally devoid of
vegetation. Concrete covers the shoreline in the area that was immediately adjacent to
the Oil,—Reclamation Ponds. Storm runoff runs directly into the bay or collects in the

_-""”"\_

storm dram system

\

The Navy operated two oil reclamation ponds on the south shore of HPA from
1944 to 1974. The ponds were unlined and were constructed in fill material

approximately 30 feet from the shoreline. Oily wastes generated from ships and from
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other shipyard operations were hauled by truck or were pumped through a pipeline from
Berth 29 and disposed in the ponds. The liquid was heated using subsurface steam pipes
to facilitate oil/water separation, and the water drawn off during the p,rﬁ?ss was
discharged to the bay. The reclaimed oil was removed about three tiigé‘seajear%by a
private contractor, who sold much of it for road oil. TheWM
estimated that about 0.6 to 2.0 millions gallons of waste was received annually at the Oil |
Reclamation Ponds (WESTEC, 1984). WESTEC reported. t:\at one pond was 50 by
60 feet wide by 5 feet deep with a capacity of 190 Ooofg{gallo‘;s and the other was 55 by
100 feet wide by 5 feet deep with a capacity of 250, 00?) gaﬁons The ponds were filled
by the Navy in 1974. There is no indication that the underlymg oily soil was treated or
removed prior to filling.

Triple A Site 17, where sandbla.;t;‘f_lg_ 'iiquﬁ_g wastes were disposed, covers all of
Site IR-3 and a portion of adjoining Site{ IR-2(Pl;1te 4). Ground staining is still

“

present in some areas.

3.2 Previous Investigations

Sites IR - i/2l IR 2 and lR 3 were previously investigated by EMCON

Associates to evaiuate areas of potentlal soil and groundwater contamination identified in

the IAS (EMCON Associates. 1987a). EMCON drilled 9 borings and completed all as

monitoring wells at Site IR-1/21, 17 borings and completed 5 as monitoring wells at

—

Site IR -2 and ’S borings and completed 3 as monitoring wells at Site IR-3, Total

;:

depths of the bormgs and wells ranged from 11.5 to 34.5 feet. Approximately three soil
samples were collected from each boring and groundwater samples were collected from

the wells. Soil and groundwater samples were analyzed for volatile organic compounds
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(VOCs), polyaromatic hydrocarbons (PAHs), and metals; the groundwater samples were
also analyzed for phenols and gross alpha and beta radiation.
At Site IR-1/21, EMCON observed VOCs, PAHs, and metals in»’{o?l samples

from five of the borings. In several of the borings, concentrations (gp@a::_e&Q increase
/}

. e
with depth. Low levels of YOCs, PAHs, metals, and phenols were detected in the
IR-1/21 groundwater samples; the results of the radiation analyses were inconclusive.

VOCs were only observed in soil samples from one boring.at Site IR-2, but PAHs and

£

A A
metals were found in most of the borings. With the €xception of trace levels of

naphthalene in one well, no VOCs or PAHs were detectgd-iﬁ"‘*_groundwater samples from

e

Site IR-2 wells; low levels of metals were observed in all five wells. At Site IR-3,

VOCs, PAHs, and metals were found in soil samples from all of the borings and in
.—"h“'%«,_, I
groundwater samples from all of the wgllQ. ‘_:In:ad‘gition, floating product was observed

Ea

in one well (O-3).
Based on the results of EMCON’s ir;'\?;stigation, Sites IR-1/21, IR-2, and IR-3

were includéd in the RI/FS program.

r

S e

3.3 Remedial Invésti;ﬁo‘h"s’

2

The three phasé%"of‘:'Rfl field work completed at OU I by HLA have consisted of
drilling, well installation, trenching, and surface soil sampling. These activities are

summarized in Tables 1, 2, and 3, for Sites IR-1/21, IR-2, and IR-3, respectively.

Loca,tizn's"are shown on Plates 2, 3, 4, and 5. Early field work and sampling were

5 )
guided.by-a_fegulatory agency-approved work plan (HLA, 1988c). Based on field

conditions,-ﬁ'ﬁ;nalytical results, data interpretation, and agency comments, subsequent
phases of work evolved from the original work plan. Field investigation dates and

sampling information for each phase of field work are summarized below:
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o The reconnaissance phase (Phase I), completed in Eebruary 1989,
consisted of six borings to bedrock at Site IR-1/21, six shallow borings
and one boring to bedrock at Site IR-2, and one boring to bedrock at
Site IR-3. Additionally, geophysical investigations were performed and
7 test pits excavated to identify the boundaries of the landfill; 23 test pits

material; a surface scintillation survey of Sites IR-1/21/1KR-2, and IR-3
was conducted to evaluate gamma, beta and x-ray raf and a soil
gas survey was perfOrmed ata '
presence of VOCs in the soil and groundwater Results of the hase I
investigation were presented in the m‘w
(HLA, 1990b). No soil or groundwater samples were collected for

chemical analysis.

. The primary phase (Phase II) was subdi
Phase ITA was completed from Octob 9 December 1990,
Phase IIB.l1 was completed from March_199 ) to July 1991, Phase IIB.2
was completed from December 1991 % 1992, and Phase IIB.3 was
completed from April 1992 to May 1992. ctivities included drilling
111 borings, and 42 A-aquifer and 9 B-aquifer wells; excavating
131 test pits; and collecting and analyzing grab groundwater samples from
borings, groundwater samples from wells, and soil samples from borings,
wells, trenches, and surface soil. The results of the Phase IIA
investigation were presénte viously in the QU I Primary Phase IIA
data submittal (HLA. | k?

. Thg go-nth:xgency phas_e ‘(Ph se}II_I) was com'pleted. in August 1.992. RI
activities included drilling 29 soil borings, installing 4 A-aquifer wells,
excavating 5 test pits, and collecting and analyzing grab groundwater
samples from borings, groundwater samples from wells, and soil samples
from bor,ngs wells, trenches, and surface soil.

The RI fne]d pQ/rarﬁ"re{ulted in the excavation of 166 test pits in 82 trench
areas; the drilling of 154 _bdcings, 55 of which were completed as monitoring wells; and
the collection of 118 surface soil/intertidal sediment samples. All borings, wells, and

test pits from RI activities at Sites IR-1/21, IR-2, and IR-3 are shown on Plates 2, 3,

4, apd ing logs, well construction details, and test pit logs will be included in the
Par
3.3.1 AnXlytical Program

The OU 1 soil and groundwater analytical programs are surﬁmarized in Tables 4

and 5, respectively; the analytical methods used are listed in Appendix B. As part of the
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primary phase, 1,038 soil samples, 147 groundwater samples, 18 grab groundwater
samples from borings, and 133 quality assurance/quality control (QA'/QC) samples were
submitted for chemical analysis. As part of the contingency phase, 262"’\ I samples,
120 groundwater samples, 10 grab groundwater samples from bormgs én(d\716 QA/QC
samples were submitted for chemical analysis. \"/

Two soil, 57 groundwater, and 10 grab groundwater samples were submitted for

radiation analysis because field screening of samples indicated that gamma or beta

; ,ef e
radiation levels exceeded three standard dev:atxons above the 'background levels, a
— e wk_\ -_ ——

criterion presented in the OU 1 Sampling Plan (HL A, 198&') Nme soil samples were
submitted for physical testing; the results will be presented in the parcel RI/FS report.

3.3.2 Quality Assurance/Quality Control

All RI work was performed in substanual accordance with the Quality Assurance

-’related work plans (HLA, 1988c, 1991c).

Project Plan (QAPjP; HLA, 1988a) and srte
Deviations from the QAPjP and work plansmcluded the relocation and addition of
sampling locations, the subdivision of the primary phase into subphases, and minor
modifications to well spet;fxcatlons and the analytical program. The analytical data were

reviewed and valldated accordmg to the procedures outlined in the QAP;P and in HPA

guidance documents for the Contract Laboratory Program (EPA. 1988a, b).

3.4 Physical Characteristics

vaqofthe six geologic units discussed in Section 2.2 have been identified at
OU L Thg‘y;are, from top to bottom, Artificial Fill (Qaf), Undifferentiated Upper Sand
Deposits (Quus), Bay Mud Deposits (Qbm), Undifferentiated Sedimentary Deposits (Qu),

and Franciscan Bedrock. The review of aerial photographs and boring and trench logs
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indicated that Artificial Fill and possibly Undifferentiated Upper Sand Deposits were
placed on top of native geologic materials during filling along the bay margin or during
landfill operations between 1958 and 1974. /r

Plates 6 through 11 show geologic cross section interpretation\'ﬁs",ﬁasga‘og boring

s ey
>, ¥
.

and well logs obtained during RI activities. These cross sections are generalizéd to
facilitate correlation of major types of fill materials and native geologic sediments. A
detailed correlation of various lithology types within aruﬁcxal fill materials is difficult
because of the extreme heterogeneity of these materm]s _The graphical representation of
the lithologic logs on the cross sections is explained on Piate 12 Several borings were
not advanced through the entire thickness of the Artificial F:ll into native sedimentary
deposits (Undifferentiated Upper Sand Deposits or Undifferentiated Sedimentary

Deposits) and/or Franciscan Bedrock. -:’f;:}iddiﬁgn, most of the borings advanced into

older sedimentary deposits did not fullyipehgt;—z;fé the entire thickness of the deposits.
As a result, only the thickness of the Artifi'ci:él Fill has been extensively characterized.
The characteristics of the Artificial Fill and the occurrences and character of the four

other geologic units enco‘untered beneath the Artificial Fill at QU I are summarized

below:

. Artificial Fill (Qaf) .~

Found at the ground surface to depths ranging from 5 to 57 feet at all OU I
sites. Overlies Bay Mud Deposits in most areas with a few exceptions. At
JR-1/21 Artificial Fill overlies Undifferentiated Upper Sand Deposits in the

~ nporth torner of the landfill where bay mud is absent; Artificial Fill overlies

4 *‘Z.Und1fferent1ated Sedimentary Deposits at one location in the center of the

""’-».,_léndrfill;_(Plates 6 and 7). At the southeast end of IR-2, Artificial Fill overlies
Undifferentiated Sedimentary Deposits over a wide area (Plate 11). The fill
generally consists of clay to boulder-sized bedrock-derived materials. In the
center of the landfill the Artificial Fill includes a debris zone characterized by
construction and industrial debris and waste and domestic refuse (Plates 2, 6,
and 7).

My
Ea
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. ndifferentiated Upper Sand Deposits (Quus)

Underlies Artificial Fill at 74 of the 154 borings; the observed thickness ranged
from 0.5 to 63 feet. May have been deposited in situ or dredged from the bay
for fill. The origin of the upper sand materials cannot be determined from soil
samples collected during drilling. /Z

. Bay Mud Deposits {Qbm) </‘Ki .

Encountered in all but 17 borings completed to depths greater than 21‘S]feet
Bay Mud Deposits underlie both Artificial Fill and Undifferentiated Upper Sand
Deposits; the top surface was observed at depths ranging from 2.5 to 57 feet.
This top surface is very uneven perhaps in part because of loading pressures
from the Artificial Fill and subsequent deformation of the bay mud. In general,
bay muds are known to be absent in the northwest corner of the Industrial
Landfill and the southeast end of the Bay Fnl} Area m other areas bay mud
thicknesses ranged from 3.5 to 56 feet.

. Undifferentiated Sedimentary Deposits (Qu) e

Encountered in 26 borings. Undifferentiated Sedimentary Deposits underlie the
Artificial Fill, Undifferentiated Upper Sand Deposits, and Bay Mud Deposits; the
top surface was observed at depths ranging from 24 to 62 feet. Eight borings
were advanced through the Undifferentiated Sedimentary Deposits into bedrock;
the thickness ranged from 34 to 211 feet. ~

. Franciscan Bedrock (sp, KJsk)

Encountered in 8 borings; bedrock underlies the Undifferentiated Sedimentary
Deposits and was observed at depths ranging from 62 to 269 feet.

3.4.2° Hydrogeology

Both the A-%n&'ﬁ?a"quifers were encountered at Sites IR-1/21, IR-2, and 3

o

IR-3.

i ———

3.4.2.1 Characteristics of the A-Aquifer

_A-aquifer characteristics are summarized as follows:

7/ 4s ™ Consists of saturated Artificial Fill and, to a lesser extent,
)Undifferentiated Upper Sand Deposits.

e ~ The top of the A-aquifer is defined by the groundwater table, which is
generally 4 to 12 feet bgs, but ranges to as much as 17 feet bgs in the
center of the Industrial Landfill. The bottom of the aquifer is defined by
the upper surface of the Bay Mud Deposits.
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. Saturated thickness ranges from 0 to approximately 42 feet.
. Generally unconfined.
The saturated portions of the A-aquifer are generally unconfined .but may be

locally confined where fine-grained fill materials overlie coarser—gra}i{nédi’{ill materials

A

and/or undifferentiated upper sands. The A-aquifer is unsaturated at sor‘r‘i"e-tlg\c_)/ting
locations near Triple A Sites 2 and 14 where shallow bay mud materials were =

encountered above the water table.

In the northwest corner of the Industrial Landfifi:_;»i;hc_re the bay mud is absent

’

the A-aquifer is in direct connection with the B-aqxfife_r.'

3.4.2.2 Characteristics of the B-Aquifer ,

B-aquifer characteristics are summarized as follows:
. Consists of Undifferentiated Sedimentary Deposits.

. The top of the B-aquifgf 1s ‘defi'h'é‘d by the bottom surface of the Bay
Mud Deposits; its bottom is defined by the upper surface of the
Franciscan Complex bedrock. *

B

. Saturated thickness ranges from approximately 34 to 211 feet.

o Generally ‘,cor‘lfined.

3.4.2.3 Groundwater Flo/w Chara‘cteristics

The water-level ele:‘vat?ions at the site are interpreted from water levels in the
A-aquifer for February and July 1992 and are presented on Plates 13 and 14,
respectively. Groundwater flow conditions are summarized as follows:

7 g L"‘-{I‘he groundwater flow direction in the A- and B-aquifers at
Site IR-1/21 is radially outward to the east, southeast, and south from
~.. ™. / the northwest corner of the landfill. Flow in the A-aquifer generally
_ appears to be inland throughout the remainder of OU I and may be
" influenced by the sanitary sewer system. Flow in the B-aquifer in the
rest of OU I is not known.

. A-aquifer horizontal gradients calculated using February and July 1992
data ranged from approximately 0.002 to 0.017 foot per foot (ft/ft) across
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the sites. B-aquifer gradients at IR-1/21 ranged from 0.001 to
0.003 ft/ft during the same time period.

. Tidal influencg has been observed in a @e)along the margin of the bay
S .

width from 200 to 600 feet. However, no change in the
overall flow pattern is produced.

. Vertical gradients between the A- and B-aquifers were nbserved to be
upward at all QU I sites where wells monitoring both aquxfers wcre
present.

35 Nature and Extent of Contamination

Chemicals in soil and groundwater at OU I der_i‘i%.v-f:rp_m both point and nonpoint

sources. A point source has been defined by the EPK--a__é"“:a;"'s'tationary location or fixed

.

facility from which pollutants are discharged or emitted" (-'E"P.Ai 1989b). Nonpoint
sources of both organic and inorganic contamination at HPA may include:

. Anthropogenic sources in the San Francisco Bay area such as former coal
gasification plants, oil refineries, coal and wood burning activities, and
internal combustion engines, which may have released petroleum
hydrocarbons (including polynuclear aromatic hydrocarbons [PAHs]) and
lead into the atmosphere or water.

. The fill materials emplaced during the construction of HPA, which
: included naturally occurring bedrock-derived materials from the upland
ridge at HPA and petroleum hydrocarbons and associated constituents
(PAHs and metals) that may have leaked from heavy machinery used
durmg fxllmg operatnons

o,

. The asphalt- pavmg operations that may have released petroleum
hydrocarbons.and associated constituents.

o The application of pesticides in landscaped areas.

Nenpoint sources are not discussed in detail in this report, but will be evaluated
in the Parcel’E RI/FS.

3.5.1 ‘Chemical Data Evaluation Approach

The soil and groundwater chemical data from the OU I RI were evaluated to

identify those contaminants related to point-source releases of contamination. The
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evaluation of the soil and groundwater data to identify contamination related to

point-source releases included the following:

o Reviewed summary statistical information from approxnmately 1,300 soil
samples and 300 groundwater samples to assess frequepcy f occurrence
and maximum and mean concentrations. \3

. Compared soil and groundwater metal concentrations to previo—i’fsly

determined Interim Ambient Levels (IALs) to assess point-source versus
nonpoint-source related contamination of metals (HLA, 1992d,k). The
TALs represent the estimated upper limits of the background (threshold)
concentrations of the metals present in the soil and groundwater at HPA.
These metals are either (1) naturally occurring (their presence and
concentrations are not influenced by humans),/(2) naturally occurring but
disturbed/mobilized during artificial filling operations, or (3) associated
with anthropogenic nonpoint sources. IALs have not yet been approved
by the regulatory agencies and are therefore subject to revision.

. Evaluated the consistency of analyte detection in groundwater samples.

. Assessed lateral and vertxcal trends in the chemical concentrations in soil
and groundwater. ' -

. Characterized spatial relationships between areas with high chemical
concentrations (hot spots) and areas of known chemical use or release.

. Compared the distribution of chemicals in groundwater to the distribution
of chemicals in soil.

The nature and extent of soil and groundwater contamination related to

point-source releases are descrlbed below. For presentation purposes, soil chemistry

data were separated by sample depth and posted on separate plates (i.e., data from
samples collected between the ground surface and 2.5 feet bgs [shallow] and samples

below 25 feet bgs [deep] were presented on separate plates). Presenting the data in this
T

manner facrhtates the identification of point-source-related contamination and

. - i

conforms 7.19 fthe data evaluation and risk assessment formats that will be employed in the

Parcel E RI report.

A29392-H 26 of
September 1, 1993 —



Additionally, the horizontal and vertical extent of chemicals in soil was evaluated
to select representative compounds to be posted on plates and discussed in this report.

Compounds were detected exhibiting point-source-related contaminatiqﬁﬁ addition to
“
those presented and discussed. However, the compounds selected f of disqu&siqn are
' a\‘ >
representative of the overall nature and extent of point-source contamination.” Based on

this evaluation, maximum concentrations in soil of the organic compounds and metals

listed below are presented on Plates 15 through 56 in ar9a£ and cross section plots:
Ay
. Organic compounds: xylenes, ethylbenzene, Atoclor 1260, TPH as diesel,
TPH as gasoline, TOG, and carcinogenic___PAHs [the sum of
benzo(a)anthracene, benzo(a)pyrene, benz"o(b)"ﬂuoranthene,
benzo(k)fluoranthene, chrysene, dibenzo(a,h)anthracene, and
indeno(1,2,3-cd)pyrene concentrations]

. Metals: arsenic, copper, lead, and zinc.
These compounds are hereafter referred tc

% s

It should be noted that chemical concentrations are reported in the text, shown in

) as-the representative compounds.

g

tables, and shown on plates as provided by';:tﬁ‘é analytical laboratory (i.e., values have not

been rounded, except perhaps when converting to different units). However, it is

generally assumed whg:d__diééussing analytical data that the precision of laboratory test
methods is only suff‘rci_é'ntf _(o“ano@ for three significant figures, even though some

laboratories may report more than three significant figures.

3.5.2 Soil Chemistry

_This section summarizes the analytical results of soil samples collected during RI
P

acti\?}tiég. Silmt"l_:naries of the valid analytical results for organic (including total PAH

~ 7

compo.u‘ndsj':__aﬂ‘d inorganic data are presented in Tables 6 and 7 for IR-1/21, Tables §

and 9 for IR-2, and Tables 10 and 11 for IR-3, respectively. Tables 12, 13, and 14
———

compare soil concentrations of metals at Sites IR-1/21, IR-2, and IR-3, respectively,
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to IALs for serpentinite fill and present the number of borings from which one or more
soil samples had metal concentrations above the IALs. The frequency of detection of
metals above IALs at Sites IR-1/21, IR-2, and IR-3 as a function of d__erft:h is

/
presented in Table 15. IALs for serpentinite fill were used for com:_)_‘g__risqp“'oix_all soil

samples for two reasons: (1) IALs calculated for the other lithologic units \\"I
(nonserpentinite fill, bay mud, Upper Undifferentiated Sand Deposits, and Serpentinite

Bedrock) do not vary substantially from those calculated for serpentinite fill, and

A

L .
(2) evaluation of the approximately 1,300 soil samples’ w__ag___.sxplphﬁed.

%_"‘
.

Organic chemicals including VOCs, SOCs includingé:fbtgl carcinogenic and
noncarcinogenic PAHs, total oil and grease (TOG), total petrtz)rleum hydrocarbons (TPH)
as gasoline and diesel, polychlorinated biphenyls (PCBs), and pesticides were detected
sporadically in the Artificial Fill. Mosjﬁd—f »these}qgccurrences of chemicals exhibit
nonpoint-source-related characteristics.%’EXC:;p’;i';ois are described in Section 3.5.3.

Most metals were detected at concé;tf;tidns above the IALs in soil samples at
OU L Antimony, arsenic, copper, hexavalent chromium, lead, mercury, and zinc were
detected at levels sign'ifi‘ﬁ_:z;‘tl_ngbove IALs and appear to be point-source-related.
Although many of the .;thér’rhéttsls were detected above IALs in some samples, the

spatial distribution of these -metals is not characteristic of point-source-related

contamination (i.e., concentrations decreasing away from a source area).

3.5.3 Nature and Extent of Soil Contamination Related to Point Sources
ff e h

#

4 {Yaribusiprganic and inorganic compounds were detected at Sites IR-1/21, IR-2,
=, “"’*-,__ i f

- -, F £

and IR-3. Asstated in Section 3.5.1, frequency of detection and maximum and mean
concentrations were used to assist in identifying point sources of contamination. The

suspected primary point sources of soil contamination at Sites IR-1/21, IR-2, and
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IR-3 were discussed brivefly in Sections 3.1.1, 3.1.2, and 3.1.3, respectively, and are

identified below:

«  Site IR-1/21 /Z

. Triple A Sites 2 and 14, Site IR-2 éf“-«.‘:‘*‘.‘_\
. Triple A Site 19, Site IR-2 ~/
. Triple A Site 18, Site IR-2

. Triple A Site 17, Sites IR-2 and IR-3 -~

o Triple A Site 13, Site IR-2

. Southeast End, Site IR-2

In general the areas correlate with the Triple A Sites previously identified in the
IAS. A detailed discussion of chemical distribution and concentrations for each source

area follows in Sections 3.5.3.1 throughA‘;3'.:513.7.._,_,_

3.5.3.1 Site IR-1/21
Organic compounds and metals werér;’;rimarily observed at Site IR-1/21 in both

the debris zone and the surrounding Artificial Fill. Plates 15 and 16 present maximum

concentrations of xylenes, ‘éti}ylbenzene, and Aroclor 1260 in shallow and degp soils,
respectively, and Pla;esi'lfa‘nd i8 present these compounds on Cross Sections A-A’ and
B-B’. Plates 19 and 20 present maximu.m concentrations of TPH as diesel, TPH as
gasoline, TOG, and carcinogenic PAHs in shallow and deep soils, respectively, and

Plates 21-and 22 present these compounds on Cross Sections A-A’ and B-B’. Plates 23

and;ﬁ4 -rpres'-ém -i_naximum concentrations of arsenic, copper, lead, and zinc in shallow and
-.,_‘_»1727 a1-_77-7-7>!:; —;g

deep soils,___rq:sf)ectively, and Plates 25 and 26 present these compounds on Cross Sections

A-A’ and B-B'.
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As shown on the maximum concentration plots and cross sections, nearly all of
the areas with elevated concentrations are found in the debris zone or Artificial Fill
overlying the Bay Mud Deposits. In a few instances, elevated concentx:a‘ﬁfins were
voserved in the top few feet of bay mud or Upper Undifferentiated;sr___zhdi taderlying

~

the Artificial Fill. No contaminants were observed in the native deposits undérlying the

bay mud. Maximum concentrations in the debris zone were as follows:

. Xylenes: 519 mg/kg at IROIBOI11 Fan
. Ethylbenzene: 55.7 mg/kg at monso:___}_f ‘
. Aroclor 1260: 370 mg/kg at IROIMWOSA
. TPH as diesel: 11,000 mg/kg at IRO1BO11!

. TPH as gasoline: 9,200 mg/kg at IRO1B0!1

. TOG: 300,000 mg/kg at IRO!BOO6

. Carcinogenic PAHs: 234 6 mg/’kg at IROIB02IA
. Arsenic: 49 mg/kg at IROIMW16A

. Copper: 175,000 mg/kg at IROIBO21A

. Lead: 14,500 mg/kg at IROIMW26B

. Zinc 15 800 mg/kg at IRO1BO18G.

Because of the extreme heterogeneity of the debris zone, there is no vertical or
lateral consistency or pattern to the distribution of these compounds. However, because

high concentrat:ons are common, the entire debris zone is considered a point source.

T e

'There were three other areas with elevated concentrations of these compounds.

f’ s

“\

Along the southwest boundary of the site (IR0O1B056, IR0O1B060, IR0O1BO61,
IROIMWSSA, and IROIMWG62A), TPH as diesel up to 2,800 mg/kg and carcinogenic

PAHs up to 14.7 mg/kg were observed in deep soil between approximately 4 and 18 feet
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bgs. Maximum concentrations of arsenic, copper, lead, and zinc were 315, 4,190, 4,740,
and 116,000 mg/kg, respectively, in this zone. This depth interval corresponds to the
lower portion of Artificial Fill in this area. /Z’

Along tne east and southeast sides of the landfill (IR01B045.{‘\I“BOL1_\;ZW4EA,
IROIMW43A, IROIMWA47B, IR0ITAQ7A, IROITAQ07B, and IROTAO08B), ele;;?”é}
concentrations of Aroclor 1260, TPH as diesel and gasoline, carcinogenic PAHs, copper,
lead, and zinc were observed to a depth of approximately-? feet. This boundary of

A

IR-1/21 is adjacent to Sites IR-4 and IR-12, where gi’rrru'far';é‘éntamination has been

observed (HLA, 1993).
In the western central portion of the site adjacent toﬁ.;he bay (IRO1B048A,
IR01B049, IR0O1B050, IROIMW48A, and IROIMWS3A), elevated concentrations of
copper, lead, and zinc were observed. ’i‘hehxghest concentrations generally occurred in
soil shallower than 6 feet bgs, but someki‘éqné;i:;;t:ions above IALs were observed to a
depth of 15 feet. Triple A reportedly disp;sgd of sandblast waste in this area. The
vertical and lateral extent of sandblast material noted in boring logs appears to correlate
closely with the areas:vidié;—‘t:i'fied with elevated concentrations of metals.
3.5.3.2 Triple A Sites 2 5;6’14,' Site IR-2
Organic contamiﬁ:hts‘."‘émd metals were detected in both shallow and deep soils at
Triple A Sites 2 and 14, as well as in an area extending approximately 600 feet to the

southeast-and 200 feet to the north and northeast for some compounds. Plates 27 and 28

£
s
7

E s
s L = =%

present .maximum concentrations of xylenes, ethylbenzene, and Aroclor 1260 in shallow

- A A

&

and de;b»sé/ilsf‘ respectively, and Plate 29 presents these compounds on Cross
Section C-C'. Plates 30 and 31 present maximum concentrations of TPH as diesel, TPH

as gasoline, TOG, and carcinogenic PAHs in shallow and deep soils, respectively, and
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Plate 32 presents these compounds on Cross Section C-C'. Plates 33 and 34 present

maximum concentrations of arsenic, copper, lead, and zinc in shallow and deep soils,
P

respectively, and Plate 35 presents these compounds on Cross Section C;fg;%:

S

In general, maximum concentrations of all compounds are higfl;e’ri_gf"’degp soil
than in shallow. However, the shallow soil contamination is distributed ove??f;wider
area than that in deep soil. Elevated concentrations extend to a depth of 6 to 12 feet,
depending on the depth to bay mud, which is generally:f_qgite shallow (i.e., 6 to 7 feet
bgs) in some areas; some metals above IALs were obse;ved as deep as 20 feet bgs.
Typically, no contaminants are observed below the to;;.ﬂﬂf‘ew;jﬁﬂfe’et of bay mud. Maximum

concentrations of the representative compounds (as discussed in Section 3.5.1) in deep

soil were as follows:

«  Xylenes: 55 mg/kg at IRO2B250

. Ethylbenzene: 5.7 mg/kgatIRozB361

. Aroclor 1260: 487 mg/kg a-; lkO2MW127Bl

. TPH as diesel: 15,000 mg/kg at IR02B249

. TPH as g;olme 6,700 mg/kg at IR02B249

. TOG: 53ooo”mg/kg at IRO2TA19C

. Carcinogeﬁ;;‘i“c i")\Hs: 95.5 mg/kg at IRO2TA19C
o Arsenic: 53 mg/kg at IRO2ZMWI41A

e Copper: 197,619 mg/kg at IRO2ZMWI127B

‘.ﬁ:‘gead: 26,300 mg/kg at IR02B123

£Zinc: 61,300 mg/kg at IR02B123.

The Aroclor 1260 and carcinogenic PAHs were observed in soil above 4 feet bgs

near the north boundary of Site IR-2 (IR02B249, IROIMWd44A, and IR02TA10A), and
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appear to be continuous with similar contaminants observed in the southeast corner of
Site IR-1/21.

Hexavalent chromium was also detected at seven locations (IRO._‘_?,B@ZS, IR02B134,
IR02B143, IR02BI15I, IR02B253E, IR02MWI127B, and IR02TA17B) j\ijth;s:‘areg“between

~,

- 2.5 and 11 feet bgs at concentrations ranging from 0.2 to 1.1 mg/kg. N

3.5.3.3 Triple A Site 19, Site IR-2

Organic contaminants are limited to a relatively small area both laterally and

L

vertically at Triple A Site 19. Plates 27 and 28 presgn‘;:,-t__?}__a{i__;ihum concentrations of
xylenes, ethylbenzene, and Aroclor 1260 in shallow ar;-a""de;b-goils, respectively; Plates 30
and 3! present maximum concentrations of TPH as diesel, TPH as gasoline, TOG, and
carcinogenic PAHs in shallow and deep soils, respectively.

In shallow soil, TPH as diesel is{?;iie_prim;};y chemical detected at a maximum
concentration of 12,000 mg/kg at Test thIR(DTZ\S?A In deep soil, xylenes, TPH as
diesel and gas, TOG, and carcinogenic PA;Is'}were commonly detected. No contaminants
were detected below 7 feet bgs; all organic contamination was restricted to the Artificial

Fill. Maximum concentrations of detected compounds in deep soil are summarized

g—

below: “
. Xylenes: 5".5.,J-rig/kg at IR02B108A
. TPH as diesel: 17,000 mg/kg at IRO2TASTA
A TPH as gasoline: 1,800 mg/kg at IRO2BI108A
1[ "“’"\“_\ ;w-":m‘-_L
¢ 4 ™ TOG: 77,000 mg/kg at IRO2B108A

-, : 7
S S

K r__,.fCarcinogenic PAHs: 3.9 mg/kg at IRO2TAS6B.

e’

Plates 33 and 34 present maximum arsenic, copper, lead, and zinc concentrations

in shallow and deep soils at Triple A Site 19, respectively. In shallow soil, only lead is
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observed above the IAL; the maximum concentration is 140 mg/kg at Boring IR02B111.
Concentrations of all four metals are above IALs in deep soil between 6 and 11 feet bgs,
especially at IR0O2B108A, IR02TA56B, IR02TAS6A, and IR02TA56B./Mléiimum

<

concentrations of arsenic, copper, lead, and zinc in the deep soils ar€ 43, 1,042, 1,242,
S

. "n
s

and 1,304 mg/kg, respectively. ~

In addition, approximately 200 feet southeast of Triple A Site 19 near the
northeast corner of Building 600, elevated concentrations of copper, lead, and zinc were
detected in a lower zone of soil between 15.5 and 20 fect bgs Maximum concentrations
of copper, lead, and zinc at this location were 800, I 590 and 3,280 mg/kg, respectively.
This area does not correspond to a previously identified potcntxal source area. However,
correlation of boring logs in this area indicates that the elevated concentrations are in a

zone of fill that appears to be dredge matc‘rials. )

3.5.3.4 Triple A Site 18, Site IR~2

At Triple A Site 18, organic compounds were observed at the east and wes_t ends
of the site (Plates 27, 28, 30, and 31). At the east end of the site (IR02B100,
IR02TA30B, and IROZTAB]B) Aroclor 1260, TPH as diesel, TOG, and carcinogenic
PAHs were detected from the ground surface to a depth of about 6 feet. At the west
end of the site, TPH as dlesel ‘and carcinogenic PAHs were observed in the sample from
Test Pit IRO2TA25B. Additionally, in debris piles behind the backstop of the pistol
range, just .west of the site (IR02SS319, IR02SS320, and IR02SS321), Aroclor 1260 and
carcmog::nc PAHs were detected in two surface soil grab samples. No deeper samples
have >been collected from these debris piles. Maximum concentrations of organic

compounds detected at all locations within Triple A Site 18 are as follows:

. Aroclor 1260: 45 mg/kg at TIR02SS320
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. TPH as diesel: 7,900 mg/kg at IRO2TA31B

. TOG: 54,000 mg/kg at IR02B290

. Carcinogenic PAHs: 21.97 mg/kg at IR02SS320. /’?

Across Triple A Site 18, metals exceeding IALs are generallv hmr{ed to shallow
soil (Plates 33 and 34). Maximum concentrations of arsenic, copper: ‘and%‘lea;i\}n this
area were 56, 1,590, and 1,440 mg/kg, respectively. Copper above the IAL was found
below 2.5 feet only in a small area near Test Pit IROZTA29A and Boring IR02B289 at a

maximum concentration of 2,150 mg/kg. Elevated copé'én'i{a}ions of lead were observed

across Triple A Site 18 in deep soil, but in general, ic"on‘éehtjétions were just above the
IAL. The highest concentration of lead in deep soil was eﬁ ‘Test Pit IRO2TA29A at
216 mg/ke.

In the area of the pistol range, _baqkstop, and the debris piles, surface soil

samples indicate that arsenic, copper, lead, and zmc are present in the shallow soil at

concentrations above the IALs.

3.5.3.5 Triple A Site 17, Sites IR-2 and IR-3

Organic compounds and metals were detected at Triple A Site 17 in shallow and
deep soils. Plates 3__6 én_ci }7;__present maximum concentrations of xylenes, ethylbenzene,

and Aroclor 1260 in sﬁallofiv and deep soils, respectively, and Plates 38 and 39 present

N
o

these compounds on Cross Sections D-D' and E-E’. Plates 40 and 41 present maximum

concentrations of TPH as diesel, TPH as gasoline, TOG, and carcinogenic PAHs in

.

shall_owi{,/and iaet_ap soils, respectively, and Plates 42 and 43 present these compounds on

£ £ = %

Cross Sections P-D’ and E-E'. Maximum concentrations of arsenic, copper, lead, and
. £ .

zinc are p';'es‘énted for shallow and deep soils on Plates 44 and 45, respectively, and

Plates 46 and 47 present these compounds on Cross Sections D-D' and E-E".
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Organics contamination at Triple A Site 17 generally increases with depth, while
metals contamination is consistently high in both the shallow and deep soils. TPH as
diesel, carcinogenic PAHs, and Aroclor 1260, were found in shallow sq:il’:ii maximum
concentrations of 320, 92.8, and 12 mg/kg, respectively. £ /o -

In deep soil, concentrations of organic compounds were significantly hi{her
(i.e., as much as one to two orders of magnitude) than in shallow soil. The difference
may be the result of free phase product floating on the;gr?undwater and residual
product present in the soil between 6 and 25 feet bgs(Plate9) Maximum

concentrations of organic compounds detected in deep soil are:

o Xylenes: 32 mg/kg at IRO3TA47C

. Aroclor 1260: 10 mg/kg at IRO3TAS3F

. TPH as diesel: 8,900 mg/kg at IRO2MW146A -
. TPH as gasoline 1,000 m;/,;'g‘?aiﬂikj()ZMW173A
. TOG: 42,000 mg/kg at RO3MW226A

. Carcinogenic PAHs: 92.8 mg/kg at IR03SS368.

Metals in shallov;_-ofil_’g_re widely distributed across nearly all of Triple A Site 17.
The maximum conce{;m"}ltig_r‘{ a’n;?‘range of concentrations observed in shallow soil for
these four metals are sur;;rﬁa-x:i—‘zed below:

. Arsenic: maximum 641 mg/kg; range 15 to 30 mg/kg

o Copper: maximum 10,500 mg/kg; range 1,000 to 4,000 mg/kg

‘ . Lead: maximum 1,075 mg/kg; range 100 to 400 mg/kg

7

_;"Zinc: maximum 2,310 mg/kg; range 120 to 1,000 mg/kg.

The lateral distribution of elevated metals concentrations in deep soil is somewhat

narrower, extending just beyond the Site IR-3 boundaries and to K Street. The
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maximum concentration and range of concentrations observed in deep soil for these four

metals are summarized below:

. Arsenic: maximum 166 mg/kg; range 15 to 50 mg/kg /

. Copper: maximum 39,300 mg/kg; range 110 to 3,00Qi;fn"gv;(.1_<_‘§"‘*-1\_x}
. Lead: maximum 2,030 mg/kg; range 100 to 500 mg/kg \\‘f
. Zinc: maXix.n:ﬁm 20,400 mg/kg; range 150 to 2,000 mg/kg.

The vertical distribution of arsenic, copper, lead, and zinc across the site is

A
shown on Cross Sections D-D" and E-E’ (Plates 46 and 47). These cross sections

Vs

indicate that elevated metals concentrations are restrict—éﬁd-.dt__""'tl_ae Artificial Fill overlying
the bay mud.
No contaminants were observed below the top few feet of the Bay Mud Deposits

underlying the Artificial Fill.

3.5.3.6 Triple A Site 13, Site IR-2
Soil contamination at Triple A Site 13 is limited to a fairly small area and only a

few compounds. Plates 48 and 49 present maximum concentrations of xylenes,

ethylbenzene, and Arqci;)ri<l‘72‘_60 in shallow and deep soils, respectively, and Plate 50

presents these comp;oux{ds‘qn Cross Section F-F'. Plates 51 and 52 present maximum

concentrations of TPH as_'-'dies"el, TPH as gasoline, TOG, and carcinogenic PAHs in
shallow and deep soils, respectively, and Plate 53 presents these compounds on Cross

Section F-F.,
s Py 11‘%._
,}Vith'ix_; l;_he area adjacent to Tank S-505, TPH as diesel and TOG were detected

in shallow soif at one location, IR02B356, and in deep soil up to 6 feet bgs at

two locations, IR02B355 and IR02B356. The maximum TPH as diesel and TOG
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concentrations were 6,400 and 21,000 mg/kg, respectively. TPH as gasoline was also
detected in one location, IR02B355, at 6 feet bgs at a concentration of 2,100 mg/kg.
Most observed metals concentrations in this area were generally,@ow IALs.
Lead was observed at concentrations slightly above the IAL in the sh&llbw}oil_ at a
maximum concentration of 36 mg/kg. Copper, lead, and zinc concentrations in deep soil
exceeded IALs in this area, primarily at about 6 feet bgs with maximum concentrations

of 210, 86.7, and 267 mg/kg, respectively. S

#

In the area of the site adjacent to the bay, A_réclé: 1 260 and carcinogenic PAHs

i

e A
were detected. The maximum Aroclor 1260 concentration____obs_prved was 1.0 mg/kg at

IR02B359 at a depth of 8.75 feet. The maximum carcinogenic PAHs concentration was

3.1 mg/kg at IR02B360 at a depth of 21.25 feet. Metals in excess of IALs were

2,

widespread, with maximum shallow soi} concentrations of copper, lead, and zinc of 548,

261, and 984 mg/kg, respectively. Hex;xvz}lé;r»l{gﬁ;omium was also detected in shallow
soil at three locations (IR02B207, IR02B366,*;nd IR02ZMW209A) at concentrations
ranging from 0.12 to 0.3 mg/kg. In deep soil, arsenic, copper, lead, and zinc maximum
concentrations were 2926‘7 _1_1130, and 939 mg/kg, respectiveiy, and were observed
primarily above 9 fé;tE)‘g;;«;_?foﬁ};:exavalent chromium was detected in deep soil samples.

3.5.3.7 Southeast End, Site IR-2

Various organic compounds were detected near the southeast end of Site IR-2

(Plates 48 through 56). This area has not previously been identified as a point-source
PPN

£ r .

relafed area'zb._t OU 1. Present evidence of contamination and observations of subsurface

g A

conditions éﬁ;r’ing drilling and trenching appear to indicate that this area may correspond

to the burn area previously believed to be about 400 feet to the north, or it may be that
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this land area of Site IR-2 was created by pushing the remains of the burned debris
into the bay.

. . A .
In shallow soil, few organic compounds were detected. Only cqr'cx}ogenxc PAHs
.
were found across most of this area; concentrations generally rangeqif om I:0.to
e -
: LN/
3.5 mg/kg. Metals were also fairly widespread in shallow soil. The maximuni’

concentration and typical range of concentrations observed in shallow soil are

summarized below: ras
. Arsenic: 99.5 mg/kg at IR02B184 (orgj:riioge "@e:eczed value)
. Copper: 1,653 mg/kg; typical range lOOto _?80,._._____mg/kg
. Lead: 1,336 mg/kg; typical range 60 to 160 mg/kg
. Zinc: 1,660 mg/kg; typical range 120 to 320 mg/kg.

Contamination is somewhat mo;é ﬁ_revdegt in deep soil than in shallow.

Carcinogenic PAHs are widespread with, a"’r:r_xax‘i:ﬁmum concentration of 14.3 mg/kg. TPH
as diesel is also present in several locations 'With, a maximum concentration of

1,700 mg/kg. Metals in deep soil generally appear to be limited to a smaller area than

in shallow soil. The maxirﬂur_q concentration and typical range of metals concentrations

observed in deep soil are summarized below:

. Copper: 2-:'090"'mg/kg; typical range 160 to 500 mg/kg

o - Lead: 1,090 mg/kg; typical range 200 to 400 mg/kg
»-_  Zinc: 4,600 mg/kg; typical range 160 to 1,500 mg/kg.

&

e . j“‘*ﬁ—..-__/__ -._:“;.'
‘ilp thi§ z{rea of IR-2, organic compounds are typically found in soil shallower

= =, F F

than 8 feetbg§ and metals in excess of IALs are typically found in soil above 16 feet

bgs (Plates 50, 53, and 56). Contamination is, in general, limited to the Artificial Fill,
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the Undifferentiated Upper Sands (which appear to be dredge spoils in this area), and

the upper few feet of the bay mud.

3.5.4 Groundwater Chemistry : f?
!i s
This section summarizes the analytical results for groundwater samples collected
o S

e
during RI activities. Tables 16 and 17 (Site IR-1/21), 18 and 19 (Site lR-2),‘a’{xd 20
and 21 (Site IR-3) summarize the valid organic and inorganic chemical data,
respectively. Tables 22 and 23 are statistical summaries__of; organic analytes exceeding

federal and state MCLs and inorganic analytes excee}df;zg’f_fea‘eral and state MCLs or

e

IALs, respectively, in groundwater at Site IR-1/21. Si‘rﬁila_;"dgta are presented in
Tables 24 (organics) and 25 (inorganics) for Site IR-2, and Tébles 26 (organics) and 27
(inorganics) for Site IR-3. Compounds that were detected in only one round are not

discussed below. L
VOCs, SOCs and one PCB compb’u;i'd“: were detected above MCLs. Other
compounds detected which have no MCLs ‘iné:lude TPH compounds, pesticides, and other

SOCs. Consistently detected organic compounds are summarized below:

e

. Site IR-1/21 . _

° Benzévne“érf'dﬁ 1,4-dichlorobenzene were detected in 10 wells

o Aroclor 1260.was detected in 6 wells.
. Site IR-2

o= Aroclor 1260 was detected in 3 wells.

e

. “Site lg-g

;3

/ ' Benzene was detected in 3 wells

° Aroclor 1260 was detected in 4 wells

o Chlorobenzene and !,4-dichlorobenzene were detected in | well.
A29392-H 40 of

September 1, 1993



Aluminum, arsenic, barium, cadmium, chromium, copper, lead, mercury,
selenium, and silver were detected at the OU I sites above both applicable IALs and

MCLs (Tables 23, 25, and 27). />

£

Y

A
3.5.5 Nature and Extent of Groundwater Contamination Related to' Point Sources

T . .,
s

Organic compounds with concentrations above MCLs, and metals cor;E"e'rlltrations
above IALs and MCLs detected in several sampling rounds may be point-source related.
Table 28 summarizes compounds detected in each well above MCLs and/or IALs, the
continuity of detections over time, and whether each compound is used for data
interpretation purposes. Benzene and Aroclor 1260 were -th_e‘*-n__tost frequently occurring
organic compounds and were detected at the highest concen‘t:r.etions of the detected
organic analytes. Maximum concentrations in groundwater of benzene and Aroclor 1260

are presented on Plates 57 through 60 for Srtes IR l/21 IR-2, and IR-3.

A large number of metals were detected above MCLs or IALs in many wells;
however, most of these detections occurred durmg only one sampling round.
Concentrations of metals in approximately one-half of the samples collected during the
July 1992 sampling evedtﬁ;ere anomalously high when compared with concentrations
observed during prevnous and subsequent sampling events. After thorough review of all
field notes and forms, laboratory reports and disks, and the database, it was decided that
the filters used during filtering of the samples collected for metals analysis were
defectiv_e or of substandard quality. Additionally, eight of the wells sampled during the

_f i

Ou. I samplmg round in August 1992 had similarly elevated levels of metals. The
affected July and August 1992 results are considered anomalous and not discussed
further in this report. The rationale for eliminating each anomalous detected value in

excess of the MCL from further analysis is shown in Tabie 28. Metals in groundwater
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as a result of point-source-related contamination are not widespread; therefore, no

metals data are presented on plates.

Areas with groundwater point-source-related contamination have been
VRS
identified at three areas of the OU I sites: (1) Site IR-1/21, (2) Triglje,a"‘A,a_Sites_iz/l4 and
!3
the northwestern end of Site IR-2, and (3) Triple A Site 17 at Sites IR-2 and\TR-B.
-
These areas generally correspond to those with similar contamination observed in soil. A

detailed discussion of chemical distribution and concentrations for each point source

follows in Sections 3.5.5.1 through 3.5.5.3.

3.5.5.1 Site IR-1/21

Organic compounds and metals in groundwater were ﬂ—;bserved at Site IR-1/21 in
both the debris zone and the surrounding Artificial Fill. Plate 57 presents the maximum
concentrations of benzene and Aroclorgjﬁéq in groundwater. Maximum concentrations
of compounds above MCLs and/or IALsnndthenumber of wells with these compounds

are summarized below:

. Benzene: Detected in 10 wells at concentrations ranging from 2 to
44 pg/l

o Aroclof' 1260 " Detected in 5 wells at concentrations ranging from 16 to
54 pgH e

. 1,4-Dichloﬁ;obé‘hzene: Detected in 4 wells at concentrations ranging from
7 to 16 ug/l

. Barium: Detected in Well IROIMW62A at a concentration of 7,480 ug/l

_a A

,.m_..,__;""”-ghromium: Detected in Well IROIMWO02B at a concentration of 80 ug/l

H

__fead: Detected in Well IROIMW42A at a concentration of 100 ug/l.

F

In é’eheral, contaminants in groundwater are limited to the A-aquifer. The
exception is in the north corner of the landfill where the bay mud separating the A- and

B-aquifers is absent. As listed above, chromium was found in Well IROIMW02B above
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MCLs and IALs. Several organic compounds were also observed in this well, but at
concentrations well below MCLs. In the other B-aquifer wells, organic compounds

;’h‘.
were either below detection limits or not detected consistently, and metals’were below

>

s

the IALs and MCLs. {7 :“a

Additionally, benzene was detected at concentrations ranging from 1 t6 6 ug/l in
three wells along the southwest boundary of the site (IROIMWS8A, IROIMWG62A, and

IROIMW63A). No benzene was observed in soil sample_s-"f:om these wells or elsewhere

.1-r !
rd £

in this area. Because the hydraulic gradient in this area 1s generally south or east toward
the bay, this may indicate that the benzene in these wells xs mxgratmg onto the facility
from offsite sources west or north of this area. Aroclor 1260 was detected in one well,
IROIMWI-9, southwest of the debris zone at a concentration of 4.5 ug/l. No

Aroclor 1260 or other PCBs were observed in sonl samples from this area.

3.5.5.2 Triple A Sites 2 and 14. Site IR- z

Several organic compounds and metals were observed in groundwater at Triple A
Sites 2 and 14 above MCLs and/or 1ALs, but in general, there is little groundwater
contamination in this ariea. Plate 58 presents the maximum concentrations of benzene

and Aroclor 1260 in groundwater. Maximum concentrations of compounds above MCLs

and/or IALs and the nun{'l)er"of wells with these compounds are summarized below:

o Aroclor 1260: Detected in Wells IRO2ZMWI126A and IRO2ZMWI141A at
concentrations of 4.1 and 5.1 ug/l, respectively
z‘;“*-ﬁ’
jfx_,f" ~Pentachlorophenol Detected in Well IRO2ZMWB-3 at a concentration of
L% 6 ug/l
%—A"'-.,_Y . fx :

o . Banum Detected in Wells IRO2ZMWI14A3 and TRO2ZMWI26A at
“ concentrations of 1,120 and 1,020 ug/l, respectively.
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Aroclor 1260 was widespread in shallow and deep soils at Triple A Sites 2 and

14, as described above in Section 3.5.3.2. Pentachlorophenol was not detected in soil

within Triple A Sites 2 and 14. /Z
e

3.5.5.3 Triple A Site 17, Sites IR-2 and IR-3 Q//\\ Iy

#
£

Organic compounds and metals were detected in several wells in the vicinity of
Triple A Site 17. Plate 59 presents maximum benzene and Aroclor 1260 concentrations

in groundwater. Maximum concentrations of compounds-above MCLs and/or IALs and

&£

the number of wells with these compounds are sumnla!riz},d ‘:t}élow:

.,

. Benzene: Detected in five wells at concé'htr;'t'iqns ranging from 3 to
13 pg/l

. Aroclor 1260: Detected in four wells at concentrations ranging from 0.7
to 290 ug/l

. Chlorobenzene: Detectea m Wells IRO3MW225A and IRO3MWO-1 at
concentrations of 150 and 66 ug/l, respectively

. 1,4-Dichlorobenzene: Dete‘éte;d in Wells IRO3MW225A and IRO3MWO-1
at concentrations of 17 and 57 ug/l, respectively

. 1,2-Dichloroethane: Detected in Well IRO3BMW225A at a concentration
of 4 ug/l ...

. Arsenic: - Detected in Wells IRO2ZMW173A and IRO3MWO-1 at

concentrations of 54.6 and 1,180 ug/l, respectively

. Barium: D.-étecuied in four wells at concentrations ranging from 4,250 to
19,400 ug/l

. Selenium: Detected in Well IROIMW225A at a concentration of 32 ug/l.

PEEC-

) ,v"i_Benz_ehe‘ and Aroclor 1260 contamination in shallow and deep soil were reported
as discu_é%ed__ iﬁ/Section 3.5.3.5. The other organic compounds observed in the
groundwatér:are typically also observed in the soil. In addition, contamination of the

groundwater may be a result of the presence of floating product.
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Floating product has been observed in as many as seven monitoring wells in the
vicinity of the Oil Reclamation Ponds (Plate 59). Because of tidal fluctuations in the
bay, the oil thickness measured in the wells varies temporally by as mgc?as 1.6 feet.
The maximum thickness observed has been in Wells IRO2ZMW146A, 1\%02?\4317‘?11&.,
IR03MWO-2, and IRO3MWO-3 and ranged between 4.2 and 4.6 feet. Monitgii;g Wells
IRO3IMW218A1, IRO3MW225A, and IRO3MWO-1 have also had measurable amounts of

product, ranging from a trace to 2.1 feet.

Tables 29 and 30 summarize the valid organig‘gn;‘_i .i"ﬁ?irganic chemical data,

respectively, for samples of the floating product obtairfé‘d tf;'on} Wells IRO2MW 146A,

e

IR02MW173A, IRO3MWO-2, and IRO3MWO-3. VOCs, PAHs, PCBs, TPH as diesel,

and metals were all detected at elevated concentrations.
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PRC Environmental Management, Inc.

Adapted from Harding Lawson Associates

LOG OF BORING IR02B098

Page 1 of |

Blows/8 in.

NB© nbpw

oo W

w N

OVA (ppm)

20

80

0

Materials Description

VERY DARK GRAYISH BROWN WELL~GRADED SAND (SW)
2.5Y3/2, loose, moist, fine~ to coarse—grained sand, some

VERY DARK GRAYISH BROWN GRAVELLY LEAN CLAY (CL)
25Y3/2, stitf, moist, 60% clay, 30% well-graded gravel, 10%

fine—grained sand, fil
| W

DARK GRAY CLAYEY GRAVEL WITH SAND (GC) 5Y4/1,
medium dense to dense, wet, 50-60% well-graded gravel,

VERY DARK GRAY CLAYEY SAND (SC) 5Y3/1, loose to
medium dense, wet, 70% fine—grained sand, 30% lean clay,
fil

Hard, unable to sample at 7.5 ft.

Wood debris, moderate sheen at 10 ft.

BLACK CLAYEY GRAVEL WITH SAND (GC) 5Y2.5/1, medium
dense, wet, 50-60% well-graded gravel, 20% fine~grained
sand, 20% lean clay, trace to few wood debris, very strong
product sheen, fil

BLACK POORLY GRADED SAND WITH CLAY (SP-SC)
5Y2.5/1, loose, wet, 30-95% tine—grained sand, 5-10% ciay,
trace shell fragments, moderate sheen, Undifferentiated
Upper Sand Deposits

Color change to olive gray (5Y4/2), no observed sheen at
8.5 ft. Driller indicates change at approximately {7 ft.

DARK GREENISH GRAY FAT CLAY (CH) 5864/1, soft, moist,

.
91506652 / " DARK GREENISH GRAY FAT CLAY (CH) 58G4/1 soft. most.

5 &85
0 F—
HZZA
1 P30
9150H0t3 .' ; —\
\\
s
-%
25'] /
¥

B80-85% ciay, 10-15% silt, trace shell fragments, Bay Mud
Deposits

Trace fibrous wood material at 21.5 ft.

Trace fibrous wood material at 25 ft.

Bottom of boring at 26.5 feet. Boring backfilled with
bentonite cement grout {12/13/91). Grab water sample
81506651 collected.

Project Number
Project Name Naval Station, Treasure Island

Date Drilled __12/12/1991

Figure

GS Elevation _6.33

Project Task Hunters Point Annex

Water Level 4.0 ft.

Project Location San Francisco, California

Equipment __CME 55 (HSA) 8 in. diam.

Total Depth Of Hole __26.5 ft.




PRC Environmental Management, Inc.

Adapted from Harding Lawson Associates

L

OG OF BORING IROZBOQBD"[

Page 1 of |

Blows/6 in.

n o
w O

RN oW W

@S

OVA (ppm)}

o — ——

g =
= 0 o
) v B
[}] 885 & Materials Description
0
VERY DARK GRAYISH BROWN WELL-GRADED SAND (SW)
9150H010 25Y3/2, loose, moist, mostly fine— to coarse-grained sand,
some carbon material, fil Yo
VERY DARK GRAYISH BROWN GRAVELLY LEAN CLAY (CU} !
9150H0 25Y3/2, stiff, moist to dry, 50-80% clay, 30-40%
5 well-graded gravel, trace to 10% fine—grained sand, fill
OLIVE BROWN POORLY GRADED SAND WITH CLAY (SP-5C) l
9150H012 2.5Y4/3, medium dense, mostly shell fragments, 40%
fine—grained sand, 10% lean clay, fill
7 VERY DARK GRAY CLAYEY GRAVEL WITH SAND (GC) loose
- to medium dense, wet, 50-70% well-graded serpentinite |
10— and chert gravel, 20% lean clay, 10-30% fine-grained sand,
fill
] Very strong sheen on gravel at 5 ft. '
Auger refusal at 7 feet. Boring backfiled with bentonite |
7 cement grout {12/13/91).
15—
20—
25—
30—
35—
40—

Project Number
Project Name Naval Station, Treasure Island

Date Drilled __12/12/199!

GS Elevation _8:33

Project Task Hunters Point Annex

Figure l

Water Level _3.7 ft.

Project Location San Francisco, California

Total Depth Of Hole __7

Equipment __CME 55 (HSA) 8 in. diam.

0 ft. ) |
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Adapted from Harding Lawson Associates

LOG OF BORING IR0O2B166

Page 1 of 2

K= — [=] —
© § 2 £ g 2
3 = a s 3 8
& = ® g 8 S
o] o 73] [= 7 BN ) Materials Description
0 1T
50 T DARK BROWN WELL~GRADED SAND WITH SILT (SW-SM)
LM 75YR3/2, very dense, dry, 75% sand, 15% fine gravel, 10%
\ silt, fil
12 T T -
4 7 9045N086 GRAYISH BROWN SILT WITH SAND (ML) 2.5Y5/2, very stiff,
40 moist, B0% silt, 15% very fine— to medium—grained sand, 5%
5 w s fine gravel, fil
] o
o No sample recovery from 4.5 to 6 ft.
Ld A — —— ——— ——— ettt ———— —— . ——— Arat—— —
: : OLIVE POORLY GRADED GRAVEL WITH SILT (GP-GM)
7 i 9045N0BT : 5Y4/3, loose, moist, 75% fine subangular greenstone gravel,
o {0% coarse—grained sand, 5% silt
y fent, A
4 L1, Wet at 9 ft. with sheen
P 9045N088 Ml
10 *
o
7 JLJ
30
ool
L]
o]e
oJof
4 20 3045N083 :. Qil droplets
5 15— o
7 4
.I
o
15 0 9045N090 .
P 20 :
L]
1 30
L]
|
30
22 25 Yellowish brown (10YR5/8} mottling
35 10 9045N091
36 X
J
J
5
»
N
46 42
50 2 go45n0g2 30 L
+
%
o
‘l
oYoP d®
bYold°
oJalds
o | e
0 35—pltd:
:5 | 9045N0S3 . No sheen at 36 ft.
2 : : E
1te
oJsb 4o
SERN
40— -
Project Number Date Drilled __11/06/1990 Figure
Project Name Naval Station, Treasure Island GS Elevation _9:17
Project Task Hunters Point Annex water Level __9.10 ft.

Project Location San Francisco, California

Total Depth Of Hole

CME 55 (HSA) 8 in. diam.

45.5 ft.

Equipment




PRC Environmental Management, Inc. LOG OF BORING IR02B166 |

Adapted from Harding Lawson Associates Page 2 of 2
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o [ 3] o un " Materials Description I
40 » ;
DARK GRAY FAT CLAY WITH SAND (C_HISY_IJ/I,;&E, N
6 75% clay, 20% fine—-grained sand, 5% fine gravel
35 g045N094 45 I
40 | Bottom of boring at 45.5 feet. Boring backfilled with
bentonite cement grout {11/7/90)
50—
55—
60—
65— !
70— I
75—
80— I
Project Number Date Drilled __11/08/1990 Figure -‘
Project Name Naval Station, Treasure Island GS Elevation __9.17 .
Project Task __Hunters Point Annex Water Level __8.10 ft. .
Project Location 330 Francisco, Catifornia Total Depth Of Hole 455 ft. ‘
Equipment CME 55 (HSA) 8 in. diam.
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Adapted from Harding Lawson Associates

LOG OF BORING IRO2B166A

Page 1 of 1

Blows/6 in.

21
24

22

36

22
21
30

- [}
§ z

Q
= a
= &
o n
0 Q045N073
0 9045N074
0 9045N075
0 9045N076
8 9045NQ77
¢} 9045N078

30 8045N079

Symbols

Materials Description

o Depth (ft}

o >
ot T Sanples
=

n
o

GREENISH GRAY GRAVELLY SILT (ML) 5GY6/1, stiff, dry,
50% silt, 30% fine anguiar serpentinite gravel, 20% fine- to
medium-grained sand

Fine to coarse gravel at 4.5 ft.

No sample recovery

Wet at 10 ft.

DARK GREENISH GRAY WELL-GRADED SAND (SW) 5GY4/1,
medium dense, wet, 5% fine— to very coarse—grained
sand, 5% silt, oity sheen

No sample recovered at 20 ft.

DARK GREENISH GRAY GRAVEL WITH SAND (GP} 5G4/1,
dense, wet, 80% coarse angular gravel, 20% medium—
grained sand

DARK GREENISH GRAY SILT WITH GRAVEL (ML) 564/1,
dense, wet, 75% silt, 20% fine subangular gravel, 5% fine-
to medium-grained sand

Bottom of baring at 32 feet. Boring backfilled with
bentonite cement grout (11/6/90)

35—

40—
Project Number Date Drilted __11/05/1990 Figure
Project Name Naval Station, Treasure Island GS Elevation __~8.17
Project Task __Hunters Point Annex Water Level _10.00 ft.

Project Location San Francisco, California

Equipment __CME 55 (HSA) 8 in. diam.

Total Depth Of Hole

32 ft.
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LOG OF BORING IRO2BI70 |

Page 1 of 2

< = g =
© § =z £ 0 o
~ K [11]
¢ = a £ a é .
k=3 > 5 8‘ 5 > . .
@ o 7] o wnw o0 Materials Description
0
22 STRONG BROWN SILTY SAND WITH GRAVEL (SM)
40 0 90446400 75YR4/86, dense, dry, 45-55% well-graded sand, 20-25% ., .
4 siit, 20-25% fine anguiar gravel, fil I
0 380446401
18 o DARK REDDISH BROWN SILTY GRAVEL (GM) 5YR3/3,
12 A medium dense, moist, 40—-45% fine to coarse gravel,
7 5 o 20~30% silt, 10% sand, trace clay, fil .
7 4 90446402 BROWN GRAVELLY LEAN CLAY (CL) 7.5YR4/4, medium stiff, I
14 moist, 40~45% clay, 20-25% fine gravel to small cobble
10 \ size material, 10% sand, 10% silt, trace wood, fill
8 Té!\ No sample recovered at 7 ft. Il
12 o - ——
7 o O OLIVE GRAY WELL-GRADED GRAVEL WITH SILT (GW-GM)
7 90446403 10 OO medium dense, wet, 75-80% fine to coarse angular gravel,
1 o 0% silt, 5-10% sand, fill
o le
(=}
K> /4
/’4. e
4 | 30446404 RERE DARK GREENISH GRAY WELL—-GRADED SAND WITH SILT
I 15 1 AND GRAVEL (SW-SM), 5GY4/1, medium dense, wet,
i TLy 70-75% fine- to coarse sand, 15% fine angular gravel, 10%
1L silt, fill
RS Heaving sands at 18 ft.
18 20 RER)
% 90446405 111 ’
29 1L I
S —_—————
o GREENISH GRAY WELL-GRADED GRAVEL WITH SILT AND
Ooo SAND {GW-GM), 5G5/1, medium dense, wet, 65-75% fine <
o angutar mostly greenstone gravel, 15% sand, 10% silt, fil
8 ¢} 9044G406 25 [
10 <
[
9 O
< oo
> I
@& / DARK GREENISH GRAY CLAYEY SAND WITH GRAVEL (SC)
5 P 5GY4/1, medium dense, moist to wet, 40~45% well-graded
30 L/ sand, 20-25% clay, 20-25% fine to coarse angular gravel,  ‘y-
?g 90446407 / 10% silt, il I
6 S I
20 5 90446408 /
14 /
DARK GREENISH GRAY FAT CLAY (CH) 5GY4/4, soft, moist, I
N 75-80% clay, 10-15% silt, 5-10% shell fragments, bay mud
E deposits
2 e
: 40 |
Project Number Date Drilled __'1/02/1990 Figure -l
Project Name __Naval Station, Treasure Island GS Elevation __/-68 -
Project Task Hunters Point Annex Water Level 8.00 ft. .
Project Location __5an Francisco, California Total Depth Of Hole __46 ft. l
Equipment __CME 55 (HSA) 8 in. diam.
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40
2 5 90446409 W%/
2 _ / Increasing shell fragments to 10-15% at 44.5 ft.
5 45 /
3 Bottom of boring at 46 feet. Boring backfilled with
N bentonite cement grout (11/5/90)
50—
55—
60—
65—
70—
75—
80—
Project Number Date Drilled __!1/02/1980 Figure
Project Name __Naval Station, Treasure Island GS Elevation __-68
Project Task Hunters Point Annex Water Level 8.00 ft,
Project Location _53n Francisco, California Total Depth Of Hole _46 ft.
E quipment CME 55 (HSA) 8 in. diam.
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0 S
23 o BRAY SILTY GRAVEL WITH SAND (GM) I0YR5/1, soft, dry,
20 > O 50% gravel, 25% sitt, 25% fine—grained sand, fill
0 9226N023 o N
2 Lo O Color change to very dark grayish brown (10YR3/2), I
8 L > dense, moist at 1.8 ft.
17 0 8226N024 o
7 > O ot
14 5 Oo Color change to dark reddish gray (5YR4/2) at 5 ft. with I
i3 g 9296NO25 a 2 inch thick sand lens at 5.75 ft.
14
6 <
g 0 9226N026 I
4 10 VERY DARK GRAY GRAVEL WITH CLAY AND SAND
6 (GW~GC) 5YR3/1, loose, wet, 50% gravel, 40% sand, 10% L
8 0 8226N027 lean clay, trace wood fragments, fill |
VERY DARK GRAY SANDY LEAN CLAY WITH GRAVEL (CL)
™\ 5YR3/1, soft, wet, fil
DARK GRAY CLAYEY GRAVEL WITH SAND (GC) 5YR4/1, 1’
1t loose, wet, 60% gravel, 20% clay, 20% fine—grained sand, fill I
‘g 0 9226N028
VERY DARK GRAYISH BROWN POORLY GRADED SAND (SP) I
10YR3/2, loose, wet, 30% fine—grained sand, 10% shell
fragments, Undifferentiated Upper Sand Oeposits
1
: 0 9226N029 |
DARK GREENISH GRAY FAT CLAY (CH) 5GY4/1, medium |
t stiff, moist, 100% clay, trace shell fragments, Bay Mud
; 30 9228NO30 L Beposits
-] Bottom of boring at 26.5 feet. Boring backfilled with '
4 bentonite cement grout (6/22/92). I
30— . l
35—
40— |
Project Number Date Dritled __06/22/1992 Figure ]
Project Name __Naval Station, Treasure Island GS Elevation __0.87 .
Project Task __Hunters Point Annex Water Level 9.5 ft. .
Project Location __San Francisco, California Total Depth Of Hole __265 ft. I
Equipment ODRILL SYSTEMS 1000 (ACH) 10 in. diam.
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0
23 at REDDISH BROWN GRAVELLY LEAN CLAY WITH SAND (CL)
14 0 9223H2086 5YR4/3, stiff, dry, 50% chert derived clay, 30% chert
0 — gravel, 20% fine—grained sand, fill
O 9223H207 DARK OLIVE GRAY SILTY GRAVEL WITH SAND (GM) 5Y3/2,
12 > medium dense, moist, 60% serpentinite gravel, 20% silt, 20%
L fine-grained sand, fil
14 5 ¥———————————~———
14 DARK OLIVE GRAY CLAYEY GRAVEL (GC) 5Y3/2, medium
0 9223H208 . o N .
0 dense, moist, 50% serpentinite gravel, 10% chert gravel, 30%
> clay, 10% sand, fil
g _— e Ao _ e
DARK OLIVE GRAY CLAYEY SAND WITH GRAVEL (SC)
10 0 9223H209
7 5Y3/2 40% fine- to medium-grained serpentinite sand, 30%
subangular serpentinite gravel, 20% clay, 10% silt, fil
6 10 —\
a VERY DARK GRAY GRAVELLY LEAN CLAY (CL) 5Y3/1,
0 9223H210 \ medium stiff, moist, 70% clay, 30% serpentinite gravel, fil
GRAYISH GREEN SERPENTINITE BOULDER FILL §G5/2,
moist, closely to moderately fractured, fresh
2 15— Very dark gray clay lenses up to 3 inches thick at 15 ft.
18 0 9223H2M L
10
14 20—
2 0 9223H212
g
45 25—
0 o
17 o o .
DARK GRAY GRAVELLY LEAN CLAY (CL) 5Y4/1, medium
/ stiff, moist, 60-80% clay, 20—40% serpentinite gravel, fil
28 30
16 0 9223H213
19 i
35— 4\1 Sampler refusal at 35 ft. onty able to drive sampler 1inch
1880 e e e T
O o4 VERY DARK GRAY SERPENTINITE BOULDER FILL N3/0,
-] )O O wet, closely to occasionally fractured, contains dark gray
4 o4 clay lenses up to 2 inches thick
005
10 o(
2 a0 M-
Project Number Date Drilled __06/03/1992 Figure
Project Name Naval Station, Treasure Island GS Elevation _8.42
Project Task Hunters Point Annex Water Level 18.2 ft.

Project Location __San Francisco, California

DRILL SYSTEMS 1000 (ACH) 10 in. diam.

Equipment

Total Depth Of Hole

58.5 ft.
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40
24
17 0 9223H214
31 45— Color change to dark bluish gray {5B4/1), some moderate I
22 Q weathering to silt and clay
23
20 50—
B g 9223H215 :
32
VERY DARK GRAY GRAVELLY LEAN CLAY (CL) 5Y3/1, stiff,
moist, 70% clay, 30% serpentinite gravel, fill
. 55— |
L 9223H216 DARK GREENISH GRAY FAT CLAY (CH) 56Y4/1, medium
18 stiff, moist, 70% clay, 30% shell fragments, Bay Mud
7 Deposits Y
16 8 7
20 B LIGHT OLIVE BROWN LEAN CLAY WITH SAND (CL)
25Y5/4, very stiff, dry to moist, 80% ciay, 20% very
60— to fine—grained sand, few mottied gray noduies, few
- reddish brown staining, Undifferentiated Sedimentary ’
] Deposits l
R Bottom of boring at 58.5 feet. Boring backfilled with
bentonite cement grout (6/3/92).
65— I
70— . I
75—
80—
Project Number Date Drilled __06/03/1992 Figure T
Project Name Naval Station, Treasure Island GS Elevation __8:42
Project Task __Hunters Point Annex water Level __16.2 ft.
Project Location San Francisco, California Total Depth Of Hole 58.5 ft.
Equipment DRILL SYSTEMS 1000 (ACH) 10 in. diam,
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0
4 DARK GRAYISH BROWN SANDY SILT WITH GRAVEL (MH)
8 0 9045P045 | 10YR4/2, loose, dry, 50-60% silt, 20—25% medium~ to
11 coarse—grained sand, 15% gravel, fil
13 \M___Mﬁ*v_____
3 GRAYISH BROWN WELL-GRADED SAND WITH SILT AND
i 0 9045P046 GRAVEL (SW-SM), I0YR5/2, loose, dry, 70-75% medium- to
coarse—grained sand, 20% angular gravel to 1inchin
2 0  godspoa7 D diameter, 10-15% silt, fil
14
5 .
10 AT
10 0 I /!
: Jra8 _ _
P io
0 a045p048 10 bl BLACK POORLY GRADED GRAVEL WITH SILT AND SAND
50 ofold; (GP-GM) 10YR2/1, loose, wet, 35-40% coarse gravel, 10%
b4rde fine gravel, 45% fine- to coarse—grained sand, 10-15% silt,
°4°b %o . fill
X :::o :
..H',
X ;-/
7 15— OO BLACK WELL-GRADED GRAVEL WITH SILT AND SAND
2 < (GW-GM} 7.5YR2/0, depse, wet, fine gravel, very
42 2 9045P050 (=4 coarse-grained sandjf fﬁll
4 B o
o
—— D
- / DARK GRAY FAT CLAY (CH) 5Y4/1, very soft, wet
i 20—%/
i —a
2 o 9045P05t 1 DARK GRAY TO BLACK SILTY SAND {SM) 5Y4/1 to 5Y2.5/1,
BRANAN! very soft, wet, 80% fine-grained sand, 20% silt
4 11z
- / DARK GRAY FAT CLAY (CH) 5Y4/t, very soft, moist, 85%
2 25— clay, trace shell fragments, bay mud deposits
g 5 9045P052
1 30— /
| 10 i
[ . Bottom of boring at 315 feet. Boring backfiled with
bentonite cement grout (11/8/80)
35—
40—
Project Number Date Oriled __11/07/1990 Figure
Project Name Naval Station, Treasure Island GS Elevation __8:12
Project Task __Hunters Point Annex Water Level __8.5 ft.

Project Location San Francisco, California

Total Depth Of Hol

CME 750 (HSA) 8 in. diam.

Equipment

e 315 ft.
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0= r -
/ DARK BROWN CLAYEY SAND WITH GRAVEL (SC) 7.5YR4/2,
7K /) loose, dry, 40-45% fine-grained sand, 30% angular gravel,
ER Y 20% clay, fil
i P4
12 0 2y
it T e
’ 5 DARK BROWN GRAVELLY SILT WITH SAND (MH) 7.5YR3/2, ‘[
g 0 _g loose, dry, 45-50% silt, 20-25% gravel, 10—-20% clay, fil I
7 v/
" /S BLACK WELL-GRADED SAND WITH CLAY AND GRAVEL o
0 ‘%} N (SW-SC) loose, moi Jine-grained sand, 15-25% |
13 , -~/ angular gravel, 01§ {
14 10/
50 v/ I
1 Driling refusal at 13 ft. Boring backfilled with bentonite
. cement grout (11/9/90) L
15— |
20—
25- I
30 I ‘
35
40— |
Project Number Date Orilled __!'/07/1990 Figure |

Project Name Naval Station, Treasure Island

Project Task Hunters Point Annex

Project Location San Francisco, California

Equipment __CME 750 (HSA) 8.00 in. diam.

GS Elevation =812
Water Level __9.00 ft N
Total Depth Of Hole _!3.00 ft. I
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0
9 4 9045P035A BROWN TO GRAYISH BROWN SANDY SILT WITH GRAVEL
50 (ML) 10YR5/3 to 10YR5/2, loose, dry, 50% silt, 30% sand,
20% greenstone gravel, fill
57 DARK GRAY CLAYEY SAND WITH GRAVEL (SC) 5Y4/1,
o 20 8045P036A loose to medium dense, moist, some wood debris, angular
5 greenstone gravel to tinch in diameter, 20% clay, fill
8
10 80 9045P037 A Color change to very dark gray (5Y3/1)
14
7 No sample recovery from 7.5 to 9 ft.
g
6
2 ~10 Color change to black (2.5Y2/0), decreasing clay at 10 ft.,
&
E 50 9045P03BA “
18 15— Color change to dark gray [5Y4/I)f
25 9045P038
20
C—————
20— Heaving sands
25—
DARK GRAY FAT CLAY (CH) 5Y4/1, very soft, wet, some
shell fragments, bay mud deposits
| 30
2 50 9045P040
) 35—
2 -
3 i Bottom of boring at 36.5 feet. Boring backfilled with
bentonite cement grout {11/8/90)
40—
Project Number Date Drilled __11/07/1990 Figure
Project Name Naval Station, Treasure Isiand GS Elevation 6.43
Project Task __Hunters Point Annex Water Level __ 8.5 ft.

San Francisco, California

Total Depth Of Hole

Project Location

CME 750 (HSA) 8 in. diam.

Equipment

368.5 ft.
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O~ T
s VERY DARK BROWN SILTY SAND (SM) I0YR2/2, very loose,
7] moist, 70~80% fine to medium~-grained sand, 20-30% silt, fill
DARK REDDISH BROWN SANDY LEAN CLAY (CL) 5YR4/2,
7 medium stiff, moist, 50-70% clay, 20-30% sand, 10% gravel,
e some wood debris and rocks
5+ Driling refusal at 5.5 feet. Boring backfilled to surface with \'|
4 bentonite cement grout (date boring grouted not
i available)
10—
15— |
20—
25—
30— ‘I ;
35—
40— l
Project Number Date Drilled __!0/31/1990 Figure ‘-I
Project Name Naval Station, Treasure Island GS Elevation /.67
Project Task __Hunters Point Annex Water Level __0.00 ft. L
Project Location _S2n Francisco, California Total Depth Of Hole .00 ft. |
Equipment CME 55 (HSA) 8.00 in. diam.




PRC Environmental Management, Inc.

Adapted from Harding Lawson Associates

LOG OF BORING IR03B219

Page 1 of |

c o o —_
c g =
© é o = 3 8
2] =% £ & &
2 = 5 85 ¢
o = 17} o n " Materials Description
0—
VERY DARK BROWN POORLY GRADED SAND (SP} 10YR3/2,
7] medium dense, dry, 80% fine— to medium—grained sand,
4 F 5-10% silt, 0—-5% gravel, fill
11 VERY DARK BROWN POORLY GRADED SAND WITH SILT
4 - (SP-SM) 10YR3/2, medium dense, dry, B0-85% sand, 15%
5 A f siit, 0-5% gravel, some wood fragments, filt
| : a DARK GREENISH GRAY SILTY SAND (SM) 5G4/1, dense,
RNEI moist, 60-70% sand, 20-25% silt, 10—-15% gravel|, fill
o BLACK WELL-GRADED SAND (SW) 10YR2/1, dense,
18 >1000 9045P060 'g N saturated with product, 80% fine— to coarse—- grained
50 - sand, 5-10% silt, 0-5% gravel, fill
g  >1000 K
12 Inn
2 15 _—— —— —— —— —— —— —— —— —
5 DARK OLIVE GRAY FAT CLAY (CH) 5Y3/2, soft, wet, 75%
\ 240 9045P06! clay, 25% shell fragments, bay mud deposits
—
.
2 20— Decreasing shell fragments at 20 ft,
2 .
i i Bottom of boring at 21.5 feet. Boring backfilied with
bentonite cement grout (11/8/90)
25—
30—
35—
40—
Project Number Date Drilted __11708/1990 Figure
Project Name Naval Station, Treasure Island GS Elevation __ -4l
Project Task __Hunters Point Annex Water Level __8.5 ft.

Project Location San Francisco, California

CME 750 (HSA) 8 in. diam,

EqQuipment

Total Bepth Of Hole

21.5 ft.
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0 Y
4 VERY DARK BROWN POORLY GRADED SAND (SP) I0YR3/2,
40 medium dense, dry, 90% fine to medium—-grained sand, N
3 9045P054 5-10% silt, 0-5% gravel, fil
22 A045P055 VERY DARK BROWN SILTY SAND (SM) I0YR3/2, dense, dry,
50 4T [\ 80% sand, 15-20% silt, 0-5% gravel
2 51 GREENISH GRAY SERPENTINITE BOULDER FILL 566/1 ' |
50 9045P056 DARK GREENISH GRAY SILTY SAND (SM) 564/1, dense,
| moist, 60-70% sand, 10-25% silt, 0-15% gravel
4 Oriling refusat at 7 ft. Boring backfiled with bentonite S
cement grout (11/9/80) I
10—
15 |
20—
25—
30— ' l
35
40— |
Project Number Date Drilled __1/98/1990 Figure -|
Project Name Naval Station, Treasure Island GS Elevation __~/-41 .
Project Task __Hunters Point Annex Water Level __0.00 ft. .
Project Location __S3an Francisco, California Total Depth Of Hole __7.00 ft. |
Equipment CME 750 (HSA) 8.00 in. diam.
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0 -
5 § VERY DARK BROWN POORLY GRADED SAND (SP) I0YR3/2,
2 0 8045P057 medium dense, dry, 80% sand, 5-10% silt, fil
- DEB—FEFIaEdEHwaaEther debris n
5— Drilling refusal at 5 ft. Boring backfilled with bentonite
. cement grout (11/9/9Q)
10—
15—
20—
25—
30
35—
40—
Project Number Date Drilled __11/08/1990 Figure
Project Name __Naval Station, Treasure Island GS Elevation __~ /4!
Project Task __unters Point Annex Water Level __0.00 ft.
Project Location San Francisco, California Total Depth Of Hole 5.00 ft.
Equipment CME 750 (HSA) 8.00 in. diam.
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0 XL
2 VERY DARK BROWN POORLY GRADED SAND (SP) I0YR3/2,
5 0 9045p058 medium dense, dry, 0% fine to medium-grained sand, .
5-10% silt, 0—5% gravel, fil
: Nt
49 " “\ WEAK RED WELL-GRADED SAND WITH SILT (SW-SM)
0 9045P059 _\ 10R5/2, dense, BO-85% medium-grained sand, i0% silt,
5 0-5% gravel, fil S
12 ] T T T T e e e e e
50 \ BROWNISH YELLOW WELL-GRADBED SAND (SW) I0YR6/8, I
\ medium dense, dry, 90% sand, 0-5% sitt, 0-5% gravel, fil
] GREENISH GRAY SERPENTINITE BOULDER FILL 5G8/! .
Drilling refusal at 8.5 ft. Boring backfiled with bentonite I
. cement grout (11/8/90)
10—
15— |
20— ‘
25— I
30— ’l ‘
35—
40— l
Project Number Date Drilled __11/08/1990 Figure ‘l
Project Name __Naval Station, Treasure Island GS Elevation __~/.4l :
Project Task __Hunters Point Annex Water Level __0.00 ft. '
Project Location __San Francisco, California Total Depth Of Hole __8.50 ft. |
Equipment __CME 750 (HSA) 8.00 in. diam.
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0_
VERY DARK BROWN POORLY GRADED SAND (SP) I0YR3/2,
B medium dense, dry, 90-95% fine to medium—grained sand,
— - 5-10% silt, 0-5% fine gravel, fil
4 It i i VERY DARK BROWN SILTY SAND {SM) I0YR3/2, dense, dry,
4111 80% sand, 15-20% silt, -5% gravel
5— Drilling refusal at 4.5 ft. Boring backfiltled with bentonite
] cement grout (11/8/80)
10—
4
15—
20—
25—
30—
35—
40—
Project Number Date Drilled __11/08/1990 Figure
Project Name Naval Station, Treasure Island GS Elevation __~ /.4t
Project Task Hunters Point Annex water Level __0.00 ft.
Project Location San Francisco, California Total Depth Of Hole 450 ft.
E quipment CME 750 (HSA) 8.00 in. diam.
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Blows/6 in.
OVA (ppm)

w
w

W
BN

[es]

(&3]

30

Sample No.

Materials Description

o Depth (ft)

91506653

BROWNISH YELLOW WELL-GRADED SAND (SW) I0YR6/6,
loose, dry, 95% very fine— to course—grained sand, trace
silt, fill (possibie sandbiast material)

Product staining from 0.75 to 1 ft.

|

\

91506655 \\
\
)

1\

\

91506656

91506657

\_flll_

PR ¢ .

greenstone gravel, 15% sand, trace silt, fill
| S

YELLOWISH BROWN SILTY GRAVEL WITH SAND (GM)
10YR5/6, medium dense, moist, 50-55% fine to coarse N
serpentinite gravel, 15-20% silt, 15-20% sand, 5-10% clay,

DARK BLUISH GRAY SERPENTINITE BOULDER FILL 584/1,
dense, moist, 100% serpentinite, some caicite veins

Boulder at 2.5 ft.

mediury dense, moist, 40-45% sand, 25-35% fine to coarse
gravel, t5-20% silt, 10-15% clay, fill

DARK GREENISH GRAY WELL-GRADED GRAVEL (GW)
5BG4/1, dense, wet, JOO% fine to coarse angular
greenstone gravel, i

filt A

) —
DARK GREENISH GRAY WELL~GRADED GRAVEL WITH SAND
(GW) 5BG4/1, dense, wet, 75-80% fine to coarse angular

BLACK WELL-GRADED SAND (SW) 5Y2.5/1, loose to medium
dense, wet, B0-85% fine— to coarse—grained sand, 5-10%
fine gravel, 5% silt, sheen on sampler, Undifferentiatec
Upper Sand Deposits

915606658

40

DARK GREENISH GRAY FAT CLAY (CH) 5BG4/1, soft, maist,”
70-75% clay, 15-20% silt, trace shell fragments and
fiberous peat material, Bay Mud Deposits

Bottom of boring at 215 feet. Boring backfilled with
bentonite cement grout {i2/13/91).

Project Number

Date Drilled __12/13/1981

Project Name Naval Station, Treasure Island

Figure

GS Elevation _6.59

Project Task Hunters Point Annex

Water Level 7.0 ft.

Project Location San Francisco, California

Total Depth Of Hole 2

Equipment __CME 55 (HSA) 8 in. diam.

1.5 ft,
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0
2 OLIVE BROWN WELL-GRADED SAND (SW) 2.5Y4/4, foose,
5 dry, B0-90% sand, 0-5% silt, 5-10% gravel, fil
0 9045P066
4 : WHITE POORLY GRADED SAND (SP) 2.5YB/2, loose, dry,
5 TITIT\  es% fine- to meciun-graimed sana, 5% sit, fil
18 350 9045P067 " X —_— e e e
© DARK OLIVE GRAY WELL-GRADED SAND WITH SILT
8 5 g1 \\ (SW-5SM) 5Y3/2, dense, wet, B0% fine— to medium—grained
2 250 8045P068 0. sand, 10% silt, 10% medium to coarse gravel, fill
18 \ WHITE POORLY GRADED SAND (SP) 2.5YB/2, loose, maist,
0 T[] 208 fine~ to medum-grained sand, 5% sit, 5% gravel, fil
8 5 9045P069 F X BLACK WELL-GRADED SAND WITH SILT AND GRAVEL
7 Lt (SW-SM) 5Y2.5/2, dense, dry, 60-70% fine- to
D) 10 I \ medium-grained sand, 10% silt, 20-30% medium gravel, fil
14 80 9045P070 | B DARK OLIVE GRAY SILTY SAND WITH GRAVEL (SM) 5Y3/2,
14 i medium dense, moist, 50-80% sand, 25-30% silt, 15-20%
I gravel, fil
- OLIVE GRAY POORLY GRADED SAND (SP)
17 9045P0T1 dense, wet, 80-80% medium—gra
5 250 048R0 5% silt, 0-5% wood fragment (3
2
23 55 9045P072
50
i 0 9045P075 OLIVE GRAY POORLY GRADED SAND WITH SILT (SP-SM)
2 5Y5/2, loose, wet, 80% fine—-grained sand, 10% silt
2
DOARK OLIVE GRAY FAT CLAY (CH) 5Y3/2, soft to medium
stiff, moist, 85% clay, 0-5% shell fragments, bay mud
‘ deposits
2 5 9045P0T6
3
2
Project Number Date Drilted __11/09/1990 Figure
Project Name __Naval Station, Treasure Island GS Elevation /.30
Project Task Hunters Point Annex Water Level 14 ft.
Project Location San Francisco, California Total Depth Of Hole 415 ft.
Equipment CME 750 (HSA) 8 in. diam.
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40
) 157
[ i Bottom of boring at 41.5 feet. Boring backfilled with t
bentonite cement grout (11/8/9C° |
45___ t Il
50—
55— |
60—
o5 |
70— |
75—
80— I
Project Number Date Drilied __11/09/1990 Figure ‘I
Project Name __Naval Station, Treasure Island GS Elevation __7-30 e
Project Task __Hunters Point Annex Water Level 14 L o
Project Location __San Francisco, California Total Depth Of Hole 415 ft. I
Equipment CME 750 (HSA) 8 in. diam.
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I‘; 0 9045P062

2 35

Symbols

Materials Description

OLIVE BROWN WELL-GRADED SAND (SW) 2.5Y4/4, loose,
dry, 80-80% sand, 0-5% silt, 5-10% gravel

WHITE POORLY GRADED SAND (SP) 2.5Y8/2, loose, dry,

9045P063

95% fine to medium-grained sand, 5% silt, fi

DARK OLIVE GRAY WELL-GRADED SAND WITH SILT

(SW-SM) 5Y3/2, medium dense, moist, 80% fine to
medium-grained sand, 10% siit, 10% gravel, fill

I\

WHITE POORLY GRADED SAND (SP) 2.5Y8/2, loose to
medium dense, moist, 95% fine tc medium—grained sand, 5%
silt, fill

DARK OLIVE GRAY WELL-GRADED SAND WITH SILT

go4se064 Sl
5 1
a 1.
2 1.
10 i

(SW-SM) 5Y3/2, medium dense, moist, 75-80% sand, 10%
silt, 10-15% gravel

IR
¥

350 9045P065
. No sampie recovery from 7.5 to 9 ft.
s DARK OLIVE GRAY WELL-GRADED SAND WITH SILT AND
N GRAVEL {SW-SM), 5Y3/2, wet, 50-60% fine to
medium-grained sand, 10% silt, 30-40% anguiar gravel,
15— saturated with product
7 Drilling refusal at 11.5 ft. Boring backfiled with bentonite
4 cement grout (11/12/90)
20—
25—
30—
35—
40—
Project Number Date Drited __11/08/1990 Figure
Project Name Naval Station, Treasure Istand GS Elevation /30
Hunters Point Annex 9.50 ft.

Project Task

Project Location San Francisco, California

CME 750 (HSA) 8.00 in. diam.

Equipment

water Level

Total Depth Of Hole

11.50 fi.
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0
5 :AI: VERY DARK GRAYISH BROWN SILT WITH SAND (ML)
19 0 8046H38! 10YR3/1, very loose, dry, 70-80% silt, 10-20% fine— to .
I medium-grained sand, 10% well-graded gravel, carbon I
5 D material, filt
¢
‘68 0 9046H392 Increasing gravel to 25% at 3 ft.
20 5 VERY DARK GRAYISH BROWN SILTY GRAVEL WITH SAND I
25 30 9046H393 (GM) I0YR3/2, loose to medium dense, dry, 50-60%
40 well-graded gravel, 20-30% silt, 20-30% fine~ to
20 medium-grained sand, fil o
22? 84 9046H394 Asphalt coatng ate3ft. i
0— —\ DARK OLIVE GRAY GRAVELLY LEAN CLAY WITH SAND
‘ 7‘ §: (CL) 5372, medium stiff, moist, 50~60% clay, 20-30%
18 120 9046H395 well-graded gravel, 10-20% fine- to medium—grained sand, * ¢
23 o trace wood debris, fil I
oo
‘ — \ DARK OLIVE BROWN SANDY LEAN CLAY (CL) 5Y3/2,
— medium stiff, moist to wet, 50-80% clay, 20-30% fine— to
\ medium-gr gipgg; -20% well-graded gravel, wood 1
14 15— debris andg , fill I
7 250 Q046H3396 = BLACK WELL-GRADED GRAVEL WITH SILT AND SAND
2 - X (GW-GM) loose, wet, saturated with oil, 60-80% gravel, o
i \ 10-30% medium- to coarse—grained sand, 10-20% wood
debris, nalls and glass, 0—10% silt, filt
BLACK POORLY GRADED SAND (SP) 5Y2.5/2, ioose,
50 20— 95-100% fine- to medium-grained sand, 0-5% silt, 5-_
i shell fragments - l
- Gravel zone from 20 to 22 ft.
] Heaving sands : |
4 25— DARK GREENISH GRAY FAT CLAY (CH) 5GY4/1, medium
3 stiff, 95-100% clay, 0-5% silt, few shell fragments, bay mud
5 9046H397 d it
4 i eposits . I ,
2 30— / *
3 -
2 i Bottom of boring at 315 feet. Boring backfitied with
bentonite cement grout (i1/12/90)
35
40— |
Project Number Date Drilled __11/12/1990 Figure —l
Project Name Naval Station, Treasure Island GS Elevation __9.26 .
Project Task Hunters Point Annex water Level 1.5 ft. ,
Project Location __53n Francisco, Caiifornia Total Depth Of Hole _3!.5 ft |
E quipment CME 750 (HSA) 8 in. diam.




PRC Environmental Management, Inc.

Adapted from Harding Lawson Associates

LOG OF BORING IR03B227

Page 1 of 5

£ g =
E o w
SO I Z 8 3
P = Q = oa o
E 8 5 g & & A
o ~ ] o n o Materials Description
0—
DARK GRAYISH BROWN SILTY SAND (SM) 2.5Y4/2, loose,
T moist, very fine- to coarse—-grained sand, with 15% silt, fii
7 Trace subanguiar gravel to 0.5 inches in diameter at-<4 ft.
5—
T 1. Color change to dark gray (5Y4/1) at 8 ft.,
4 HHH medium—grained sand, 40% silt
7 DARK GRAY SILT WITH SAND (MH) 5Y4/1, soft, moist, 10%
— ! fine sand, trace shell fragments, Bay Mud Deposits
10— T Wet at 10 ft, 25% shell fragments
T Begin 94mm continuous coring at 14 ft.
15—
20—
T 30-40% shell fragments up to 0.75 inches in diameier 3t
25— 24 ft.
30— 10% shell fragments at 30 ft.
35 25-30% shell fragments at 35 ft,
40—
Project Number Date Drilled 01/30/1989 Flgure

Project Name Naval Station, Treasure Island

Project Task Hunters Point Annex

Project Location San Francisco, California

E quipment __FAILING 1500 (MDR) 5 in. diam.

GS Elevation __/.64
Water Level __10.00 ft.
Total Depth Of Hole _ 162 ft.
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Sample No.
Samples
Symbols

Materials Description

S Depth (ft)

Trace shell fragments at 51 ft.

20-30% shell fragments at 56 ft.

65— ARNE Sedimentary Ceposits

. LIGHT YELLOWISH BROWN SILTY SAND (SM) 2.5Y6/4,
+17 medium dense, wet, with 20% silt Undif ferentiad

Sedimentary Deposits

J1H YELLOWISH BROWN POORLY GRADED SAND WITH SILT
(SP-SM) 10YR5/4, loose, wet, 10% silt, Undifferentiated

' LIGHT YELLOWISH BROWN SILTY SAND (SM) 10YR6/4,
1 i very dense, slightly moist, with- 40% silt and trace wron oxide

70— Ll 5 mottling Undifferentiated Sedimentary Deposits

silt

GRAYISH BROWN POORLY GRADED SAND WITH SILT
(SP-SM) 2.5Y5/2, loose, wet, medium—grained sand with 10%

diameter

80—

LIGHT YELLOWISH BROWN SILTY SAND (SM) I0YR6/4,
mnat dense, wet, fine to medium-grained sand, 25% sit, 25% shell
4 |14t fragments and occasional subangular gravel to .5 inches in

[

B

'

Project Number

Project Name Naval Station, Treasure Island

Project Task Hunters Point Annex

Project Location San Francisco, California

Equipment FAILING 1500 (MDR) 5 in. diam.

Date Drilled _01/30/1989

G6S Elevation __/.64

Water Level _10.00 ft.

Total Depth Of Hole 182 ft.

Figure . -l |
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80—
85—
T Color change to dark gray (5Y4/1) at 86 ft.
7 Color change to very czrk gray (5Y3/1), 10% shell
90— fragments, medium to fire-grained sand, 20% sitt at B3 ft.
T DARK GRAY SILTY CLAY WITH SAND (CL/ML) 5Y4/1, stiff,
n / moist, 30-40% silt, 15% «2ry fine—grained sand, trace shell
i / fragments
as5— [T1} very stiff at 94 ft.
- DARK GRAY SIL.TY SAND (SM) 5Y4/1, very dense, 40% silt
100—
N YELLOWISH BROWN PGZ=LY GRADED SAND WITH SILT
(SP-SM} 10YR5/6, med.q dense, wet, with 5-10% silt,
N Undifferentiated Sedimentary Deposits
105
10—
a Color change to olive (Z15/3) at 112 ft.
DARK GRAYISH BROWH “J0RLY GRADED SAND (SP)
25Y4/2, very dense, wst
Project Number Date Drilled __01/30/1989 Figure
Project Name Naval Station, Treasure Island GS Elevation /-84
Project Task __Hunters Point Annex Water Level __10.00 ft.

Project Location San Francisco, California

Equipment __FAILING 1500 (MOR) 5 in. diam.

Total Depth Of Hole

162 ft.
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120
DARK GRAY SILTY CLAY (CL/ML) 5Y4/1, very stiff, wet, I
7] with 10% very fine~grained sand
125 |
130 ?
135
N Occasional subangutar gravel to 0.5 inches in diameter
140— Sand content increasing to 30-35%, with 5% gravel to
~ inches in diameter at 140 ft.
145— Gravel content increasing to 5-10% at 145 ft.
150
165—
fj LIGHT GRAYISH GREEN SERPENTINITE BEDROCK har:z.
7] 4 moderately weathered
7] fjg {poor core recovery; likely due to intense fracturing 2=
= jfg clay in fractures)
T Becoming slightly weathered at 155 ft. {arili cuttings
60— f logged from 155 to 162 ft.)
Project Number Date Drilled __01/30/1989 Figure ]
Project Name __Naval Station, Treasure Island GS Elevation __/-64 :
Project Task __Hunters Point Annex wWater Level __/0.00 ft.

Project Location San Francisco, California

Equipment __FAILING 1500 (MDR) 5 in. diam.

Total Depth Of Hole

162 ft. |
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160 f j
1 LEE ) ) )
Bottom of boring at 162 feet. Boring geophysically logged
- and backfilled with bentonite cement grout.
165—
170
175~
180—
185
190
195
200
Project Number Date Drilled __01/30/1989 Figure
Project Name Naval Station, Treasure Island GS Elevation __/.64
Project Task Hunters Point Annex Water Level __10.00 ft.

Project Location San Francisco, California

Equipment __FAILING 1500 (MDR) 5 in. diam.

Total Depth Of Hole __162 ft.
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Sampie No,
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Materials Description l

o Depth (ft)

VERY DARK GRAYISH BROWN WELL-GRADED SAND WITH
SILT (SW-SM) 10YR3/2, loose to medium dense, dry, .
30-95% fine— to coarse~grained sand, 5-10% silt, fill

DARK GRAY LEAN CLAY WITH SAND (CL) 5Y4/1, medium
stiff, moist, 80-80% clay, {0-20% well-graded fine- to
coarse—grained sand, fill

[}

gi4He82

Q SH4HEB3

K Trace to 10% well-graded gravel at 4 ft.
40 9i14HE84 T e e e e e e
BLACK CLAYEY GRAVEL WITH SAND (GC) 2.5Y2/0, loose

to medium dense, wet, 50-80% well-graded subangular to

subrounded gravel, (0-30% poorly graded coarse~ to very

coarse-grained sand, 10-20% lean clay, saturated with
product, fill

——

80 9114HBB5

BLACK SANOY SILT WITH GRAVEL (ML) medium stiff, moist,
50% silt, 20-30% fine- to medium-grained sand, 20-30%
poorly graded subangular chert gravel, fill

Product stained wood debris at 6.5 ft.
| S

VERY DARK GRAY WELL-GRADED GRAVEL (GW) loose, wet,
15— 95% angular to subangular chert and other gravel, 5% fine-
to medium—-grained sand, trace product staining, fill

- VERY DARK GRAY SANDY SILT WITH GRAVEL (ML)

A 7.5YR3/0, soft to medium stiff, moist, 60% silt, 40% fine- to
medium-grained sand, trace fine gravel, little to some wood
debris (appears burned), trace metal debris and produc’

20— DEBRIS ZONE wire, metal and concrete rubble, no samp.
recovery e

DARK GREENISH GRAY CLAYEY SAND (SC) 5GY4/1, soft,
loose, 60% poorly graded fine-grained sand, 40% clay,
undifferentiated upper sand deposits

DARK GREENISH GRAY SANDY FAT CLAY (CH) 5G4/1,
medium stitf, moist, 60-70% clay, 30-40% fine—grained

/
/
\ sand, bay mud deposits
30— /g DARK GREENISH GRAY FAT CLAY (CH) 5G4/1, medium stiff,

moist, 85% clay, 5% silt, few to some shell fragments, bay
mud deposits

80 Si14AHEBB ]

Bottom of boring at 31.5 feet. Opened hote to 15in. from O
n to 16.2 feet. Refusal at 16.2 feet. Boring backfilled with
bentonite cement grout (4/4/91)

1

40—

Project Number Date Drilled _04/03/1991 Figure
Project Name ._Naval Station, Treasure Island GS Elevation __8:0!
Project Task __Hunters Point Annex Water Level __4.5 ft.

Project Location __93n Francisco, California Total Depth Of Hole __ 315 ft.
E quipment CF-15 (MDR) 6.75 in. diam.
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Materials Description

© Depth (ft)

8223H239

9223H240

9223H241

9223H242

9223H243

9223H244

9223H245

40—

LIGHT YELLOWISH BROWN WELL-GRADED SAND (SW)
2.5Y8/4, loose, dry, 85% very fine- to ceoarse-grained
sand, 10% fine gravel, 5% silt, fil

VERY DARK GRAYISH BROWN GRAVELLY LEAN CLAY (CL)
2.5Y3/2, stiff, dry, 80% clay, 30% serpentinite gravel, 10%
fine—grained sand, fifl

VERY DARK GRAYISH BROWN POORLY GRADED SAND (SP}
loose, moist, 85% shell fragments, 15% coarse-grained sand,
10% fine gravel, 10% wood and organic debris, fill {Dredge
Material?}

Color change to black (N2/0), no shell fragments, 85%

\ coarse-grained sand, 15% fine gravel

\

DARK GREENISH GRAY POORLY GRADED SAND WITH SILT
(SP—SM) 5G4/1, loose, wet, 60% shell fragments, 20%
fine-grained sand, 10% silt, 10% fine grave!, Undifferentiated

DARK GREENISH GRAY POORLY GRADED SAND WITH CLAY
(SP-SC) 5G4/1, loose, wet, 75% fine—grained sand, 15%
shelt fragments, 10% clay, Undifferentiated Upper Sand
Deposits

Color change to olive gray (5Y4/2) at 15 ft., decreasing
shell fragments to 5%

DARK GREENISH GRAY FAT CLAY ({(CH) 5GY4/1, medium
stiff, moist, B5% clay, 10% shell fragments, 5% silt, Bay Mud
Deposits

Bottom of boring at 21.5 feet. Boring backfilied with
bentonite cement grout (6/5/92).

Project Number

Date Orilled

06/0:2/1992

Figure

Project Name Naval Station, Treasure Island

GS Elevation _5.5¢

Project Task Hunters Point Annex

ater Level 4.5 ft.

Project Location San Francisco, California

Total Depth Of Hole

Equipment ORILL SYSTEMS 1000 (ACH) 10 in. diam.

21.5 ft.
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31 LIGHT BROWNISH GRAY SILTY GRAVEL WITH SAND (GM)
2.5Y6/2, loose, dry, 50% coarse % 25%
24 0 9296N03I \ " y % gravel, 25% silt, 25% sand,
20 !
8 0 9226N032 Color change to dark grayish brown (2.5Y4/2) at 1.3 ft.,
10 moist with trace metal debris
14 —— —
16 5 DARK GREENISH GRAY SERPENTINITE BOULDER FILL
5GY4/1, moist, moderately to occasionally fractured '
0 g 9226N033 Y Y - Very
27 hard
40 No recovery at 7.5 ft., serpentinite boulder fill logged from
20 0 cuttings
15 !
9 10 = Wet at 10 ft. with strong product sheen
g 0 9226N034 I
i
5 15— O Slight product sheen at 15 ft. l
4 0 9226N035
31
25 20— Slight product sheen at 20 ft.
2 9 9226N036 - l
50
45 25— No recovery at 25 ft, no product sheen observes in I
23 0 cuttings, hard, slow dariling
N 26 |
21 30"‘
20 9 9226N038
41 .
/
22 35— Continue Serpentinite Boulder Filf with 8 2 inch fine—-grained
31 0 brown sand lens at 35 ft
36
A
Project Number Date Drilled __06/22/1992 Figure l
Project Name Naval Station, Treasure Island GS Eievation __8.0! -
Project Task __Hunters Point Annex water Level __10.0 ft. .
Project Location San Francisco, California Total Depth Of Hole 56.5 ft. I
Equipment DRILL SYSTEMS 100G (ACH) 10 in. diam. !
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40
0 9226N039
45—
50—
¢} 9226N040
55—
o 9226N04] DARK GREENISH GRAY CLAYEY SAND (SC) 5GY 4/,
medium dense, wet, 70% fine—-grained sand, 30% fat clay,
T Undifferentiated Upper Sand Oeposits
7 DARK GREENISH GRAY FAT CLAY (CH) 5G4/1, stiff, moist,
=1 70% clay, 30% shell fragments, Bay Mud Deposits
60— Bottom of boring at 56.5 feet. Boring backfiled wi.t~
4 bentonite cement grout (6/22/92). Grab water sz
9226N037 coliected.
65—
.
70—
-
75—
4
80—

Project Number

Project Name Naval Station, Treasure Island

Project Task Hunters Point Annex

Project Location __58n Francisco, California

Equipment DRILL SYSTEMS 1000 (ACH) 10 in. diam.

Date Oriled __08/22/1892

GS Elevation __8.0!

Water Level _10.0 ft.

Total Depth Of Hole 965 ft.

Figure
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0
28 ASPHALT
39 4] 9226A321 E el
¥ OLIVE BROWN SILTY SAND WITH GRAVEL (SM) 2.5Y4/3,
13 X medium dense, dry, 60% medium— to coarse—grained sand l
A < . dry, .
18 0 Sezondze > 20% sitt, 20% angular gravel, fil
17 .
o DARK GREENISH GRAY CLAYEY GRAVEL (GC) 5GY4/1, o
8 > - loose, dry, 60% angular serpentinite gravel, 40% lean clay, l
2 N fill H
4] 9226A323 4
8 { Increasing serpentinite gravel to 70%, decreasing lean clay
5 pa to 30% at 5 ft. -
20 q6a324 e I
2 ;.
26 Rt Wet at 10 ft. .
:2 0 92264325 C |'
Oo\ DARK GREENISH GRAY SERPENTINITE BOULDER FILL
7 >o oo< 5GY4/1, wet, closely to occasionally fractured, weathered
159 |
35 15— 00 No recovery at 15 feet. Serpentinite boulder fill logged
25 ~ b (§>< from cuttings.
15
1o
3 00< '
b~ O
_ OOOC
8 20— z10 g)( 5% clay at 20 ft. ,
I 92264326 Y & ) l
19 1 1%e
®)
4 Ooc )
N @ I
¢
[ 2542 O OC No recovery at 25 and 30 feet. Serpentinite bouider fill
50 . 00 logged from cuttings.
O
- ¢ l
139 O
OO
1o X
28 30— OOO '
40 b o(
50 119s
OoQ
T )
J Oo<
(@
35 q
33 OO
3 g 92254328 I~
29 150 I
&
. OO
B G
Oo<
50 40— |
Project Number Date Drilled __06/23/1992 Figure "
Project Name __Naval Station, Treasure Island GS Elevation __8.0!
Project Task Hunters Point Annex Water Level __10.0 ft. i
Project Location __San Francisco, California Total Depth Of Hole __66.0 ft. .
Equipment __ DRILL SYSTEMS 1000 (ACH) 10 in. diam.
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40 59 Sampler refusal at 40 and 45 feet. Serpentinite boulder fil
logged from cuttings.
50
9 I DARK GRAY POORLY GRADED SAND WITH GRAVEL (SP)
28 Y . . ) .
3 0 9226A329 O o loose, wet, 80% medium—grained sand, 20% serpentinite
. OOO< . gravel, fill
-1 )o O( DARK GREENISH GRAY SERPENTINITE BOULDER FILL
| O% 5GY4/1, wet, moderately to occasionally fractured
D
49 55— Ooo<
16 &b 0
0 o4
23 RSN o
DARK GREENISH GRAY FAT CLAY (CH) 5GY4/1, soft, wet,
7 70% clay, 20% shell fragments, 10% fine—grained sand, Bay
- / Mud Deposits
14 60— '/é\ Bay Mud logged from cuttings at 57 ft.
28 30 9226A330 DARK GREENISH GRAY POORLY GRADED SAND (SP) 5G4/1,
50 - medium dense, wet, 100% fine~-grained sand,
_ Undifferentiated Sedimentary Deposits
_ g LIGHT YELLOWISH BROWN LEAN CLAY (CL) IOYR6/4,
S/ medium stiff, moist, 90% clay, 10% fine—grained sand,
32 65— »\ Undifferentiated Sedimentary Deposits
7o YELLOWISH BROWN POORLY GRADED SAND (SP) I0YRS/6,
~ dense, moist, 100% fine-grained sand, Unditferentiated
N \ Sedimentary Deposits
. LIGHT YELLOWISH BROWN POORLY GRADED SAND WITH
CLAY (SP-SC) I0YR6/4, dense, moist, 90% fine—grained
70— sand, 10% lean clay, Unditferentiated Sedimentary Deposits
i Bottom of boring at 66 feet. Boring back filed with
-1 bentonite cement grout (6/23/92). Grab water sample
. 9226A327 collected.
75—
80—
Project Number Date Drilleq __06/23/1892 Figure
Project Name __Naval Station, Treasure Island GS Elevation __8.0!
Project Task __Hunters Point Annex Water Level __10.0 ft.

o ~ .- . . .
Project Location __2@n Francisco, California

ORILL SYSTEMS 1000 (ACH) 10 in. diam.

Equipment

Total Depth Of Hole

66.0 ft.
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0
2 n YELLOWISH BROWN SILTY SAND WITH GRAVEL (SM)
30 X=% 10YR5/4, medium dense, dry, 45% medium- to [
0 9226A331 g coarse—grained sand, 30% silt, 25% subangular gravel, fill
37 o
18 0 9206A332 Ry DARK YELLOWISH BROWN CLAYEY GRAVEL (GC) 10YR4/4,
37 I e medium stiff, dry, 70% angular chert gravel, 30% lean clay,
43" > fil
18 5 (e
22 Color change to dark bluish gray (5B4/1). Serpentinite
o 0 8226A333 gravel with 45% clay at 3 ft.
I DARK GRAY GRAVELLY LEAN CLAY WITH SAND (CL) 5v4/1, l '
9 0 9226A334 soft, moist, 45% clay, 30% angular serpentinite gravel, 25%
:; o Mdiui to coarse-grained sand, fil T
i DARK BLUISH GRAY SERPENTINITE BOULDER FILL 5B4/1,
i 0 9226A335 medium dense, wet, 75% closely to occasionally fractured
| serpentinite, 25% lean clay
2 15 =
X
23 92264336 -
23 I
6 20 X Decrease clay to trace by 20 ft.
4 0 9206A337 B I
18
26 2517 No recovery at 25 and 30 ft. [
27
35
50 30""
41 35_
32 0
28
38 40_
Project Number Date Driled __06/23/1992 Figure » ‘I
Project Name __Naval Station, Tressure Island GS Elevation __8.35 .
Project Task __Hunters Point Annex Water Levef 0.0 ft. .
. g 515 ft, I
Project Location __23n Francisco, California Total Depth Of Hole |
Equipment _ DRILL SYSTEMS 1000 (ACH) 10 in. diam '




PRC Environmental Management, Inc. LOG OF BORING IR03B340

Adapted from Harding Lawson Associates

Page 2 of 2
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@ o [ c n o Materials Description
40
[o}
22 Q o
0 9226A339
3 OOC
1Yo
1 fo o1
b9
- 91K o(
459
50 ) (?C Sampler refusal at 45 ft.
119
b O
1050
> -
DARK GREENISH GRAY FAT CLAY (CH) 5GY4/1, soft, wet,
R 50% clay, 40% shell fragments, 10% fine—grained sand, Bay
3 50 Mud Deposits
5 0 9226A340
8 N Bottom of boring at 51.5 feet. Boring backfilled with
bentonite cement grout (6/23/892). Grab water sample
T 8226A338 collected.
55—
80—
85—
70—
75
80—
Project Number Date Drilled __06/23/1992 Figure

Project Name Naval Station, Treasure Island

GS Elevation _8:35

Project Task Hunters Point Annex

Water Level 100 ft.

Project Location San Francisco, California

Total Depth Of Hole 515 ft.

DRILL SYSTEMS 1000 (ACH) 10 in. diam.

Equipment




e

PRC Environmental Management, Inc. LOG OF BORING IR03B34f |

Adapted from Harding Lawson Associates Page 1 of |

e _ (=3 —
© & = E o o
> o @ - 9 9
a S @ o8
i = 5§ FFE 1
@ ) 0] S & & Materials Description I
0
10 BROWN WELL-GRADED SAND (SW) 10YR5/3, loose, dry, 85%
2 0 9224R277 fine~ to very coarse-grained sand, 5% subrounded fine L
6 aravel, fill l
18 0 Q224H278 VERY DARK GRAYISH BROWN GRAVELLY LEAN CLAY (CL)
12 25Y3/2, medium stiff, dry, 60% clay, 30% fine to medium
subrounded gravel, 10% fine—grained sand, fill
5 5 \—————————-——————«—
14 VERY DARK GRAYISH BROWN GRAVELLY LEAN CLAY WITH !
o [ 9224H279 SAND (CL) 50% clay, 30% gravel, 20% sand, trace shell
fragments, fil
13 .
17 VERY DARK GRAY WELL-GRADED GRAVEL (GW} 5Y3/1, |
6 ! 9224H280 \ loose, wet, fine to coarse gravel
—_———— —— — s ——— — —— —— — — I
| 10— VERY DARK GRAY WELL-GRADED GRAVEL WITH CLAY
4 (GW-GC} 5Y3/1, loose, wet, 30% fine to coarse subangular
3 0 to subrounded serpentinite and chert gravel, 10% clay, fil |
5 15—
3 9224108 DARK GREENISH GRAY FAT CLAY (CH) 5GY4/1, medium
3 stitf, moist, 80% clay, 15% shell fragments, 5% silt, Bay Mud
T Deposits
T Bottom of boring at 16.5 feet. Boring backfilled with l
1 bentonite cement grout (6/10/92). !
20—
- \
25— I.
- |
30 . I
7 A |
1
35
40— i
Project Number Date Driled __06/10/1982 Figure I
Project Name Naval Station, Treasure Island GS Elevation __5.62
Project Task __Hunters Point Annex Water Level 8.0 T \
Project Location __San Francisco, California Total Depth Of Hole __ 6.5 ft. |
Equipment __DRILL SYSTEMS 1000 (ACH) 10 in. diam.
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